
IMPROVES BRIGHTNESS AND EFFICIENCY 
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White Reflective Film 
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Characteristic Value Test Method 

Tensile Strength    (Mpa) 
MD 72 

JIS C 2318 
TD 86 

Elongation to Break (%) 
MD 75 

JIS C 2318 
TD 63 

Shrinkage (%)           (85⁰C 
x 30min) 

MD 0.4 
JIS C 2318 

TD -0.1 
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FO Part Number Description 
Dimension 

L x W 

FOC04-1001-0000 Square Reflector WRF-150  102 x 102 mm 

FOC04-1002-0000 Square Reflector WRF-150  152 x 152 mm 

FOC04-1003-0000 Square Reflector WRF-150  203 x 203 mm 

FOC04-1004-0000 Square Reflector WRF-150  254 x 254 mm 

FOC04-1005-0000 Square Reflector WRF-150  305 x 305 mm 

FOC04-1006-0000 Square Reflector WRF-150  610 x 610 mm 

FOC04-1007-0000 Linear Reflector WRF-150  305 x 51 mm 

FOC04-1008-0000 Linear Reflector WRF-150  610 x 51 mm 

FOC04-1009-0000 Linear Reflector WRF-150  305 x 102 mm 

FOC04-1010-0000 Linear Reflector WRF-150  610 x 102 mm 

FOC04-1011-0000 Linear Reflector WRF-150  1219 x 102 mm 

Characteristic Values Test Method

Thickness .15mm FO Test

Reflectivity at 550nm 97% Spectrophotometer

Gloss @60⁰ 45GU
ASTM D523-89

Gloss @45⁰ 40GU

Whiteness 100% ASTM E313-79


