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1
LIGHTGUIDE COMPRISING A LOW
REFRACTIVE INDEX REGION

RELATED APPLICATIONS

This application is a continuation-in-part application of
U.S. patent application Ser. No. 11/848,759, filed Aug. 31,
2007, now abandoned, and is a continuation of U.S. applica-
tion Ser. No. 11/223,660, filed Sep. 9, 2005, now U.S. Pat. No.
7,278,775, which claims benefit of provisional application
Ser. No. 60/608,233, filed Sep. 9, 2004, the disclosures of
each are incorporated by reference in their entirety herein.

FIELD OF THE INVENTION

This invention generally relates to optical components and
light emitting devices comprising optical components for
illumination and methods of manufacturing the devices and
components.

BACKGROUND OF THE INVENTION

Edge-illuminated lightguides have been used in backlights
for LCDs and more recently for light fixtures. For extended
color, longer lifetime, increased optical efficiency, and cost,
LEDs are becoming utilized more in backlight assemblies
instead of CCFLs. Since LEDs are closer to being a point
source, LED light can be controlled more efficiently than the
extended source CCFL. However, by using the same white
spot diffusers noted above in light guides, the light is scattered
in all directions, up to the critical angle of the light guide air
interface. The refracted angular spread of light out of the light
guide can reach angles approaching 90 degrees from the
surface. Additional diffuser films used to reduce the visibility
of the white dots spread this light further into undesired, i.e.,
wider, angles. Optical films such as prismatic films are then
necessary, to “rein in” a portion of this light back toward 0
degrees (the direction perpendicular to the surface). Thus,
between the white dots spreading light out into larger angles
than needed, and then using collimating films to bring a
portion of this light back toward the normal or desired view-
ing angles, a significant amount of light is lost and the process
is an inefficient one.

Other backlight configurations have been proposed using
symmetric scattering particles instead of white dots. Scatter-
ing light guides have been described as “highly scattering
optical transmission” (HSOT) polymers by Okumura et al (J.
Opt. A: Pure Appl. Opt. 5 (2003) S269-S275). The authors
demonstrated that a backlight based upon a HSOT polymer
has the potential to provide twice the brightness of a conven-
tional backlight. However, the particles used are symmetric or
spherical in shape. The Okumura teachings do not account for
the asymmetric nature of the input light, or the need for more
light to be diffused vertically, horizontally, or out from the
main face of the light guide. Also, traditional designs using
planar lightguides such as used with LCDs have angular
output, thermal, uniformity, efficiency, and form factor limi-
tations. Light from light sources such as LEDs that are inci-
dent upon a volumetrically scattering lightguide can have
significantly bright regions near the LEDs due to light directly
reaching the volumetric scattering region and causing bright
luminance non-uniformities on the light emitting surface near
the edge of the lightguide. If the diffusion strength (angular
FWHM intensity of the diffusion profile) of the volumetric
light scattering lightguide is significantly reduced to try and
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prevent the high luminance non-uniformity near the edge, the
optical efficiency of the lightguide is also reduced.

SUMMARY OF THE INVENTION

In one embodiment of this invention, a lightguide com-
prises a low refractive index region disposed between light
extracting region and a non-scattering region. In further
embodiment of this invention, volumetric scattering light-
guide comprises a low refractive index region disposed
between a volumetric scattering region and a non-scattering
region. In some embodiments, a light emitting device com-
prising a volumetric scattering lightguide can angularly filter
light input into the edge of a volumetric scattering lightguide
by controlling the refractive index of the low refractive index
region relative to the refractive index of the non-scattering
region to prevent direct illumination of the volumetric scat-
tering region, provide a luminance uniformity greater than
70%, or improve the angular luminous intensity of the light
emitting device.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a schematic cross-sectional side view of a tradi-
tional liquid crystal display backlight;

FIG. 2 is a schematic cross-sectional side view of one
embodiment of an enhanced LCD backlight of the invention
utilizing CCFL light sources with asymmetric particles con-
tained within the light guide;

FIG. 3 is a perspective view of the embodiment of FIG. 2;

FIG. 4 is a perspective view of one embodiment of an
enhanced LCD backlight of the invention utilizing LEDs with
asymmetric particles contained within the light guide;

FIG. 5 is a perspective view of one embodiment of an
enhanced LCD backlight of the invention utilizing LEDs with
asymmetric particles of varying densities contained within
the light guide;

FIG. 6 is an example of a side emitting LED from
LUMILEDS Inc.;

FIG. 7 is a perspective view of an LCD backlight utilizing
side-emitting LEDs (Prior Art);

FIG. 8 is a perspective view of one embodiment of an
enhanced LCD backlight of the invention utilizing side-emit-
ting LEDs with asymmetric particles contained in a region
optically coupled to the light guide;

FIG. 9 is a perspective view of one embodiment of an
enhanced LLCD backlight of the invention utilizing two
CCFLs with asymmetric particles contained in a region opti-
cally coupled to the light guide;

FIG. 10 is a perspective view of one embodiment of an
enhanced LLCD backlight of the invention utilizing two
CCFLs with asymmetric particles of varying densities con-
tained in a region optically coupled to the light guide;

FIG. 11 is a perspective view of one embodiment of an
enhanced LLCD backlight of the invention utilizing two
CCFLs with two regions containing asymmetric particles
aligned with their axis crossed and optically coupled to the
bottom of the light guide;

FIG. 12 is a perspective view of one embodiment of an
enhanced LLCD backlight of the invention utilizing two
CCFLs with two regions containing asymmetric particles
aligned with their axis crossed and optically coupled to the
top of the light guide;

FIG. 13 is a perspective view of one embodiment of an
enhanced LLCD backlight of the invention utilizing two
CCFLs with two regions containing asymmetric particles
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aligned with their axis crossed and optically coupled to the
top and bottom of the light guide;

FIG. 14 is a perspective view of one embodiment of an
enhanced LCD backlight of the invention with asymmetric
particles contained within the tapered light guide and two
CCFL light sources;

FIG. 15 is a perspective view of one embodiment of an
enhanced LLCD backlight of the invention utilizing two
CCFLs with a light guide region composed of two regions
containing asymmetric particles aligned with their axis
crossed;

FIG. 16 is a perspective view of one embodiment of an
enhanced L.CD of'the invention using the enhanced backlight
of FIG. 9;

FIG. 17 is a perspective view of one embodiment of an
enhanced L.CD of'the invention using the enhanced backlight
of FIG. 9 and two crossed collimating films;

FIG. 18 is a perspective view of one embodiment of an
enhanced L.CD of'the invention using the enhanced backlight
of FIG. 9 and two crossed collimating films and an additional
diffuser;

FIG. 19 is a perspective view of one embodiment of an
enhanced L.CD of'the invention using the enhanced backlight
of FIG. 9, two crossed collimating films and a reflective
polarizer;

FIG. 20 is a perspective view of one embodiment of an
enhanced L.CD of'the invention using the enhanced backlight
of FIG. 9, two crossed collimating films with one of the
collimating films containing asymmetric particles;

FIG. 21 is a perspective view of one embodiment of an
enhanced L.CD of the invention using an enhanced backlight
with a high refractive index light guide and a low refractive
index coating with crossed collimating films;

FIG. 22 is a perspective view of one embodiment of an
enhanced backlight of the invention with a light guide posi-
tioned above cold cathode fluorescent lamps with varying
concentration of dispersed phase particles;

FIG. 23 is a perspective view of one embodiment of a light
guide used in the enhanced backlight of FIG. 9;

FIG. 24 is a perspective view of one embodiment of a light
guide of the invention used with non-spherical particles in
between the input and output surfaces of the light guide; and

FIG. 25 is a perspective view of one embodiment of a light
guide used in the enhanced backlight of FIG. 22.

FIG. 26 is a cross-sectional side view of a light emitting
device comprising a volumetric scattering lightguide with a
low refractive index region.

FIG. 27 is a cross-sectional side view of the light emitting
device of FIG. 1 illustrating component dimensions.

FIG. 28 is a cross-sectional side view of a light emitting
device comprising a volumetric scattering lightguide with a
spatially varying low refractive index region.

FIG. 29 is a top view of the light emitting device of FIG. 3
comprising a volumetric scattering lightguide with a spatially
varying low refractive index region.

FIG. 30 is a cross-sectional side view of a light emitting
device comprising a light reflecting region on the same side of
the lightguide as a volumetric scattering region.

FIG. 31 is a cross-sectional side view of a light emitting
device comprising a light reflecting region on the opposite
side of the lightguide as a volumetric scattering region.

FIG. 32 is a cross-sectional side view of a light emitting
device comprising a curved volumetric scattering lightguide.

FIG. 33 is a cross-sectional side view of a light emitting
device comprising a volumetric scattering lightguide with a
low refractive index region and a specularly reflecting optical
element.
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FIG. 34 is a perspective view of a light emitting device
comprising a volumetric scattering lightguide with a low
refractive index region and asymmetric dispersed phased
domains.

FIG. 35 is a perspective view of a light emitting device
comprising a volumetric scattering lightguide between a low
refractive index region and a second non-scattering region.

FIG. 36 is a cross-sectional side view of a light emitting
device comprising a volumetric scattering lightguide with a
low refractive index region and surface relief light extracting
features.

FIG. 37 is a cross-sectional side view of a light emitting
device comprising a volumetric scattering lightguide with a
low refractive index region varying spatially between the
volumetric light scattering region and the non-scattering
region.

FIG. 38 is atop view of the light emitting device of FIG. 37
illustrating the regions where the volumetric light scattering
region is directly coupled optically to the non-scattering
region.

FIG. 39 is a cross-sectional side view of a light emitting
device comprising a volumetric scattering lightguide with a
low refractive index region varying spatially and an air gap
region varying spatially between the volumetric light scatter-
ing region and the non-scattering region.

FIG. 40 is a top view of the light emitting device of FIG. 39
illustrating the pattern regions where the volumetric light
scattering region is directly coupled optically to the non-
scattering region and where there is an air gap region between
the volumetric light scattering region and the non-scattering
region.

FIG. 41 is a cross-sectional side view of a light emitting
device comprising a volumetric scattering lightguide wherein
light at an angle larger than the critical angle for the interface
between the non-scattering region and the low refractive
index region totally internally reflects.

FIG. 42 is a cross-sectional side view of a light emitting
device comprising a curved, tapered volumetric scattering
lightguide and a light redirecting element.

DETAILED DESCRIPTION OF THE INVENTION

The features and other details of the invention will now be
more particularly described with reference to the accompa-
nying drawings, in which embodiments of the inventive sub-
ject matter are shown. It will be understood that particular
embodiments described herein are shown by way of illustra-
tion and not as limitations of the invention. However, this
inventive subject matter should not be construed as limited to
the embodiments set forth herein. Rather, these embodiments
are provided so that this disclosure will be thorough and
complete, and will fully convey the scope of the inventive
subject matter to those skilled in the art. The principal features
of this invention can be employed in various embodiments
without departing from the scope of the invention. All parts
and percentages are by weight unless otherwise specified. All
patent applications and patents referenced herein are incor-
porated by reference.

The terminology used herein is for the purpose of describ-
ing particular embodiments only and is not intended to be
limiting of the inventive subject matter. Like numbers refer to
like elements throughout. As used herein the term “and/or”
includes any and all combinations of one or more of the
associated listed items. Also, as used herein, the singular
forms “a”, “an” and “the” are intended to include the plural
forms as well, unless the context clearly indicates otherwise.
It will be further understood that the terms “comprises™ and/
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or “comprising,” when used in this specification, specify the
presence of stated features, integers, steps, operations, ele-
ments, and/or components, but do not preclude the presence
or addition of one or more other features, integers, steps,
operations, elements, components, and/or groups thereof.

DEFINITIONS

For convenience, certain terms used in the specification
and examples are collected here.

“Speckle”, often referred to also as scintillation, includes
the optical interference pattern visible on a scattering element
or perceived as coming from or near a scattering element.
This can include color or intensity variations within an small
area of interest.

“Speckle Contrast” is defined herein to include the ratio of
the standard deviation of the intensity fluctuation to the mean
intensity over the area of interest.

“Scatter,” “Scattering,” “Diffuse” and “Diffusing” as
defined herein includes light scattering by reflection, refrac-
tion or diffraction from particles, surfaces, or layers.

“Optically coupled” is defined herein as including the cou-
pling, attaching or adhering two or more regions or layers
such that the intensity of light passing from one region to the
other is not substantially reduced due to Fresnel interfacial
reflection losses due to differences in refractive indices
between the regions. Optical coupling methods include join-
ing two regions having similar refractive indices, or by using
an optical adhesive with a refractive index substantially near
or in-between at least one of the regions or layers such as
Optically Clear Adhesive 8161 from 3M (with a refractive
index at 633 nm of 1.474). Examples of optically coupling
include lamination using an index-matched optical adhesive
such as a pressure sensitive adhesive; lamination using a UV
curable transparent adhesive; coating a region or layer onto
another region or layer; extruding a region or layer onto
another region or layer; or hot lamination using applied pres-
sure to join two or more layers or regions that have substan-
tially close refractive indices. A “substantially close” refrac-
tive index difference is about 0.5, 0.4, 0.3 or less, e.g., 0.2 or
0.1. Directly “optically coupling™ a first and second region or
material refers to the optical coupling of the regions or mate-
rials wherein light travelling through the first region can
directly pass into the second region without passing through
an intermediate region.

“Diffusion angle” is a measurement of the angular diffu-
sion profile of the intensity of light within a plane of emitted
light. Typically the diffusion angle is defined according to an
angular Full-Width-at-Half-Maximum (FWHM) intensity
defined by the total angular width at 50% of the maximum
intensity of the angular light output profile. For light scatter-
ing regions, diffusive films and sheets, this is typically mea-
sured with collimated light at a specific wavelength or white
light incident normal to the film. Typically, for anisotropic
diffusers, the FWHM values are specified in two orthogonal
planes such as the horizontal and vertical planes orthogonal to
the plane of the film. For example, if angles of +35° and -35°
were measured to have one-half of the maximum intensity in
the horizontal direction, the FWHM diffusion angle in the
horizontal direction for the diffuser would be 70°. Similarly,
the full-width at one-third maximum and full-width at one-
tenth maximum can be measured from the angles at which the
intensity is one-third and one-tenth of the maximum light
intensity respectively.

The “asymmetry ratio” is the FWHM diffusion angle in a
first light exiting plane divided by the FWHM diffusion angle
in a second light exiting plane orthogonal to the first, and thus
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is a measure of the degree of asymmetry between the intensity
profile in two orthogonal planes of light exiting the diffuser.

A “spheroidal” or “symmetric” particle includes those sub-
stantially resembling a sphere. A spheroidal particle may
contain surface incongruities and irregularities but has a gen-
erally circular cross-section in substantially all directions. A
spheroid is a type of ellipsoid wherein two of the 3 axes are
equal. An “asymmetric” particle is referred to here as an
“ellipsoidal” particle wherein each of the three axis can be a
different length. Ellipsoidal particles can range in shapes
from squashed or stretched spheres to very long filament like
shapes.

A “spherical” or “symmetric” disperse phase domain
includes gaseous voids, micro-bodies, or particles that sub-
stantially resemble a sphere. A spherical domain may contain
surface incongruities and irregularities but has a generally
circular cross-section in substantially all directions. A “spher-
0id” is a type of ellipsoid wherein two of the three axes are
equal. An “asymmetric” domain is referred to here as an
“ellipsoidal” domain wherein each of the three axis can be a
different length. Typically, ellipsoidal domains resemble
squashed or stretched spheres. “Non-spherical” domains
include ellipsoidal domains and other domains defined by
shapes that do not resemble a sphere such as those that not
have constant radii. For example, a non-spherical particle
may have finger-like extensions within one plane (amocba-
like) and substantially planar in a perpendicular plane. Also,
fibrous domains are also non-spherical disperse phase
domains that may have aspect ratios of 10:1, 100:1 or larger.

“Light guide” or “waveguide” refers to a region bounded
by the condition that light rays traveling at an angle that is
larger than the critical angle will reflect and remain within the
region. In a light guide, the light will reflect or TIR (totally
internally reflect) if it the angle (a) from the surface normal
does not satisfy the condition

. ,l(ﬂz)
a < s —_—
ny

where n, is the refractive index of the medium inside the light
guide and n, is the refractive index of the medium outside the
light guide. Typically, n, is air with a refractive index of n~1,
however, high and low refractive index materials can be used
to achieve light guide regions. The light guide may comprise
reflective components such as reflective films, aluminized
coatings, surface relief features, and other components that
can re-direct or reflect light. The light guide may also contain
non-scattering regions such as substrates. Light can be inci-
dent on a light guide region from the sides or below and
surface relief features or light scattering domains, phases or
elements within the region can direct light into larger angles
such that it totally internally reflects into smaller angles such
that the light escapes the light guide. Light may enter from
any face (or interfacial refractive index boundary) of the
lightguide region and may totally internally reflect from the
same or another refractive index interfacial boundary. A
region can be functional as a lightguide for purposes illus-
trated herein as long as the thickness is larger than the wave-
length of light of interest. For example, a light guide may be
a 5 micron region with 2 micronx3 micron ellipsoidal dis-
persed particles or it may be a 3 millimeter diffuser plate with
2.5 micronx70 micron dispersed phase particles.
“Planarized,” “Planarization,” and “Planar,” includes cre-
ating a substantially flat surface on an element. A flat surface
refers to one that does not have a substantially varying surface
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normal angle across a surface of the element. More than one
surface may be planarized. As typically used herein, a mate-
rial region is combined with a surface of an element that has
a surface structure such that the surface of the material oppo-
site the element is substantially planar. Typically, planarized
films or components can be easily laminated to another ele-
ment using pressure sensitive adhesives or hot-lamination
without trapping air bubbles of sufficient size to affect the
optical performance of the combined element. Coatings, such
as thin coatings used in some anti-reflection coatings can be
applied more uniformly to planarized elements.

“Arcuate” includes curves or surfaces wherein the surface
normal changes angle as one moves along the surface. These
can include continuously changing surfaces or curves as well
as discretely changing (sharp corners) transitions. The curves
may be in more than one plane and may be changing at
varying rates in more than one plane. For purposes of this
invention, the term arcuate refers to the “macro” changes or
the changes in the surface normal angles on the scale along
the surface of meters, centimeters, or millimeters. The
changes may be regular, random, repeated, semi-random,
predetermined spacing or variable with constraining condi-
tions.

“Tapered” refers to the dimensional length, width, height,
radius or other dimension decreasing along at least one direc-
tion. The dimension may decrease discretely, continuously,
regularly, irregularly, randomly, etc. The dimension in two or
more directions may decrease along one of the first two or a
third direction. The dimensional length does not need to con-
verge to a point in a give plane or direction. The taper may be
over a particular region or portion of an element.

When an element such as a layer, region or substrate is
referred to herein as being “on” or extending “onto” another
element, it can be directly on or extend directly onto the other
element or intervening elements may also be present. In con-
trast, when an element is referred to herein as being “directly
on” or extending “directly onto” another element, there are no
intervening elements present. Also, when an element is
referred to herein as being “connected” or “coupled” to
another element, it can be directly connected or coupled to the
other element or intervening elements may be present. In
contrast, when an element is referred to herein as being
“directly connected” or “directly coupled” to another ele-
ment, there are no intervening elements present.

Although the terms “first”, “second”, etc. may be used
herein to describe various elements, components, regions,
layers, sections and/or parameters, these elements, compo-
nents, regions, layers, sections and/or parameters should not
be limited by these terms. These terms are only used to dis-
tinguish one element, component, region, layer or section
from another region, layer or section. Thus, a first element,
component, region, layer or section discussed below could be
termed a second element, component, region, layer or section
without departing from the teachings of the present inventive
subject matter.

The terms “sheet,” “film,” “element,” “layer,” “compo-
nent,” “section,” and “region” are used herein to describe a
region of a material, and the use of one term over another
should not limit the scope of the embodiment. The use of the
term sheet or film is ambiguous, for example, across different
industries and something that may be considered a film in one
industry may be a sheet in another industry. Similarly, a
device may have a scattering region that is a film. Thus, a
sheet, film, element, layer, component, section and region
discussed in an embodiment of this invention could also be
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termed a sheet, film, element, layer, component, section or
region without departing from the teachings of the present
inventive subject matter.

Furthermore, relative terms, such as “lower” or “bottom”
and “upper” or “top,” may be used herein to describe one
element’s relationship to another elements as illustrated in the
Figures. Such relative terms are intended to encompass dif-
ferent orientations of the device in addition to the orientation
depicted in the Figures. For example, if the device in the
Figures is turned over, elements described as being on the
“lower” side of other elements would then be oriented on
“upper” sides of the other elements. The exemplary term
“lower”, can therefore, encompass both an orientation of
“lower” and “upper,” depending on the particular orientation
of the figure. Similarly, if the device in one of the figures is
turned over, elements described as “below” or “beneath”
other elements would then be oriented “above” the other
elements. The exemplary terms “below” or “beneath” can,
therefore, encompass both an orientation of above and below.

The expression “illumination” (or “illuminated”), as used
herein when referring to a light source, means that at least
some current is being supplied to the solid state light emitter
to cause the solid state light emitter to emit at least some light.
The expression “illuminated” encompasses situations where
the light source emits light continuously or intermittently at a
rate such that a human eye would perceive it as emitting light
continuously, or where a plurality of solid state light emitters
of the same color or different colors are emitting light inter-
mittently and/or alternatingly (with or without overlap in
“on” times) in such a way that a human eye would perceive
them as emitting light continuously (and, in cases where
different colors are emitted, as a mixture of those colors).

A “luminophor” emits light when it becomes excited. The
expression “excited” means that at least some electromag-
netic radiation (e.g., visible light, UV light or infrared light) is
contacting the luminophor, causing the luminophor to emit at
least some light. The expression “excited” encompasses situ-
ations where the luminophor emits light continuously or
intermittently at a rate such that a human eye would perceive
it as emitting light continuously, or where a plurality of lumi-
nophors of the same color or different colors are emitting light
intermittently and/or alternatingly (with or without overlap in
“on” times) in such a way that a human eye would perceive
them as emitting light continuously (and, in cases where
different colors are emitted, as a mixture of those colors).

Unless otherwise defined, all terms (including technical
and scientific terms) used herein have the same meaning as
commonly understood by one of ordinary skill in the art to
which this inventive subject matter belongs. It will be further
understood that terms, such as those defined in commonly
used dictionaries, should be interpreted as having a meaning
that is consistent with their meaning in the context of the
relevant art and the present disclosure and will not be inter-
preted in an idealized or overly formal sense unless expressly
so defined herein. It will also be appreciated by those of skill
in the art that references to a structure or feature that is
disposed “adjacent” another feature may have portions that
overlap or underlie the adjacent feature.

The present invention provides an improved light guide
and light emitting device with inherently more flexibility for
display system designers, light fixture or light emitting device
designers, higher uniformities, and higher optical efficiency.
In one embodiment of this invention, a lightguide comprises
a low refractive index region disposed between light extract-
ing region and a non-scattering region. In further embodiment
of'this invention, volumetric scattering lightguide comprises
a low refractive index region disposed between a volumetric
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scattering region and a non-scattering region. In one embodi-
ment of this invention, a light emitting device comprises a
volumetric scattering lightguide comprising a non-scattering
region, and a volumetric scattering region separated from the
non-scattering region by a low refractive index region. In one
embodiment, the low refractive index region prevents a first
angular range of light from entering into the volumetric light
scattering region of the volumetric scattering lightguide such
that less light is directly scattered from the volumetric scat-
tering region out of the lightguide near to the edge. A low
refractive index material or film disposed on the surface of a
non-scattering region of a lightguide can reduce the critical
angle and cause high angle light that would otherwise transfer
into the volumetric scattering region to reflect at the interface
between the non-scattering region and the low refractive
index region.

In one embodiment of this invention, reducing the high
angle light prevents direct light from reaching the volumetric
scattering film and enables a more uniform light emitting
surface of the lightguide or light emitting device. In this
embodiment, by reducing the amount of direct light from the
light source that reaches the volumetric scattering film, the
film is illuminated more with indirect or scattered light. For
example, the light which would have otherwise traveled into
the volumetric light scattering region and scattered leaving a
bright non-uniformity, is reflected with the addition of a low
refractive index region back into the lightguide where it may
be subsequently scattered or reflected such that the light is
further spread spatially and/or angularly. This can result in a
more uniform distribution of light flux reaching a specific
region of the volumetric light scattering region. In another
embodiment of this invention, the low refractive index region
increases at least one of the illuminance at a plane perpen-
dicular to the light emitting device optical axis, luminance
macro-uniformity, and luminance micro-uniformity of the
light emitting device output surface. In another embodiment
of'this invention, the low refractive index region increases at
least one of the average angular luminous intensity or average
luminance of the light emitting device output surface.

In another embodiment of this invention, the use of a low
refractive index region optically coupled between a non-scat-
tering region and a scattering region of a volumetric scatter-
ing lightguide permits the use of a stronger diffuser or volu-
metric light scattering region (one with a larger angular
FWHM intensity profile) while maintaining or increasing the
luminance uniformity or optical efficiency of a similar light
emitting device without a low refractive index region. In one
embodiment of this invention, the stronger diffuser couples
more light out of the lightguide and the optical efficiency of
the lightguide or light emitting device is at least 70%.

In one embodiment of this invention, the lightguide com-
prises at least one type of spheriodal, substantially spheriodal,
ellipsoidal, asymmetrically shaped, and non-spheriodal dis-
persed phase domains. In one embodiment of this invention,
a volumetric scattering lightguide comprises a low refractive
index region disposed between a non-scattering region and a
volumetric light scattering region. In another embodiment of
this invention, a surface relief scattering lightguide comprises
a low refractive index region disposed between a non-scatter-
ing region and a surface relief light scattering region.

In one embodiment of this invention a light guide contain-
ing substantially aligned asymmetric particles more effi-
ciently controls the light scattering in a light emitting device.
One or more regions containing asymmetric particles may be
used and the particle sizes may vary between 2 and 100
microns in the smaller dimension. The light scattering regions
may be substantially orthogonal in their axis of alignment.
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Alternatively, one or more asymmetrically scattering films
can be used in combination with a backlight light guide and a
reflector to produce an efficient backlight system. The light
guides may be manufactured by embossing, stamping, or
compression molding a light guide in a suitable light guide
material containing asymmetric particles substantially
aligned in one direction. The light scattering light guide or
non-scattering light guide may be used with one or more light
sources, collimating films or symmetric or asymmetric scat-
tering films to produce an efficient backlight that can be
combined with a liquid crystal display or other transmissive
display. By maintaining more control over the scattering, the
efficiency of the recycling of light by using reflective polar-
izers can also be increased.

The non-spherical or spherical particles can be added to the
matrix material during processing or they can be created
during manufacturing. In one embodiment of this invention,
particles not substantially asymmetric in shape may be
stretched along an axis after coating or during or after an
extruding process such that they become asymmetric in
shape. Other methods for achieving a single region of non-
spherical particles in a region are disclosed in U.S. Pat. No.
5,932,342, the text of which is incorporated herein by refer-
ence. By using multiple layers or multi-region methods such
as co-extrusion, optical lamination, optical coupling, thermal
bonding, multiple regions containing light scattering par-
ticles can be combined into a single light scattering element.
The degree of stretching can control the asymmetry and thus
achieve a desired level of asymmetric light scattering. The
asymmetric particles may have a large variation in size
depending on the desired level of asymmetry. Methods
including co-extrusion, laminating, thermal bonding, etc.,
can be used to achieve multiple regions containing dispersed
phases with improved optical performance. The dispersed
phase material may blended with the continuous phase mate-
rial in a compounding step, a tumbling mixer, in a solvent
blending process, or within an extruder.

In one embodiment of the invention, the asymmetric par-
ticles in the light guide are obtained by reducing particles in
size in the X, y or other directions by stretching a film after or
during extrusion.

In one embodiment of this invention the particles have a
refractive index n,,, different from the host matrix material
refractive index n,, defined by at least one of In,, -
n,,,120.001, In, ,-n,,1=20.001, or n,,,-n,,,1=0.001 to
provide sufficient light scattering. The differential refractive
index (An,,,) defined as the absolute value of the to difference
between the index of refraction of the matrix (n,,,) and the
index of refraction of the particles (n,,), or In,,,—1,, |, may be
from about 0.005 to about 0.2, and preferably is from about
0.007 to about 0.1 in the x, y, or z directions.

When more than one type of particles are used within a
light diffusing sheet, they may have a refractive index n,,, in
the x, y, or z direction that is the same or different to that of the
continuous phase or the dispersed phase refractive index.

The asymmetric features, e.g., micro-bodies, typically are
all oriented with their major axes substantially in one direc-
tion in the plane of the surface of the material. Desirably, the
particles are made from a material which is capable of being
deformed at a processing temperature in order to create their
non-spherical shape by stretching. The shape may resemble a
non-spherical ellipsoid or shapes that have non-constant radii
inthe X, y, or z direction may also be formed. For example, the
domains may appear randomly shaped in one plane (amoeba-
like) and substantially planar in a perpendicular plane. Fur-
ther, the volume density of the particle, the average size and
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shape, and the index of refraction in the X, y, and z directions
may be optimized to control desired properties of the light
guide.

The average dimension of a dispersed domain or particle in
the x, y, or z direction in the matrix may be from about 1 pm
to about 30 um, preferably from about 2 um to about 15 um,
and most preferably from about 2 pm to about 5 um in the
minor dimension.

The average dimension of a dispersed domain or particle in
the x, y, or z direction in the matrix may be from about 2 pm
to about 2 cm, preferably from about 5 um to about 1 cm, and
most preferably from about 10 pm to about 500 um in the
major dimension.

The differential refractive index (An,,;) is defined as the
absolute value of the difference between the index of refrac-
tion of the matrix (n,,) and the index of refraction of the
substantially spheroidal or ellipsoidal particles (1), or In,,~
ngl, may be from about 0.005 to about 0.2, and preferably is
from about 0.007 to about 0.1 in the X, y, or z direction.

Suitable materials for the particles include acrylics such as
polymethylacrylates; polystyrenes; polyethylenes; polypro-
pylenes; organic acid cellulose esters such as cellulose acetate
butyrates, cellulose acetates, and cellulose acetate propi-
onates; polycarbonates; or silicones. The particles may also
contain coatings of higher or lower refractive index materials,
or they may be hollow materials containing a gas mixture
such as air. In a preferred embodiment, polyethylene may be
used.

Other suitable materials for the transmissive micro-bodies
include those that are not deformed during the extrusion or
manufacturing process. These include spherical or non-
spherical materials that have fibrous, plate-like or other ori-
entable shapes. These include inorganic fibrous material,
glass fibers, mica, silica, cross-linked polymers, plate-like
materials, fibrous polymer materials with high melting points
or high glass transition temperatures The micro-bodies may
be aligned during the manufacturing process, such as align-
ment due to stretching or extruding the region containing the
dispersed micro-bodies.

The light guide may also contain a surface relief structure
on one or more surfaces of the light transmitting material. The
asymmetric surface relief structure can be manufactured by
techniques as described above, e.g., embossing. The surface
relief desirably contains asymmetrically shaped features pre-
dominantly aligned in the horizontal or vertical directions
such that they refract, diffract, scatter, diftuse the incident
light in the horizontal or vertical directions.

The surface relief structure of the light guide may help
reflect, diffract, refract, or scatter light into or out of the light
guide. Alternatively, the surface relief structure of the light
guide may collimate light (bring it toward smaller angles
towards the display normal for example).

By using a vertically-oriented prismatic array as the sur-
face relief structure light exiting the lightguide may be colli-
mated in one plane. In one embodiment, the asymmetric
microbodies are oriented horizontally (i.e., perpendicular to
the lenticules) so the scattering is substantially in the vertical
direction (i.e., parallel to the lenticules). Thus, in this embodi-
ment, the collimated light is focused through the non-spheri-
cal particles with the light scattering only in the vertical
direction.

The alignment of the asymmetric micro-bodies can also
vary. By aligning the particles with respect to the prismatic
structure at angles other than parallel or perpendicular, other
asymmetric viewing angles can be achieved. The asymmetric
micro-bodies will inevitably cause some scattering in the
minor axis. This may be designed to be very small, or signifi-
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cant. In one embodiment, the scattering in the minor axis is
chosen to be just sufficient to diffuse the specular component
of'the light source in the plane perpendicular to major axis of
the prismatic structure.

Multiple-element diffusers in accordance with the inven-
tion are desirably optically coupled to one another, i.e., so the
intensity of light passing from one region to the other is not
substantially reduced due to Fresnel interfacial reflection
losses due to differences in refractive indices between the
regions. Optical coupling methods include joining two
regions having similar refractive indices, or by using an opti-
cal adhesive with a refractive index substantially near or in
between the elements or layers.

Particles that are significantly smaller than the wavelength
of light may be added to alter the effective refractive index. In
one embodiment, the size of the particles are less than Y10
the wavelength of light. In a preferred embodiment, the size of
the particles are less than 140” the wavelength of light of
interest such that significant additional scattering (forward or
backward) does not take place. These particles may be sym-
metric, asymmetric, or random in shape. For example, very
fine particles of titanium dioxide may be added to a material
to increase the effective refractive index of the material. The
effective refractive index change can adjust the scattering
properties of the material, refractive properties, and the inter-
facial reflections.

The diffusers of the invention may also include an optional
hardcoat to increase the stability of the element, and/or an
optional anti-reflective coating. The hardcoat may be any
light-transmissive support layer, such as a siloxane-based
polymer layer.

With embodiments of this invention, several steps in the
light guide manufacturing process and additional compo-
nents can be eliminated. In several embodiments, there is no
need for any printing steps (i.e., no white dots) and a diffusion
sheet that typically rests on top of the light guide to smooth
out the non-uniformities caused by the white dots may not be
needed.

Light Emitting Device

Inone embodiment of this invention, a lightguide is arcuate
in shape and comprises a low refractive index region and at
least one of a light extraction surface features and a volumet-
ric light scattering region. In a further embodiment, the light-
guide is tapered in a first direction. In a further embodiment of
this invention, a light emitting device comprises a lightguide
with at least one quadric surfaces. In one embodiment of this
invention, a light emitting device comprises at least one light
source and at least one arcuate lightguide. In a further
embodiment of this invention, a light emitting device com-
prises a lightguide with at least one inflection point on the
light output surface. In a further embodiment of this inven-
tion, a light emitting device comprises two or more light-
guides, two or more light sources and a volumetric light
scattering region.

In one embodiment of this invention, a light emitting
device comprises at least one light source, an arcuate light-
guide, a low refractive index region, and a volumetric light
scattering element. In another embodiment of this invention,
a light emitting device comprises a light source, a low refrac-
tive index region, and an arcuate lightguide with light extrac-
tion features on the surface or within the volume of the light-
guide. In a further embodiment on this invention, a light
emitting device comprises a light source and a lightguide
comprising a low refractive index region and at least one
selected from the group of light reflecting element or region,
volumetric light scattering element or region, anisotropic
light scattering element or region, surface relief scattering
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element or region, light redirecting element or region, len-
ticular lens element or region, light filtering directional con-
trol element or region, electrical components, light scattering
lens, additional lightguides, light transmitting regions, light
blocking regions, thermal transfer element, adhesives,
mounts, housing, control, sensing or power electronics.

In one embodiment of this invention, more than one light
emitting modules are combined to form a light emitting
device to provide at least one of increased light output,
increased light emitting surface area, increased illuminance
in a specific region or angular range, increased illuminance or
luminance uniformity, additional illumination levels, addi-
tional illumination colors, additional functionality of the light
emitting device.

Light Emitting Device Application

In one embodiment of this invention, a light emitting
device illuminates an object, area, region, person, place, or
volume of space. That is, a light emitting device can be a
device which illuminates an area or volume, e.g., a structure,
a swimming pool or spa, a room, a warehouse, an indicator, a
road, a parking lot, a vehicle, signage, e.g., road signs, a
billboard, a ship, a toy, a mirror, a vessel, an electronic device,
a boat, an aircraft, a stadium, a computer, a remote audio
device, a remote video device, a cell phone, a tree, a window,
an LCD display, a cave, a tunnel, a yard, a lamppost, or a
device or array of devices that illuminate an enclosure, or a
device that is used for edge or back-lighting (e.g., back light
poster, static display sign, dynamic display sign, other sig-
nage, displays, LCD displays), an organic LED light emitting
device, bulb replacements (e.g., for replacing AC incandes-
cent lights, low voltage lights, fluorescent lights, etc.), lights
used for outdoor lighting, lights used for security lighting,
lights used for exterior residential lighting (wall mounts, post/
column mounts), luminaires, wall-washers, ceiling fixtures/
wall sconces, soffits, valances, coves, recessed fixture, tor-
chiere, pendants, under cabinet lighting, lamps (floor and/or
table and/or desk), landscape lighting, yard lights, path lights,
track lighting, task lighting, specialty lighting, ceiling fan
lighting, archival/art display lighting, street lamps, night
lights, high vibration/impact lighting—work lights, etc., mir-
rors/vanity lighting, flashlights, torches, direct/indirect illu-
mination devices, a combination of two or more of the afore-
mentioned light emitting devices and other similar and
commonly used illumination or light emitting devices. The
light emitting device may provide direct lighting, indirect
lighting, both direct and indirect lighting, shielded lighting,
task lighting, down lighting, spot lighting, flood lighting,
off-axis lighting, architectural lighting and may be edge-lit
type, back-lit or direct-lit type, front-lit or combination
thereof. In one embodiment of this invention, the light emit-
ting device is a replacement for a fluorescent bulb. In one
embodiment of this invention, the light emitting device is a
replacement for a an incandescent screw-type bulb such as an
Edison screw-type socket incandescent light bulb. In one
embodiment of this invention, the light emitting device com-
prises configurations and components used for LED replace-
ment of fluorescent bulbs such as described in U.S. Pat. No.
7,049,761, the contents of which are incorporated by refer-
ence herein.

In one embodiment of this invention, the light emitting
device is multi-functional and can perform multiple func-
tions. For example, an LED and illumination optic light emit-
ting device in a mobile phone may be used as an illuminating
flashlight, an autofocus flash for a built-in camera, and a flash
for the digital photograph. In another example, the light emit-
ting device may provide illumination as well as provide infor-
mation. For example, a dynamic sign (such as a digital sign
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with LEDs or with an LCD) or static display sign may provide
information as well as illumination. The light emitting device
can provide functions in addition to illumination by adding
additional elements such as fans, CD racks, security alarms,
emergency lighting electronics, mirrors, emergency exit
signs, entertainment or disco lights. A light emitting device
may comprise other elements not specifically described
herein that may be understood to those in the field of illumi-
nation, optical signal communication, sign and display back-
lighting industries and lighting industry to facilitate or
enhance the illumination or communication function or pro-
vide a specific function known to be achievable in combina-
tion with illumination.

The light emitting device may further comprise electrical
elements to provide power, control or other electrical based
functions such as wires, sockets, switches, ballasts, connec-
tors, circuitry, sensors, or power generation elements such as
batteries, solar panels, turbines, etc. It can contain optical
elements to direct or spread the light such as diffusers, pris-
matic elements, substrates, lightguides, light redirecting ele-
ments, light transmitting materials, reflectors, reflective ele-
ments, louvers, flutes, elevating prisms, depressing prisms,
female prisms, scattering elements, diffusive housings, sup-
port elements and other housing elements which can include
assembly components such as screws, clips, connectors, and
protective elements and heat sinks.

Light Source

In one embodiment of this invention, the light emitting
device comprises at least one light source selected from the
group of: fluorescent lamp, cylindrical cold-cathode fluores-
cent lamp, flat fluorescent lamp, light emitting diode, organic
light emitting diode, field emissive lamp, gas discharge lamp,
neon lamp, filament lamp, incandescent lamp, electrolumi-
nescent lamp, radiofluorescent lamp, halogen lamp, incan-
descent lamp, mercury vapor lamp, sodium vapor lamp, high
pressure sodium lamp, metal halide lamp, tungsten lamp,
carbon arc lamp, electroluminescent lamp, laser, photonic
bandgap based light source, quantum dot based light source
and other solid state light emitters including inorganic and
organic light emitters. Examples of types of such light emit-
ters include a wide variety of light emitting diodes (inorganic
or organic, including polymer light emitting diodes
(PLEDs)), laser diodes, thin film electroluminescent devices,
light emitting polymers (LEPs), a variety of each of which are
well-known in the art. In one embodiment of this invention,
the light source is a transparent OLED such as those produced
by Universal Display Corporation. In a further embodiment
of'this invention, at least one of the light transmitting regions
(or material) comprises a phosphor or phosphorescent mate-
rial and the light source emits light capable of exciting the
phosphor. In one embodiment of this invention, the light
transmitting region contains at least one phosphor material
such that substantially blue or UV light from at least one LED
incident on the phosphor will cause the phosphor to emit light
which will be substantially collimated or directed by the
lenticular lens array or beads. By using a phosphor material in
the light transmitting regions which will effectively convert
the wavelength and transmit light, the backlight can be made
more uniform by light recycling and reflection from the light
reflecting regions of a optical composite and the output will
direction will be efficiently controlled. In one embodiment of
this invention, a light emitting device comprises an organic
light emitting diode (OLED) and a optical composite where
the angular width of the output of the backlight is less than the
angular width of the output of the OLED light source.
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Multiple Light Sources

More than one light source may be used in an array, group-
ing or arrangement where the source types, spectral output,
color, angular output, output flux, spatial locations or orien-
tations of the light sources may vary in one or more directions,
planes or surfaces in a predetermined, random, quasi-random,
regular or irregular manor. In one embodiment of this inven-
tion, the light emitting device comprises more than one light
source arranged in at least one pattern selected from linear
array, co-linear arrays, cylindrical arrays, spherical arrays,
circular array, two-dimensional array, three-dimensional
array, varying height array, angle of orientation varying array,
opposing arrays oriented in substantially opposite directions
and arrays oriented along a surface. Arrays of light sources
such as LEDs can be configured as disclosed in U.S. Pat. No.
7,322,732, and U.S. patent application Ser. Nos. 12/017,600,
12/154,691, 11/613,692, the contents of each are incorpo-
rated by reference herein.

In one embodiment of this invention, a light emitting
device comprises an array of light sources disposed on at least
one of a circuit board, connecting surface, flexible connecting
surface, heat-sink, metal substrate, copper substrate, alumi-
num substrate, lightguide, or polymer substrate.

In one embodiment of this invention, a light emitting
device comprises an LED array on a flexible circuit disposed
in a circular or arc shape in proximity to a lightguide. In one
embodiment of this invention, a light emitting device com-
prises a circular array of LED’s on flexible circuit such that
the light from the LED’s is directed inward toward the center
of a circular disc-shaped lightguide comprising light extrac-
tion elements of at least one type selected from the group of
embossed features, laser-ablated features, stamped features,
inked surface patterns, injection molded features, etched sur-
face patterns, sand or glass-blasted micro-patterns, uv cured
embossing patterns, dispersed phase particle scattering, scat-
tering from region comprising beads, fibers or light scattering
or diffracting shapes. In one embodiment of this invention,
the light emitting device further comprises a light filtering
directional control element. In one embodiment of this inven-
tion, the light emitting device can perform as a downlight
wherein the fixture has a substantially circular disc-like
shape.

Light Source Optics

The light source in accordance with one embodiment of
this invention, comprises at least one light source optics of the
type: die structure extraction optics such as photonic bandgap
structures or structures on the surface of a light emitting
region that have a dimension in at least one direction less than
1 micron in size, encapsulation lens, primary optics, second-
ary optics, reflective cavity surfaces, refractive lens, TIR
reflector, diffractive optic, holographic optic, light shaping
optic, metallic reflector, integrator, refractive lens; reflective
lens; hybrid lens, no light source optics, or other optical
direction controlling features. Other optical elements that
may be used with light sources include reflective optical
elements for semiconductor light emitting devices such as
those discussed in U.S. Pat. Nos. 7,118,262, 7,456,499, and
7,280,288 the contents of each are incorporated by reference
herein.

Light Source Duty Cycle

In one embodiment of this invention, a light emitting
device comprises a light source that is pulsed over a defined
period of time. Due to the response and recovery time of the
human eye, a pulsed light source can appear to be continu-
ously on. In certain drive schemes, this can enable a light
source to appear to provide a comparable luminance or illu-
minance to the same light source driven continuously while
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using less electrical power. Drive schemes and light source
properties for pulsing may be designed for reduce power as
described in U.S. patent application Ser. No. 11/755,162, the
contents of which are incorporated by reference herein.
Light Source Polarization

In one embodiment of this invention, at least one light
source emits light that is substantially non-polarized. In a
further embodiment of this invention, at least one light source
emits a first portion of light substantially polarized in one
polarization state. The polarization state of all or a portion of
the light may be linearly polarized, elliptically polarized,
circularly polarized or a combination thereof. In one embodi-
ment of this invention, the orientation of the polarization (or
light source) is configured along a first polarization axis. The
first polarization axis (or light source) may be aligned paral-
lel, perpendicular, or at an angle o, with respect to at least one
of'the optical axis of the light emitting device, the optical axis
of the light source, the normal to the light emitting output
surface, the edge or surface of an element (optical element or
otherwise such as a mechanical mount) of the light emitting
device, or the edge or surface of an object of illumination such
as a desk, hallway floor, window, etc. In one embodiment of
this invention, a light emitting devices emits polarized light
through the use of an absorptive polarizer, reflective polarizer,
multi-layer reflective polarizer, wire-grid polarizer, choles-
teric liquid crystal layer, or from a light source such as an
LED, OLED, or other light source that emits polarized light
such as disclosed in U.S. patent application Ser. Nos. 10/942,
090, 11/209,905, 10/202,561 and U.S. Pat. Nos. 6,122,103,
6,018,419, 6,297,906, 6,396,631, 5,783,120, 3,069,974,
6,101,032,6,141,149,6,947,215, and 5,594,830, the contents
of each are incorporated by reference herein.

Light Source Spectral Output

In one embodiment of this invention, a light emitting
device comprises light sources wherein the spectral output the
light source or group of sources may be narrowband or broad-
band. The light source color may be a primary color, non-
primary color, white, cool white, warm white or other color in
the visible, ultraviolet, or infrared spectrum. Various combi-
nations of light sources of different spectral properties may be
used to provide desired spectral output in an angular range or
spatial region or for all or a portion of the total light output of
the light emitting device. Combinations of different spectral
sources in a light emitting device include those discussed in
U.S. Pat. Nos. 5,803,579 and 7,213,940, and U.S. patent
application Ser. Nos. 11/936,163, 11/951,626, the contents of
each are incorporated by reference herein.

In one embodiment of this invention, the light source emits
light of a substantially single color (a full wavelength band-
width at have maximum intensity of less than 40 nanometers
for example). In another embodiment of this invention, the
light emitting device (or the light source within a light emit-
ting device) includes a light emitting region and a wavelength
conversion material such as a luminophor. The luminophor
may be a fluorophore, a phosphor, or other chemical com-
pound that manifests luminescence such as transition metal
complexes (ruthenium tris-2'2'-bipyridine). In another
embodiment of this invention, a light emitting device com-
prises at least one wavelength conversion material that is a
non-linear optical material such that a first portion of incident
light undergoes second harmonic generation (SHG), sum fre-
quency generation (SFQG), third harmonic generation (THG),
difference frequency generation (DFG), parametric amplifi-
cation, parametric oscillation, parametric generation, sponta-
neous parametric down conversion (SPDC), optical retifica-
tion, or four-wave mixing (FWM). Examples of non-linear
optical materials are known in the photonics industry and
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include potassium niobate, lithium iodate, gallium selenide.
Other materials and components useful for converting light of
one wavelength range to a second wavelength range such as
quantum dots, nanodots, nanoparticles, quantum well
devices, and semiconductor materials with confined excitons.
The wavelength conversion material may be located in or on
one or more surfaces or elements within the light emitting
device or within the light source packaging, such as a phos-
phor material deposited on or in a light scattering lens of a
light emitting device or deposited near the die of an LED or
within the LED package. Alternatively, the wavelength con-
version material may be located remotely or outside the light
source packaging, as in the case of some remote phosphors
and phosphor films.
Optical Axis of the Light Source

The optical axis of the light source, as used herein, is the
direction of the peak intensity of the light emitting from the
light source. With commonly used LEDs, for example, this
direction is typically normal to a packaging or mounting
surface of the package. However, in cases where the light
source emits light at an angle from the normal to the typical
mount surface, the optical axis is the angle (or angular range)
at which the peak intensity output occurs. For example, in
side emitting LEDs such as the LXHL-FW3C white side-
emitting LED from Philips Lumileds Lighting Company, the
light is emitted substantially radially symmetrically at an
angle of approximately 82 degrees. In this example, the opti-
cal axis of the LED is 82 degrees from the normal to the output
surface. In a configuration where the light output profile of the
light source is not symmetric, the optical axis, for the pur-
poses of the embodiments and configurations disclosed
herein is the direction or angular range of the peak intensity.
The direction may include an angular range such as phi or
theta of 82 degrees in polar coordinates. The optical axis of
the light source does not necessarily align with an edge,
mounting surface, or center of the light output surface of the
light source. In one embodiment of this invention, at least one
light source or optical axis of the light source of the light
emitting device is aligned parallel, perpendicular, or at an
angle, p, with respect to at least one of the optical axis of the
light emitting device, the optical axis of a second light source,
the normal to the light emitting surface, the edge or surface of
an element (optical element or otherwise such as a mechani-
cal mount) of the light emitting device, or the edge or surface
of an object of illumination such as a desk, hallway floor,
window, or wall. In one embodiment of this invention, the
optical axis of the light source in the light emitting device
intersects the light emitting output surface of the light emit-
ting device. The light emitting output surface may be a light
scattering lens, a surface of the lightguide, a surface of a
volumetric light scattering element, a surface relief region, a
light extracting region or other element of the light emitting
device. The optical axis of the light source may be parallel,
perpendicular, or at an angle to another light source, light-
guide, optical component or optical axis of the light emitting
device.
Lightguide

In one embodiment of this invention, a light emitting
device comprises lightguide. a lightguide is a region bounded
by the condition that light rays traveling at an angle that is
larger than the critical angle will reflect and remain within the
region. Thus, a lightguide region of a material or materials is
capable of supporting a significant number of multiple inter-
nal reflections of light due to the refractive index difference
between the material and the surrounding material. Typically,
a lightguide is comprised of a polymer or glass and the sur-
rounding material is air or a cladding material with a lower
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refractive index. The lightguide may contain materials or
regions within the volume that will scatter, reflect, refract, or
absorb re-emit a first portion of light into an angular condition
such that it escapes the lightguide. In one embodiment of this
invention a volumetric scattering lightguide is an optical
composite comprising more than one of the same or different
regions selected from the group of non-scattering region,
volumetric scattering region, surface relief feature region,
light extraction region, light redirecting region, low refractive
index region, light output region, light input region or edge.

In one embodiment of this invention, a lightguide com-
prises a substantially transparent, non-scattering polymer
optically coupled to a low refractive index material in one or
more regions. In another embodiment of this invention, a
lightguide comprises a substantially transparent, non-scatter-
ing polymer optically coupled to a light scattering material in
one or more regions. The light scattering material can be a
volumetric scattering region or film, a surface relief region or
film, or a combination thereof. In another embodiment of this
invention, the lightguide is a film or sheet comprising a matrix
material and light scattering domains dispersed substantially
throughout the film or sheet. In another embodiment of this
invention, the lightguide comprises a substantially non-scat-
tering region and a volumetric light scattering region, or other
combination of regions as discussed in U.S. patent applica-
tion Ser. Nos. 11/426,198, 11/848,759, 11/957,406, 12/122,
661 and U.S. Pat. Nos. 7,431,489, 7,278,785, 6,924,014,
6,379,016, 5,237,641, and 5,594,830, the contents of each are
incorporated by reference herein. In one embodiment of this
invention, a light emitting device comprises a “hollow light-
guide”. Examples of “hollow lightguides™ are discussed in
U.S. Pat. No. 6,481,882, the contents of which are incorpo-
rated by reference herein. In another embodiment of this
invention, a light emitting device comprises a fluted light-
guide. Examples of fluted lightguides are discussed in U.S.
Pat. No. 6,481,882, the contents of which are incorporated by
reference herein. In another embodiment of this invention, a
light emitting device comprises a lightguide with grooves or
surface relief structures on at least one surface. Examples of
surface relief structures including grooves on lightguides are
discussed in U.S. Pat. No. 7,046,905, the contents of which
are incorporated by reference herein. Other types of light-
guides are known in the backlighting industry and optical
fiber industries.

Typically, a lightguide extends longer in a first direction
than a second direction orthogonal to the first. In these cases
and in the notation used herein, the length, L, is the dimension
of the lightguide in the first direction and width, W, is the
length of the dimension of the lightguide in the second direc-
tion orthogonal to the first. The light may enter the lightguide
through any number or combination of surfaces of the light-
guide. Light may enter through the edge (edge-surface),
larger surface, or through a light coupling element optically
coupled to one or more surfaces of the lightguide.
Lightguide Shape

The lightguide of one embodiment of this invention is
substantially planar in shape. In another embodiment of this
invention is substantially arcuate and curved along at least
one direction. A curved or arcuate lightguide includes light-
guides wherein one or more surfaces has a surface normal
wherein the surface normal changes angle as one moves along
the surface. These can include continuously changing sur-
faces or curves as well as discretely changing (sharp corners)
transitions. The lightguide may be curved on two or more
opposite faces or only on one face. The curved shape or
surface includes those that can be defined by a mathematical
relationships such as {(x,y,z). The cross-sectional side view of
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anarcuate surface (or portion of a surface) of a lightguide may
illustrate an arc in two-dimensional form that takes the shape
of'a full or partial circle, parabolic curve, conic section, ratio-
nal curve, or elliptic curve. In one embodiment of this inven-
tion, the dimensions of the lightguide in first and second
mutually orthogonal directions are each greater than one
selected from 5 times, 10 times, 20 times, 30 times, and 50
times the dimension in a third direction orthogonal to the first
and second mutually orthogonal directions.

In one embodiment of this invention, a light emitting
device comprises an arcuate lightguide with a curved surface
of a genus greater than one selected from zero, one, two, or
three. Curved surfaces with of a genus greater than zero
include doughnut like surfaces or stretched doughnut like
surface wherein a cutting along the closed curve does not
result in a disconnected manifold

In a further embodiment of this invention, a light emitting
device comprises an arcuate lightguide with a quadric sur-
face. In one embodiment of this invention, a light emitting
device comprises a lightguide wherein one portion of the
surface of the lightguide is quadric and can be substantially
represented by the equation (when centered at the origin):
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Surfaces that also resemble or closely approximate a quad-
ric surface and surfaces with imperfections or sub-regions
that cause a surface to deviate from a perfect quadric surface
are also deemed to be in the scope of this invention. In one
embodiment of this invention, a light emitting device com-
prises a lightguide wherein at least a portion of a surface of the
lightguide (such as the light emitting output surface) is a
quadric surface in the form selected from one of a full or
partial ellipsoid, spheroid, paraboloid, circular paraboloid,
elliptic paraboloid, hyperbolic paraboloid, hyperboloid of
one sheet, cone, elliptic cylinder, circular cylinder, or para-
bolic cylinder. In one embodiment of this invention, a light
emitting device comprises a lightguide wherein two substan-
tially opposing surfaces are quadric. The lightguide may be
rotationally symmetric about a first axis of symmetry or it
may be non-symmetric in shape. In one embodiment of this
invention, the lightguide or light emitting device comprising
the lightguide is substantially bulbous in shape and may be
used as a light bulb. In another embodiment of this invention,
the outer surface of a light bulb comprises a lightguide which
is bulbous and shaped similar to an incandescent Edison type
light bulb. In another embodiment of this invention, the light-
guide or light emitting device comprising the lightguide is
substantially rod-like or tube-like in shape and may be used as
a replacement light source for a linear fluorescent light bulb.
In another embodiment of this invention, the outer surface of
a light source for replacing a linear fluorescent light bulb
comprises a lightguide which is substantially arcuate in a first
direction and substantially linear in a second direction
orthogonal to the first direction and shaped similar to a linear
fluorescent light bulb. In another embodiment of this inven-
tion, light emitting device or lightguide output surface is
shaped similar to an Edison type incandescent light bulb, a
parabolic aluminized reflector (PAR type) light bulb, an
MR16 bulb, or a linear fluorescent bulb.

In a further embodiment of this invention, a light emitting
device comprises a lightguide with a one or more inflection
points on the light emitting output surface or a surface oppo-
site the light emitting output surface. An inflection point is a
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point on a surface or line wherein the curvature changes sign.
A lightguide surface wherein the surface normal is changing
directions can cause an inflection point. An inflection point on
a surface or interface of a lightguide will reduce the angle of
incidence of light traveling in the lightguide on the interface
(such as between the lightguide surface an air) and will
increase the likelihood of light escaping the lightguide. A
lightguide may have more than one inflection point and the
points may be located in regions on or off of the light source
optical axis or light emitting device optical axis.

Inflection points and tapers in a lightguide increase the
amount of light exiting the lightguide further away from the
light source (relative to a non-tapered or lightguide without
inflection points) by changing the angle of the surfaces rela-
tive to the angles of the light traveling within the lightguide.

In a further embodiment of this invention, a light emitting
device comprises a lightguide with a sagittal depth (Sag
Depth or SD) greater than twice the edge thickness of the
lightguide. The sag depth of a lightguide is the distance from
a flat plane at a given diameter of the lightguide to the fur-
therest point on a concave surface of the lightguide. The SD of
alightguide is shown in FIG. 12. For non-round lightguides or
polygonal lightguides, the sag depth of the lightguide is the
distance from the furtherest point on a concave surface of the
lightguide to a flat plane comprising the opposite edges of the
longer dimension (or length) of the lightguide. In another
embodiment of this invention, a lightguide comprises a ratio
of sag depth to edge thickness of greater than one selected
from 3, 4, 6, 10, 20 and 30. In another embodiment of this
invention, a lightguide has a sag depth greater than one
selected from 5, 10, 20, 50, and 100 millimeters.

In another embodiment of'this invention, a lightguide com-
prises an angularly extended surface. An angularly extended
surface is one wherein the maximum subtended angle com-
prising the surface between any point not located on the
surface and any two points on the surface all in the same plane
is greater than 180 degrees. A planar lightguide or flat wedge
lightguide does not comprise an angularly extended surface.
A perfectly hemispherical surface is not an angularly
extended surface as the maximum subtended angle is exactly
180 degrees (for a point positioned at the center). In one
embodiment of this invention, a lightguide comprises an
angularly extended surface that comprises more than one half
of'a closed spherical or ellipsoidal surface. A lightguide with
an angularly extended surface may be used to increase the
traveling distance of light within the lightguide (such as for
improving luminance uniformity or color uniformity) with-
out increasing the volume. An angularly extended surface
may curve back upon itself so that the light source edge could
be located within the volume or be substantially enclosed by
the lightguide. In one embodiment of this invention, a light
emitting device comprises an angularly extended lightguide
wherein the lightguide curves back in on itself and light from
a light source illuminates the lightguide simultaneously trav-
eling in opposite directions.

In one embodiment of this invention, the curvature of the
lightguide redirects a portion of the output from a first region
of'the light emitting region by rotating the angle of the exiting
light in the direction which the region of the surface from
which it exited was rotated relative to a flat, planar surface.
For example, when a planar lightguide is curved (or angled) to
form a concave lightguide relative to the nadir, a portion of the
light from the LEDs on the left side of the lightguide (light
emitting device is directed downwards) which is extracted
from the lightguide in the region near the left side of the light
extracting region is rotated to larger angles from the nadir
than the output from a similar planar lightguide. Similarly, a
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portion of the light from the LEDs on the right side of the
lightguide which is extracted from the lightguide in the region
near the right side of the light extracting region is rotated to
larger angles from the nadir than the output from a similar
planar lightguide.

Light traveling in a lightguide, from left to right for
example, may encounter one or more curved boundary sur-
faces of the lightguide that increase or decrease the angle of
incidence at the lightguide boundary interface relative to a
planar lightguide. In one embodiment of this invention, the
lightguide is curved or angled in a convex shape relative to the
nadir and a portion of the angular light output of the light
emitting device relative to that of a similar planar lightguide
is directed more toward the nadir in a first plane comprising
the curved shape. In a further embodiment of this invention,
the lightguide is curved or angled in a concave shape relative
to the nadir and a portion of the angular light output of the
light emitting device relative to that of a similar planar light-
guide is directed more away from the nadir in a first plane
comprising the curved shape.

In a further embodiment of this invention, the light block-
ing region or other element of the light emitting device such
as a housing or thermal transfer element or heat sink reflects,
absorbs, refracts or scatters a portion of light from a light
emitting region of the light emitting device traveling at an
angle selected from 40°, 50° 60°, 70° and 80° from the nadir.

In another embodiment of this invention, the light blocking
region or other element of the light emitting device such as a
housing or thermal transfer element or heat sink reflects,
absorbs, refracts or scatters a portion of light from a light
emitting region of the light emitting device comprising a
curved lightguide such that the luminance in an angular
region from 55 degrees to 90 degrees from the nadir is less
than the luminance at the same angle from the nadir of a
similar light emitting device with a planar, non-curved light-
guide.

Lightguide Taper

In one embodiment of this invention, a light emitting
device comprises a tapered lightguide. In another embodi-
ment of this invention, the lightguide comprises at least two
surfaces that are not parallel to each other. A tapered light-
guide is one wherein the separation distance between two
substantially opposing surfaces decreases in a first direction
parallel to one of the surfaces within a region of the light-
guide. A tapered lightguide includes lightguides with sub-
stantially planar opposing surfaces (wedge-type) and light-
guides where one or both surfaces has a cross-sectional curve
shape in one or more directions. In one embodiment of this
invention, a lightguide may have a substantially planar sur-
face and an arcuate surface such that the lightguide tapers in
a first direction parallel to one of the surfaces. A lightguide
may be tapered in a first taper direction and tapered in a
second direction orthogonal to the first. In a further embodi-
ment of this invention, a light emitting device comprises a
lightguide wherein the separation distance between two sub-
stantially opposing surfaces increases in a first direction par-
allel to one of the surfaces within a region of the lightguide. In
afurther embodiment of this invention, a light emitting device
comprises a lightguide that tapers and thickens in a first
direction wherein the separation distance between two sub-
stantially opposing surfaces increases and decreases in a first
direction parallel to one of the surfaces within a region of the
lightguide. For example, the lightguide may be shaped similar
to a biconvex lens where light is coupled into the outer edge
and the lightguide expands and then tapers as light progresses
toward the opposite edge. In other example, the lightguide
may be in a shape similar to a biconcave lens, where light is
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coupled into the outer edge and the lightguide tapers and then
expends as the light progresses toward the opposite edge.
Similarly, one or more light sources may be disposed in the
central region of a biconvex or biconcave shaped lightguide
wherein the lightguide tapers or expands, respectively, as the
light travels from the center to the edge of the lightguide.
Further examples included cylindrical lenses with a bicon-
cave or biconvex cross-section in a first region.

In a further embodiment of this invention, a light emitting
device comprises a lightguide that tapers in a first direction
and thickens in a second direction orthogonal to the first
direction.

Lightguide Input Edge

In one embodiment of this invention, the surface of the
input edge of a lightguide which receives the light from the
light source is one of curved, lens-like, convex, concave,
non-planar or parametric surface wherein the angular orien-
tation of the surface normal across the surface changes. In one
embodiment of this invention, a light emitting device com-
prises a lightguide with an input surface with a concave region
disposed adjacent to a light source. A concave surface dis-
posed to receive light from a light source such that the light
from the light source is not refracted toward the optical axis of
the light source in the lightguide will spread faster within the
lightguide, thus reducing the mixing distance. The curvature
may be in the length direction, width direction or both. In one
embodiment of this invention, the input edge of a lightguide is
concave within a first plane parallel to the optical axis of the
light source and convex within a second plane parallel to the
optical axis of the light source and perpendicular to the first
plane. In one embodiment of this invention, the input surface
of'the lightguide is illuminated by a plurality of light sources
wherein the light from the plurality of light sources cross
paths within the lightguide.

Lightguide Output Edge

In one embodiment of this invention, the surface of the
output edge of a lightguide which receives the light from
within the lightguide is one of curved, lens-like, convex,
concave, non-planar or parametric surface wherein the angu-
lar orientation of the surface normal across the surface
changes. In one embodiment of this invention, a light emitting
device comprises a lightguide with an output surface with a
beveled edge. A beveled edge can be used to refract the light
remaining in the lightguide that has not been coupled out due
to a diffuser, light extraction features, taper, etc. By refracting
the light from a bevel, the directionality of the light exiting the
edge of the lightguide can be controlled. In one embodiment
of'this invention, the edge is beveled at an angle less than 90
degrees from the first light output surface of the lightguide. In
another embodiment of this invention, the output edge has a
first curved region. The curvature may be in the length direc-
tion, width direction or both. In one embodiment of this
invention, the output edge of a lightguide is concave within a
first plane parallel to the optical axis of the light emitting
device and convex within a second plane parallel to the opti-
cal axis of the light emitting device and perpendicular to the
first plane. In a further embodiment of this invention, the
lightguide output edge comprises a light reflecting element.
In another embodiment of this invention, the lightguide out-
put edge comprises a light redirecting element or a light
scattering region or element.

Lightguide Output

In one embodiment of this invention, a light emitting
device comprises a lightguide wherein the percentage of light
flux exiting the lightguide on the surface closer to the light
emitting device optical axis is greater than the light flux
exiting the lightguide on the opposite surface further from the
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light emitting device optical axis. In one embodiment of this
invention, the light emitting device comprises a lightguide
wherein the percentage of light flux exiting the lightguide
from a top output surface and the bottom output surface is
selected from a group of 5%-15% and 95%-85%; 15%-30%
and 85%-70%; 30%-50% and 70%-50%; 50%-75% and
50%-25%; and 75%-95% and 25%-5%, respectively. In
another embodiment of this invention, the percentage of light
flux exiting the light emitting device in a first direction from
a first output surface and a second direction from a second
output surface is selected from a group of 5%-15% and 95%-
85%; 15%-30% and 85%-70%; 30%-50% and 70%-50%;
50%-75% and 50%-25%; and 75%-95% and 25%-5%,
respectively. In another embodiment of this invention, the
light emitting device comprises a the lightguide, a first light
source disposed to direct light into the first non-scattering
region through a first input surface, a first light emitting
device output surface, a second light emitting device output
surface opposite the first light emitting surface, wherein the
percentage of light flux exiting the light emitting device from
the first light emitting device output surface is greater than
50% and the percentage of light flux exiting the light emitting
device from the second light emitting device output surface is
less than 50%. In a further embodiment of this invention, the
percentage of light flux exiting the light emitting device from
the first light emitting device output surface is greater than
60% and the percentage of light flux exiting the light emitting
device from the second light emitting device output surface is
less than 40%. In another embodiment of this invention, the
percentage of light flux exiting the light emitting device from
the first light emitting device output surface is greater than
70% and the percentage of light flux exiting the light emitting
device from the second light emitting device output surface is
less than 30%. In another embodiment of this invention, the
percentage of light flux exiting the light emitting device from
the first light emitting device output surface is greater than
60% and the percentage of light flux exiting the light emitting
device from the second light emitting device output surface is
less than 40%.

The first direction may be the up direction with the first
output surface as the top surface and the second direction may
be the down direction with the second output surface as the
bottom surface.

Lightguide Alignment

In one embodiment of this invention, a light emitting
device comprises a lightguide with an output surface oriented
at an angle, €, to the optical axis of the light emitting device.
The angle € may be chosen such that the output surface is
aligned substantially parallel, perpendicular, or at an angle to
at least one of the optical axis of at least one light source, the
optical axis of the light emitting device, the light output plane
of'the light emitting device, and the axis of luminous intensity
glare cut-off In one embodiment of this invention, € is 0
degrees and the output surface of the lightguide is substan-
tially parallel to the optical axis of the light emitting device. In
a further embodiment of this invention, € is 90 degrees and
the output surface of the lightguide is substantially perpen-
dicular to the optical axis of the light emitting device. In a
further embodiment of this invention € is greater than one
selected from the group of 10 degrees, 30 degrees, 50 degrees,
60 degrees and 70 degrees. In a further embodiment of this
invention € is less than one selected from the group of 10
degrees, 30 degrees, 50 degrees, 60 degrees and 70 degrees.
The orientation of the lightguide contributes to the angular
optical output radiation of the light emitting device. In one
embodiment of this invention, orienting one or more light-
guides at a smaller angle € results in more light being directed
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toward the optical axis of the light emitting output device. In
another embodiment of this invention, orienting one or more
lightguides at a larger angle € results in more light being
directed away from the optical axis of the light emitting
output device. This is particularly useful when trying to
achieve specific off-axis radiation patterns such as batwing
profiles for light fixture designed to have indirect output or for
other light directing applications such as wall washing. The
orientation of the lightguide or portion of a lightguide, or one
lightguide in a device comprising more than one lightguide
can also provide blocking of light that would normally exit
the light emitting device at a glare angle such as light exiting
the light emitting device at more than approximately 45
degrees.

In one embodiment of this invention, a light emitting
device comprises a lightguide aligned such that the plane
perpendicular to the normal to a second output region of the
light emitting outer surface of the lightguide closer to the
second input coupling edge of the lightguide is oriented at an
angle, 9, to the optical axis of the light source directed into the
first light input coupling edge. In one embodiment of this
invention, d is greater than one selected from 50 degrees, 80
degrees, 90 degrees and 100 degrees.

In one embodiment of this invention, a light emitting
device comprises more than one lightguide wherein the light-
guides are oriented at an angle, ¢, with respect to each other.
In one embodiment of this invention, the angle, ¢, is ina range
selected from the group: greater than 10 degrees; greater than
45 degrees; greater than 80 degrees; greater than 90 degrees;
greater than 130 degrees; 0 degrees to 5 degrees; 10 degrees to
30 degrees; 30 degrees to 45 degrees; 45 degrees to 60
degrees; 60 degrees to 90 degrees; and 90 degrees to 170
degrees.

In a further embodiment of this invention, a light emitting
device comprises an arcuate lightguide with first and second
light output regions oriented at an angle ¢3 with respect to
each other on the outer light output surface of the lightguide.
In one embodiment of this invention, a light emitting device
comprise a lightguide wherein the surface normal of the light
output surface of the lightguide varies in a first plane. The
surface of the lightguide may be substantially rotationally
symmetric and the surface normal may vary around a light
emitting device output axis.

Lightguide Location

In one embodiment of this invention, the lightguide is
disposed in an optical path between the light source and at
lease one of a an optical film, light scattering element, light
redirecting optical element, light filtering directional control
element, light scattering lens, protective lens, housing,
mounting element, thermal transfer element, volumetric light
scattering element, a second lightguide, and a second light
source.

Lightguide Composition

The lightguide of one embodiment of this invention is
comprised of a light transmitting material. In another embodi-
ment of this invention, the lightguide is comprised of a light
transmitting material. selected from thermoplastic polymer,
thermoset polymer, plastic, glass, rubber, liquid, other light
transmitting material, or a composite of two or more of the
aforementioned materials.

Elements of the Lightguide

In one embodiment of this invention, a light emitting
device comprises a lightguide which comprises at least one of
a volumetric light scattering region, volumetric anisotropic
light scattering region, low refractive index region, surface
relief light scattering region, surface relief light scattering
region embedded within the volume, light reflecting element,
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specularly reflecting light reflecting element, diffusely
reflecting element, forward scattering element, backward
scattering element, light extraction features, tapered surface,
curved surface, quadric surface, embedded light source,
embedded LED, diffracting element, holographic element,
non-scattering regions, light redirecting element, or light fil-
tering directional control element. One or more of the afore-
mentioned features or elements may be optically coupled to a
light transmitting material in one or more predetermined
regions. The region of coupling may be a continuous layer or
it may be optically coupled in a predetermined pattern. The
pattern may be regular, random, substantially random or
regular or in a mathematically definable pattern. In one
embodiment of this invention, the lightguide comprises at
least one output surface or light emitting surface wherein light
exits the lightguide. In a further embodiment of this invention,
the lightguide comprises a light output surface and a first and
second light output region disposed near a first and second
light input coupling edge, respectively. The lightguide may
comprise more than one volumetric light scattering region
and the lightguide may be arcuate in shape such that the first
and second light output regions are at an angle to each other.

The lightguides may be composite materials such that they
comprise multiple layers with different functions are proper-
ties including scattering, reflecting, selective light extraction,
diffusing for uniformity, scattering at predetermined angular
ranges, mixing for color or uniformity or configuration. Mul-
tiple lightguides can be used in a single light emitting device.
Examples oflightguides and composites comprising multiple
layers and methods of manufacture include those presented in
U.S. Pat. Nos. 7,278,775, 7,431,489, and U.S. patent appli-
cation Ser. Nos. 11/426,198, 12/122,661, 12/198,175,
11/957,406, 11/848.,759, the contents of each are incorpo-
rated by reference herein.

Non-Scattering Region of the Lightguide

In one embodiment of this invention, a light emitting
device comprises a lightguide with a substantially non-scat-
tering region. A non-scattering region may comprise a light
transmitting material with a refractive index between 1.01
and 3. As used herein, a non-scattering region is a region
comprised of a light transmitting material where there is alow
amount of haze, high amount of clarity, or low angular
FWHM intensity diffusion angles of collimated light due to
components within the volume ofthe material. The amount of
volumetric scattering for a region is dependent on the thick-
ness of the region in a given direction and the number of
scatterers or dispersed phase domains within the region and
the size and refractive index of the domains. While light
travels in more than one direction within a lightguide, mea-
surements for determining a non-scattering region as used
herein are taken in a direction substantially normal to the
output surface of the lightguide or light emitting device. For
example, the clarity, haze or diffusion angles of a 5 mm thick
acrylic sheet lightguide approximately 60 cmx60 cm will
typically be measured in the thickness direction.

Haze is one method for measuring the amount of wide
angle scattering in an element. In one embodiment of this
invention, the haze of the of the non-scattering region or
element measured according to ASTM D1003 with a BYK
Gardner Hazemeter is less than one selected from 5%, 10%,
20%, 30%, 40%, and 50%.

Clarity is method for measuring the narrow angle scatter-
ing of a light scattering element. In one embodiment of this
invention, the clarity of the of the non-scattering region or
element measured with a BYK Gardner Hazemeter is greater
than one selected from the group of 40%, 50%, 60%, 70%,
80%, 90% and 95%.
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A method of measuring the angular FWHM intensity dif-
fusion angles of collimated light is by directing collimated
visible laser light, at 532 nm for example, and measuring the
full angular width at half maximum intensity of the light
passing through the thickness direction of the non-scattering
region. In one embodiment of this invention, the full angular
width at half maximum intensity of collimated 532 nm laser
light after passing through a non-scattering region is less than
on selected from the group of 20 degrees, 10 degrees, 5
degrees, 3 degrees, and 1 degree.

Non-Scattering Region Location

A lightguide may comprise more than one non-scattering
region. The non-scattering region may be disposed between a
light source and a volumetric or surface relief scattering
region. A second non-scattering region may be disposed on
the opposite side of the volumetric scattering region or sur-
face relief scattering region than the first non-scattering
region. In another embodiment of this invention, a lightguide
comprises a volumetric light scattering region disposed
between two non-scattering regions. The second non-scatter-
ing region may be disposed optically coupled to an optical
element of the lightguide such that it is not optically coupled
to the first non-scattering region.

Light Extracting Region

In one embodiment of this invention, a light emitting
device comprises a lightguide with a light extraction region
disposed on or within at least one inner or outer light output
surface or region of the lightguide. The lighting region may
comprise a surface relief region or a volumetric scattering
region. In one embodiment of this invention, the light extrac-
tion features of a light extracting region are disposed to
receive light from within the lightguide and direct a first
portion of the incident light to an angle less than the critical
angle at an outer surface of the lightguide. Light extraction
features may typically be described as surface relief light
extraction features, volumetric light extraction features (typi-
cally volumetric scattering region), or some combination
thereof. Light extraction surface features may include non-
planar modifications or additions to a surface. An example of
adding light extraction features include screenprinting trans-
Iucent or light scattering ink features on the surface of the
lightguide such as titanium dioxide or barium sulfate or beads
dispersed in a methacrylate based ink or binder. In the
example of adding beads in a binding material to the surface
of a non-transmitting region, if the beads have a refractive
index substantially the same as the binder, then the region
may be considered a surface relief light extraction feature. If
the beads have a refractive index different from the binder,
then the coating is a surface relief and volumetric light
extracting feature due to the scattering within the binder from
the beads and the non-uniform surface created by the beads
within the coating.

An example of a subtractive modification to a surface to
achieve light extraction features includes laser ablation of a
PMMA substrate to achieve pits or ridges in a surface to
scatter, reflect, diffract, or refract incident light from within
the lightguide. Other light extraction features included injec-
tion molded surface features, embossed features into the sur-
face, optically coupling surface-relief films to the lightguide,
optically coupling volumetric light scattering regions or films
to the lightguide, insert molding optical elements or diffuser
films to the lightguide, extruding or casting or injection mold-
ing a lightguide comprising light scattering domains within
the volume, mechanically or etching or scribing features into
the lightguide, abrading features into the lightguide, sand-
blasting features, printing features, photopolymerizing or
selective polymerizing of features into a layer or coating, and
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other methods known in the art of backlights for displays for
achieving light extraction from a lightguide. Volumetric or
surface relief light scattering elements can be comprised of
light transmitting or reflecting materials. Surface relief light
scattering regions may comprise one or more lenses, refrac-
tive elements or features, reflective elements or features, dif-
fracting elements or features, scattering elements or features
or other surface relief features or deviations from a planar
surface known to redirect a first portion of light. One or more
light extraction surface relief features may contain protru-
sions or pits that may range from 1 nm to 10 mm in the x, v,
or z directions. The profile or individual features may have
periodic, random, semi-random, or other uniform or non-
uniform structure. The surface features may be designed to
provide functions to the light redirecting element, such as
collimation, anti-blocking, refraction, lightguide output cou-
pling or extraction, symmetric diffusion, asymmetric diffu-
sion or diffraction. In some embodiments, the surface features
are a linear array of prismatic structures that provide collima-
tion properties. In another embodiment, the surface includes
hemispherical protrusions that prevent wet-out or provide
anti-blocking properties or light-collimating properties. In
another embodiment of this invention, the light extraction
features are holographic or diffractive features that redirect a
first portion of incident light. In a further embodiment of this
invention, a lightguide comprises a light extracting features
disclosed in at least one of U.S. patent application Ser. Nos.
11/244,473, 10/744,276, 10/511,983, 09/833,397, 09/669,
932, 11/277,865, and U.S. Pat. Nos. 5,594,830, 5,237,341,
6,447,135,6,347,873, 6,099,135, and 7,192,174, the contents
of each are incorporated by reference herein.

Volumetric Light-Scattering Region or Element

In one embodiment of this invention, the light emitting
device comprises one or more volumetric light scattering
regions, layers or elements comprising dispersed phase
domains or voids. The matrix or dispersed phase domains
may be a gaseous material (hollow lightguide or voided dif-
fuser, respectively, for example) or a light transmitting mate-
rial. The volumetric or surface relief light scattering regions
of one or more embodiments of this invention may scatter
light isotropically or anisotropically. In one embodiment of
this invention, a lightguide comprises a diffusing film com-
prising dispersed phase domains within a polymer matrix.
Processing and choice of materials can create non-spherical
domains which will scatter light anisotropically. Other meth-
ods for creating volumetric diffusing elements or diffusers
including symmetric and asymmetric shaped domains are
described in U.S. Pat. Nos. 5,932,342, 6,346,311, 6,940,643,
6,673,275 6,567,215 and 6,917,396, the contents of each are
incorporated by reference herein. Multi-region diffusers may
also be used such as those disclosed in U.S. patent application
Ser. No. 11/197,246, the contents are incorporated by refer-
ence herein.

Haze is one method for measuring the amount of wide
angle scattering in an element. In one embodiment of this
invention, the haze of the of the volumetric light scattering
element, surface relief light scattering element, light scatter-
ing lens, or light redirecting element measured according to
ASTM D1003 with a BYK Gardner Hazemeter is at least one
of 5%, 10%, 20%, 50%, 80%, 90%, or 99%.

Clarity is method for measuring the narrow angle scatter-
ing of a light scattering element. In one embodiment of this
invention, the clarity of the of the volumetric light scattering
element, surface relief light scattering element, light scatter-
ing lens, or light redirecting element measured with a BYK
Gardner Hazemeter is less than one of 5%, 10%, 20%, 50%,
80%, 90%, or 99%.
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The total luminous transmittance in the 0/d geometry of a
light scattering element or light transmitting material is one
method for measuring the forward scattering efficiency in an
element. In one embodiment of this invention, the transmit-
tance of the of the volumetric light scattering element, surface
relief light scattering element, light scattering lens, or light
redirecting element measured according to ASTM D1003
with a BYK Gardner Hazemeter is at least one of 5%, 10%,
20%, 50%, 80%, 90%, or 99%.

One or more of the diffusing (scattering) regions may have
an asymmetric or symmetric diffusion profile in the forward
(transmission) or backward (reflection) directions. In one
embodiment of this invention, the light emitting device com-
prises more than one volumetric light scattering region. The
scattering regions or layers may be optically coupled or sepa-
rated by another material or an air gap. In one embodiment of
this invention, the volumetric light scattering regions have a
separation distance greater than 5 microns and less than 300
mm. In one embodiment of this invention, a rigid, substan-
tially transparent material separates two diffusing regions. In
another embodiment of this invention, the asymmetrically
diffusive regions are aligned such that the luminance unifor-
mity of a light emitting device is improved. In another
embodiment, the spatial luminance profile of a light emitting
device using a linear or grid array of light sources is made
substantially uniform through the use of one or more asym-
metrically diffusing regions.

The use of a volumetric anisotropic light scattering ele-
ment or region in the light emitting device allows the scatter-
ing region to be optically coupled to the light guide such that
it will still support waveguide conditions for a first portion of
light. An anisotropic surface relief scattering region on the
surface of the light guide or a surface of a component opti-
cally coupled to the light guide will substantially scatter light
in that region out of the light guide, thus not permitting
spatially uniform out-coupling in the case of scattering over a
significant portion of the light guide surface.

In one embodiment of this invention, a light emitting
device comprises a lightguide with an anisotropic light scat-
tering region wherein asymmetrically shaped dispersed phase
domains of one polymer within another matrix polymer con-
tribute to the anisotropic light scattering. The anisotropic
scattering region may be non-polarization dependent aniso-
tropic light scattering (NPDALS) or polarization dependent
anisotropic light scattering (PDALS). Light fixtures with
polarized light output can reduce the glare off of surfaces and
are discussed in U.S. Pat. No. 6,297,906, the contents of
which are incorporated herein by reference.

The amount of diffusion in the x-z and y-z planes for the
NPDALS or PDALS regions affects the luminance unifor-
mity and the angular light output profiles of the light emitting
device. By increasing the amount of diffusion in one plane
preferentially over that in the other plane, the angular light
output from the light emitting device is asymmetrically
increased. For example, with more diffusion in the x-z plane
than the y-z plane, the angular light output (measured in the
FWHM of the intensity profile) is increased in the x-z plane.
The diffusion asymmetry introduced through one or more of
the anisotropic light-scattering regions or the light filtering
directional control element can allow for greater control over
the viewing angle, color shift, color uniformity, luminance
uniformity, and angular intensity profile of the light emitting
device and the optical efficiency of the light emitting device.
In another embodiment, the amount of diffusion (measured as
FWHM of the angular intensity profile) varies in the plane of
the diffusing layer. In another embodiment, the amount of
diffusion varies in the plane perpendicular to the plane of the
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layer (z direction). In another embodiment of this invention,
the amount of diffusion is higher in the regions in close
proximity of one or more of the light sources.

The birefringence of one or more of the substrates, ele-
ments or dispersed phase domains may be greater than 0.1
such that a significant amount of polarization selectivity
occurs due to the difference in the critical angle for different
polarization states when this optically anisotropic material is
optically coupled to or forms part of the light guide. An
example of this polarization selectivity is found in U.S. Pat.
No. 6,795,244, the contents are incorporated herein by refer-
ence.

Alignment of Major Diffusing Axis in Anisotropic Light
Scattering Region

The alignment of the major axis of diffusion in one or more
of the anisotropic light-scattering regions may be aligned
parallel, perpendicular or at an angle 8, with respect to the
optical axis of a light source or edge of the lightguide. In one
embodiment, the axis of stronger diffusion is aligned perpen-
dicular to the length of a linear light source in a cold-cathode
fluorescent edge-lit light emitting device. In another embodi-
ment of this invention, the axis of stronger diffusion is aligned
perpendicular to the length of a linear array of LEDs illumi-
nating the edge of lightguide in an edge-lit light emitting
device.

Domain Shape

The domains within one or more light scattering regions
may be fibrous, spheroidal, cylindrical, spherical, other non-
symmetric shape, or a combination of one or more of these
shapes. The shape of the domains may be engineered such
that substantially more diffusion occurs in the x-z plane than
that in the y-z plane. The shape of the domains or domains
may vary spatially along one or more of the x, y, or z direc-
tions. The variation may be regular, semi-random, or random.
Domain Alignment

The domains within a diffusing layer may be aligned at an
angle normal, parallel, or an angle 0, with respect to an edge
of the diffusing layer or a linear light source or array of light
sources, light source optical axis, light emitting device optical
axis, or an edge of the lightguide or light redirecting optical
element. In one embodiment, the domains in a diffusing
region are substantially aligned along one axis that is parallel
to a linear array of light sources. In another embodiment of
this invention, the alignment of the dispersed phase domains
rotates from a first direction to a second direction within the
region. In one embodiment of this invention, the light emit-
ting device comprises a volumetric light scattering region
wherein the domains are aligned substantially parallel to one
or more of the x direction, y direction, z direction, or an angle
relative to the X, y, or z direction. In another embodiment of
this invention, the major dimension of the domains are
aligned by rotating an element or component of the device to
provide adjustable light output profiles.

Domain Location

The domains may be contained within the volume of a
continuous-phase material or they may be protruding (or
directly beneath a partially conformable protrusion) from the
surface of the continuous-phase material.

Domain Concentration

The domains described herein in one or more light-diffus-
ing regions may be in a low or high concentration. When the
diffusion layer is thick, a lower concentration of domains is
needed for an equivalent amount of diffusion. When the light-
diffusing layer is thin, a higher concentration of domains or a
greater difference in refractive index is needed for a high
amount of scattering. The concentration of the dispersed
domains may be from less than 1% by weight to 50% by
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weight. In certain conditions, a concentration of domains
higher than 50% by volume may be achieved by careful
selection of materials and manufacturing techniques. A
higher concentration permits a thinner diffusive layer and as
aresult, a thinner light emitting device or light filtering direc-
tional control element. The concentration may also vary spa-
tially along one or more of the x, y, or z directions. The
variation may be regular, semi-random, or random.

Index of Refraction

The difference in refractive index between the domains and
the matrix in one or more of the NPDALS, PDALS or other
light scattering regions may be very small or large in one or
more of the x, y, or z directions. If the refractive index differ-
ence is small, then a higher concentration of domains may be
required to achieve sufficient diffusion in one or more direc-
tions. If the refractive index difference is large, then fewer
domains (lower concentration) are typically required to
achieve sufficient diffusion and luminance uniformity. The
difference in refractive index between the domains and the
matrix may be zero or larger than zero in one or more of the x,
y, or z directions. In one embodiment of this invention, the
refractive index of the domains is n,,,, n,,, n,,, and in the x, y,
and z directions, respectively and the refractive index of the
matrix or continuous phase region is n,,,,, n,,,, 1,,, in the x, y,
and z directions, respectively, wherein at least one of In,, ~
n,,[>0.001, o, -n,,>0.001, or In,.~n,,[>0.001.

The refractive index of the individual polymeric domains is
one factor that contributes to the degree of light scattering by
the film. Combinations of low- and high-refractive-index
materials result in larger diffusion angles. In cases where
birefringent materials are used, the refractive indexes in the x,
y, and z directions can each affect the amount of diffusion or
reflection in the processed material. In some applications, one
may use specific polymers for specific qualities such as ther-
mal, mechanical, or low-cost; however, the refractive index
difference between the materials (in the X, y, or z directions, or
some combination thereof) may not be suitable to generate
the desired amount of diffusion or other optical characteristic
such as reflection. In these cases, it is known in the field to use
small domains, typically less than 100 nm in size to increase
or decrease the average bulk refractive index. Preferably, light
does not directly scatter from these added domains, and the
addition of these domains does not substantially increase the
absorption or backscatter.

During production of the light filtering directional control
element or one of its regions, the refractive index of the
domains or the matrix or both may change along one or more
axes due to crystallization, stress- or strain-induced birefrin-
gence or other molecular or polymer-chain alignment tech-
nique.

Additive materials can increase or decrease the average
refractive index based on the amount of the materials and the
refractive index of the polymer to which they are added, and
the effective refractive index of the material. Such additives
can include: aerogels, sol-gel materials, silica, kaolin, alu-
mina, fine domains of MgF2 (its index of refraction is 1.38),
SiO2 (its index of refraction is 1.46), AIF3 (its index of
refraction is 1.33-1.39), CaF2 (its index of refraction is 1.44),
LiF (its index of refraction is 1.36-1.37), NaF (its index of
refraction is 1.32-1.34) and ThF4 (its index of refraction is
1.45-1.5) or the like can be considered, as discussed in U.S.
Pat. No. 6,773,801, the contents incorporated herein by ref-
erence. Alternatively, fine domains having a high index of
refraction, may be used such as fine particles of titania (TiO2)
or zirconia (ZrO2) or other metal oxides.

Other modifications and methods of manufacturing aniso-
tropic light scattering regions, and light emitting devices and
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configurations incorporating anisotropic light scattering ele-
ments are disclosed in U.S. Pat. No. 7,278,775, the contents
of' which are incorporated by reference herein. The modifica-
tions and configurations disclosed therein may be employed
in an embodiment of this invention to create a visually uni-
form (greater than 70% luminance uniformity) light output
surface, a desired angular luminous intensity profile, or an
efficient (optical efficiency greater than 70%) light emitting
device comprising a light filtering directional control ele-
ment.
Scattering Flement or Region Location

The light emitting device of an embodiment of this inven-
tion comprises one or more isotropic, anisotropic, volumetric
or surface relief light scattering elements or regions. In one
embodiment of this invention, the light scattering or extrac-
tion region is patterned or graded in diffusion. One or more of
the regions or elements may be located as a separate element
or layer, coupled to a lens, cover, or housing, within the
lenticular lens structure, within the lenticular lens substrate,
within the light absorbing region, within the light reflecting
region, within the light transmitting region, within or adhered
to the lightguide or a component of the lightguide, within or
coupled to a light redirecting element, between the light fil-
tering directional control element and the light emitting
device light output surface, between the light filtering direc-
tional control element and the lightguide or between the light-
guide and one or more light emitting sources such as LED’s.
The light scattering region may be optically coupled to one or
more elements of the light filtering directional control ele-
ment or one or more elements of the light emitting device. In
one embodiment of this invention, the light scattering element
is optically coupled to one or more components of the light
filtering directional control element or the light emitting
device using a low refractive index adhesive. In a further
embodiment of this invention, a light filtering directional
control element comprises a light scattering film optically
coupled using a pressure sensitive adhesive to the apex region
of'the lenticules such that the anisotropic light scattering film
provides a substantially planar output surface that is more
resistant to scratches. In one embodiment, the loss of the
refractive power at the apex of the lenticules where the pres-
sure sensitive adhesive effectively index matches out the
interface increases the FWHM angular intensity output in a
plane perpendicular to the lenticules by less than one selected
from the group of 2 degrees, 5 degrees, 10 degrees, or 20
degrees relative to the light scattering film separated from the
lenticular lens array by an air gap. In a further embodiment of
this invention, the light scattering element, such as the volu-
metric light scattering region, is located in at least one of
within the lightguide, within a substrate, within a multi-re-
gion diffuser, between the reflective element and the light-
guide, within a coating on a lightguide, within a film optically
coupled to the lightguide, within an adhesive between two
elements of a light emitting device.
Light Scattering Region or Element Diffusion Angles

In one embodiment of this invention, the light scattering
element changes the angular direction of a significant portion
of the incident light upon transmission through the element.
In one embodiment of this invention, the angular full-width at
half maximum intensity of light transmitted through a light
scattering element or region from collimated laser light from
a 532 nanometer laser diode is greater than one selected from
the group of' 5 degrees, 10 degrees, 20 degrees, 30 degrees, 40
degrees, 50 degrees, and 60 degrees in a first output plane
normal to the output surface. In a further embodiment of this
invention, the angular full-width at half maximum intensity of
light transmitted through a light scattering region or element
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from collimated laser light from a 532 nanometer laser diode
is greater than one selected from the group of 5 degrees, 10
degrees, 20 degrees, 30 degrees, 40 degrees, 50 degrees, and
60 degrees in a second output plane normal to the output
surface and first output plane. In one embodiment of this
invention, the angular FWHM intensity of the transmitted
light in the first output plane is substantially equal to the
angular FWHM intensity of the light in the second output
plane. In another embodiment of this invention, the difference
between the angular FWHM intensity of the transmitted light
in the first output plane and second output plane is less than
one selected from the group of 1 degrees, 2 degrees, 5
degrees, 10 degrees, and 15 degrees when averaged over the
light emitting surface.

Volumetric Scattering Region Pattern

In one embodiment of this invention, the volumetric scat-
tering region or surface relief structure is patterned or graded
in diffusion. The pattern may vary in within a linear direction,
across a two-dimensional plane, or within a three-dimen-
sional volume. For example, the volumetric scattering region
could be a substantially planar volumetric scattering region
comprising light scattering dispersed phase domains with
raised linear ribs that also comprises light scattering dis-
persed phase domains. In another embodiment of this inven-
tion, the volumetric scattering region is substantially planar,
but is only optically coupled to a second element, such as a
non-scattering region, in a two-dimensional spatial pattern. In
this embodiment, light within a specific angular range may
optically couple into the regions where the volumetric scat-
tering region is optically coupled to the non-scattering region
and a portion of the light may totally internally reflect in
regions where the volumetric scattering region is not optically
coupled to the non-scattering region. In another embodiment
of'this invention, volumetric scattering lightguide comprises
a volumetric light scattering region with a dimension that
varies in at least one of the X, y, and z directions. The pattern
or variation may include a regular array of features or those
that vary in size, shape or distance in at least one direction.
The pattern could have a element of randomization (such a
random deviation of shape, size, separation, or other feature)
or partial randomization. Examples of patterned or graded
diffusers and their patterns are disclosed in U.S. patent appli-
cation Ser. Nos. 11/949,222, 10/984,407, 10/984,390 and
U.S. Pat. No. 6,867,927, the contents of each are incorporated
by reference herein.

In another embodiment of this invention, a volumetric scat-
tering lightguide comprises a volumetric scattering region
physically coupled to a non-scattering region wherein at least
one of a low refractive index region and air gap region is
disposed in a region between the volumetric light scattering
region and a non-scattering region of the volumetric scatter-
ing lightguide. In one embodiment of this invention, a pattern
of comprising low refractive index regions comprising low
refractive index materials is disposed in regions between the
volumetric scattering region. In a further embodiment, low
refractive index regions and air void regions are disposed
between the volumetric scattering region and non-scattering
region in a volumetric scattering lightguide.

Low Refractive Index Region

In one embodiment of this invention, a lightguide com-
prises a low refractive index region disposed in the optical
path between a light source and a light output surface of the
lightguide. In a further embodiment of this invention, a volu-
metric scattering lightguide comprises a non-scattering
region, a volumetric scattering region, and a low refractive
index disposed between the non-scattering region and the
volumetric scattering region. In one embodiment of this
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invention, a low refractive index region comprises a material
wherein the ratio of the refractive index of the low refractive
index region to the refractive index of the non-scattering
region of a lightguide optically coupled to the low refractive
index region is less than 0.98 when measured at the sodium
wavelength (589 nm). In another embodiment of this inven-
tion, a low refractive index region comprises a material
wherein the refractive index of the low refractive index mate-
rial is at least 0.03 less than the refractive index of the non-
scattering region of a lightguide optically coupled to the low
refractive index region when measured at the sodium wave-
length (589 nm). In a further embodiment of this invention, a
low refractive index region comprises a material wherein the
refractive index of the low refractive index region is less than
one selected from the group of 1.58, 1.51, 1.46, 1.43, 1.41,
1.40, 1.38, 1.34, and 1.30 when measured at the sodium
wavelength (589 nm).

In another embodiment ofthis invention, a volumetric scat-
tering lightguide comprises a low refractive index region
disposed to and optically coupled between a non-scattering
region and a volumetric scattering region and the low refrac-
tive index region comprises a material with a refractive index
lower than the non-scattering region and lower than the
matrix material in the volumetric scattering region. In this
embodiment, the low refractive index region is disposed in-
between the non-scattering region and the volumetric scatter-
ing region and its low refractive index filters high angle light
and prevents it from entering into the volumetric light scat-
tering region directly. In one embodiment of this invention, a
low refractive index region comprises a material wherein the
ratio of the refractive index of the low refractive index region
to the refractive index of the matrix of the volumetric scatter-
ing region in a volumetric scattering lightguide optically
coupled to the low refractive index region is less than 0.98
when measured at the sodium wavelength (589 nm). In
another embodiment of this invention, a low refractive index
region comprises a material wherein the refractive index of
the low refractive index region is at least 0.03 less than the
refractive index of the matrix region of a volumetric scatter-
ing region of a volumetric scattering lightguide optically
coupled to the low refractive index region when measured at
the sodium wavelength (589 nm).

The low refractive index region comprises a light transmit-
ting material and may further comprises dispersed phase
domains, voids, or other elements. In one embodiment of this
invention, a volumetric scattering lightguide comprises a
volumetric scattering region with a matrix material optically
coupled to a non-scattering region wherein the matrix mate-
rial of the volumetric scattering region is a low refractive
index region with a refractive index lower than the refractive
index of the non-scattering region to which it is optically
coupled.

The low refractive index region may be conformal in shape
to a second region, such as a non-scattering region, so that at
least one portion of the low refractive index region conforms
in shape to a non-planar surface relief pattern on the surfaceto
which it is optically coupled. In one embodiment of this
invention, the low refractive index region comprises at least
one of an aerogel, a sol-gel, a thermoplastic polymer, a ther-
moset polymer, a fluoropolymer, a polymer with voids com-
prising a gas, a fluorinated adhesive, and other adhesives. In
one embodiment of this invention, the low refractive index
region is optically coupled to the lightguide and physically
couples a lightguide comprising a non-scattering region to at
least one of a volumetric scattering region or element, a light
redirecting element, a collimation film, a protective film, a
lens, a covering, or housing.
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In one embodiment of this invention, the low refractive
index region is disposed on a lightguide comprising a non-
scattering region by at least one method selected from the
group of coating (wet or dry processes, dip coating, extrusion
coating, roll coating, brush coating, spray coating, UV cured
coating, powder coating, deposition coating, sol gel coating,
epitaxy coating, air knife coating, anilox coating, curtain
coating, flexo coating, gap coating, gravure coating, micro-
gravure coating, hot melt coating, knife-over-roll coating,
metering rod coating, Myer bar coating, roller coating, rotary
screen coating, silk screen coating, slot tie coating, extrusion
coating, conformal coating, vacuum deposition coating,
CVD coating, PVD coating, and other coating methods
known in the printing and polymer coating industries), adhe-
sion, co-extruded layer, physical coupling by employing a tie
layer or adhesion promoting surfaces or layer, injection mold-
ing, or other form suitable for providing a low refractive index
material as discussed herein, in the patent applications refer-
enced herein, and known in the industry.

Low Refractive Index Pattern

The low refractive index region may be comprised of
smaller regions of a low refractive index material in a pattern
or arrangement. The low refractive index region pattern may
be a substantially planar region or it may comprise a regular,
irregular, random, or quasi-random surface or volumetric fea-
tures. In one embodiment of this invention, the low refractive
index region is disposed between more than one non-scatter-
ing region, between more than one volumetric or surface
relief scattering region, or between two of the same or dis-
similar regions or elements selected from the group of non-
scattering region, volumetric scattering region, surface relief
region, light extracting region, reflective element, light redi-
recting element, light source, housing, lens, volumetric dif-
fuser, surface relief diffuser, optical film.

In one embodiment of this invention, the pattern of low
refractive index regions enables the selective control of light
flux entering into the volumetric scattering region due to the
angular filtering caused by the shift in the critical angle rela-
tive to the volumetric scattering film being directly coupled to
the non-scattering region directly. In this embodiment, the
light traveling at angles higher than the critical angle at the
interface between the low refractive index region and the
non-scattering region will reflect back into non-scattering
region. In this embodiment, the regions where the low refrac-
tive index is coupled to the non-scattering region, less light
will travel through the low refractive index toward the volu-
metric scattering region. In one embodiment of this invention,
a volumetric scattering lightguide comprises a non-scattering
region and a volumetric scattering region that is optically
coupled to the non-scattering region directly, through an
intermediate low refractive index region, and through an air
gap region. In this embodiment, for a given flux of light
uniformly spread over a range of angles from 0 degrees to 90
degrees to the interface, a high amount of light flux within the
non-scattering region will be coupled into the volumetric
scattering region in the areas that are directly, optically
coupled to the non-scattering region, a medium amount of
flux will be coupled into the volumetric scattering region by
traveling through the low refractive index region, and a low
amount of flux will be coupled into the volumetric scattering
region by traveling through the air gap region.

Low Refractive Index Region Angular Filtering

In one embodiment of this invention, a volumetric scatter-
ing lightguide comprises a low refractive index region dis-
posed to and optically coupled between a non-scattering
region and a volumetric scattering region and the low refrac-
tive index region comprises a material with a refractive index
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lower than the non-scattering region. In this embodiment, the
light at high incident angles that would normally couple into
avolumetric light scattering region optically coupled directly
to a non-scattering region is reflected, thus filtered from
directly coupling into the volumetric light scattering region.
In a further embodiment of this invention, a volumetric scat-
tering lightguide comprises a low refractive index region
disposed to and optically coupled between a non-scattering
region and a volumetric scattering region and the low refrac-
tive index region comprises a material with a refractive index
lower than the non-scattering region and matrix material of
the volumetric scattering region. In this embodiment, the light
traveling at angles higher than the critical angle at the inter-
face between the low refractive index region and the non-
scattering region will reflect back into non-scattering region.
In one embodiment of this invention, the light extracting
region does not directly receive light from a light source
disposed at a first input surface after it is transmitted into a
first non-scattering region through the first input surface. In
this embodiment, the light is not received by the light extrac-
tion region unless it has reflected off of a surface after being
emitted from a light source.

In one embodiment, a volumetric scattering lightguide is
illuminated from the edge and the volumetric scattering light-
guide is disposed a distance, D, from the edge of the light-
guide as shown in FIG. 27. In this embodiment, light from the
light source is refracted upon entering the non-scattering
region of the volumetric scattering lightguide, and this light
travels through the non-scattering region. Furthermore, in this
embodiment, the direct light from the light source (that which
has not totally internally reflected) that is incident upon the
interface between the non-scattering region and the low
refractive index region at angles above the critical angle and
will totally internally reflect at the interface and not cause
undesirable regions of high luminance on the light emitting
surface of the volumetric scattering lightguide of the light
emitting device.

In one embodiment of this invention, the low refractive
index region enables the use of a stronger diftfuser or volu-
metric scattering region (higher full angular width at half
maximum intensity), because there is less light from the light
source directly illuminating the volumetric scattering region
the diffuser which would cause a region of high luminance
and low luminance micro-uniformity and/or luminance
macro-uniformity. In one embodiment of this invention, a
lightguide comprises a low refractive index region disposed
between light extracting region and a non-scattering region
and the luminance macro-uniformity or luminance micro-
uniformity of at least one output surface is greater than one
selected from the group of 50%, 60%, 70%, 80%, 90% and
95%.

Furthermore, the use of a stronger diffuser in a volumetric
scattering lightguide can improve the output coupling effi-
ciency of the lightguide and further increase the optical effi-
ciency of the light emitting device. In one embodiment of this
invention, the optical efficiency of the volumetric scattering
lightguide or light emitting device comprising the same is
greater than one selected from the group of 50%, 60%, 70%,
80%, 90% and 95%.

The following equations in this section related to critical
angles, light angles, refractive index and distances are pre-
sented in the context of the embodiment illustrated in FIG. 27.
In one embodiment of this invention, the distance, D, between
an input edge and the volumetric scattering region, the thick-
ness, t, of the non-scattering region of the lightguide and the
length, [, of the non-scattering region of the lightguide, L, are
designed such that the low refractive index region prevents
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light from a light source disposed at the input edge reaching
the volumetric scattering region directly. In the embodiment
illustrated in FIG. 27, the smallest angle of light (measured
from the normal to the interface between the non-scattering
region and the low refractive index region) from the input
edge within the non-scattering region of the volumetric scat-
tering lightguide which would reach the low refractive index
region directly is shown trigonometrically as:

o, :m—l(g).

By using a low refractive index region, one can design
volumetric scattering lightguide such that there is no direct
illumination (light reaching without reflecting) of the volu-
metric scattering region by using a low refractive index region
where the critical angle for light at the interface between the
non-scattering region and the low refractive index region is
less than lowest angle of light from the input edge that would
reach the volumetric scattering region directly. Thus, one can
use a material for the low refractive index region with a
refractive index such that

0.<0, where 0. is the critical angle for the interface defined
by

6. = sin’l(ﬂ)

nnx

where n, is the refractive index of the material in the low
refractive index region and the n,, is the refractive index of the
material of the non-scattering region. Rewriting in this, one
can define a maximum for the low refractive index region,

nl(max) as

. D
Pymar) < Hps X sm(tan (7 ))

Thus, ny,,,,, 1 the maximum value for the low refractive
index region in this embodiment to prevent light from directly
reaching the volumetric light scattering region (or other type
of light extracting region).

This may also be written to determine a safe distance, D, ,,,,,
(closest one can place the volumetric scattering region or light
extracting region to the input edge of the non-scattering
region) to position the volumetric scattering region so as to
not receive direct light as

Dyyin > 11X tan[sin’l(ﬂ)]

ns

In one embodiment of this invention, a volumetric scatter-
ing lightguide comprises a non-scattering region, a light
extracting region, and a low refractive index region such that
the refractive index of the low refractive index region is less
than ny, ... In a further embodiment of this invention, a
volumetric scattering lightguide comprises a non-scattering
region, a volumetric scattering region, and a low refractive
index region wherein the volumetric scattering region is posi-
tioned at a distance, D, from a first input edge of the non-
scattering region of the volumetric scattering lightguide
where D>D,,,...
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Light Reflecting Element and Region

In one embodiment of this invention, a light emitting
device comprises a light reflecting element. In one embodi-
ment of this invention, a light reflecting element comprises a
light reflecting region. The light reflecting region may be
specularly reflecting, diffusely reflecting or some combina-
tion in-between. The light reflecting region may comprise a
reflective ink, beads or other additives that substantially
reflect light of one or more wavelength ranges. The light
reflecting region may transmit a portion of incident light. In
one embodiment of this invention, the light reflecting region
is a low light transmitting region and has luminous transmit-
tance measured according to ASTM D1003 less than one
selected from the group of 5%, 10%, 15%, 20%, 30%, and
50%. In another embodiment of this invention, the low light
transmitting region is a light reflecting region and has a dif-
fuse reflectance measured in the d/8 geometry with the specu-
lar component included of greater than one selected from the
group of 60%, 70%, 80%, 90%, and 95%.

The reflective additive used in an ink or polymer system
may include BaSO4, TiO2, organic clays, fluoropolymers,
glass beads, silicone beads, cross-linked acrylic or polysty-
rene beads, alumina, or other materials known in the diffusion
screen or film industry for backlights or projection screens
such that the refractive index difference between them and a
supporting polymer matrix or binder is sufficiently high to
reflect light a significant portion of incident light (such as
greater than 80% diffuse reflectance). The light reflecting
region may also be a light reflecting material such as PTFE, or
it may comprise a blend of thermoplastic polymers such as
described in U.S. patent application Ser. No. 11/426,198, or
U.S. Pat. Nos. 5,932,342, 5,825,543, and 5,268,225, the text
of each is incorporated by reference herein where the refrac-
tive index between the two polymers is chosen to be very high
such that the light reflects from the film. In another embodi-
ment of this invention, the light reflecting region is a voided
film such those described in U.S. Pat. Nos. 7,273,640, 5,843,
578, 5,275,854, 5,672,409, 6,228,313, 6,004,664, 5,141,685,
and 6,130,278, and U.S. patent application Ser. No. 10/020,
404, the contents of each are incorporated by reference
herein.

The light reflecting region may comprise nanoparticle dis-
persions such as nanodispersions of aluminum or silver or
other metals that can create a specularly reflecting ink. In one
embodiment of this invention, a light emitting device com-
prises a specular light reflecting region which recycles the
incident light from within the light emitting device to provide
uniformity and the light output from the device is substan-
tially collimated from a light redirecting element.

In one embodiment of this invention, the light reflecting
region is a multilayer dielectric coating or a multilayer poly-
meric reflector film such as described in U.S. Pat. Nos. 7,038,
745, 6,117,530, 6,829,071, 5,825,543, and 5,867,316, the
contents of each are incorporated by reference herein, or
DBEF film produced by 3M. A multilayer polymeric reflec-
tive film can have a reflectance in the visible spectrum greater
than 94% and thus can be more efficient in an optical system.
The multi-layer polymeric reflector film may be specularly
reflective, diffusely reflective, diffusely transmissive, aniso-
tropically forward scattering or anisotropically backward
scattering for one or more polarization states. In a light emit-
ting device where the light reflecting regions are a multi-layer
polymeric reflector, the low light loss enables more reflec-
tions before the light is absorbed and thus a cavity within the
light emitting device can be made thinner and/or the light
transmitting apertures can be smaller, thus providing higher
uniformity and more light filtering in a thinner form factor.
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In one embodiment of this invention, the light reflecting
element is a symmetrically diffusely reflecting white reflect-
ing film such voided PET films with our without additives
such as titanium dioxide or barium sulfate. A specularly
reflecting film may also be used such as metallized alumi-
nized PET film or ESR multilayer reflective film from 3M
Company or DBEF reflective polarizer film from 3M Com-
pany. Light reflecting elements can be composed of light
transmitting materials. In another embodiment of this inven-
tion, light emitting device comprises a volumetric asymmetri-
cally reflecting element. The asymmetrically reflecting ele-
ment may be an anisotropically backscattering volumetric
diffuser, a volumetric forward asymmetrically scattering dif-
fuser optically coupled to a specular reflector or other volu-
metric or surface relief elements that reflect light anisotropi-
cally. In another embodiment of this invention, the reflector
may be a metal such as aluminum or a metallic compound.
The light reflecting element may be a sheet or other compo-
nent or portion of the housing that is comprised of a light
reflecting component or a metal or metallic layer or other
reflecting component such as a polished aluminum housing.
The light reflecting region may also be a brushed (or other-
wise imparted with substantially linear features) aluminium
or a brushed, embossed coating such that the element reflects
anisotropically. In one embodiment of this invention, a light
emitting device comprises a light reflecting element with a
d/8 diffuse reflectance greater than one selected from 70%,
80%, 90%, or 95%. In a further embodiment of this invention,
a light emitting device comprises an anisotropic light reflect-
ing element with a d/8 diffuse reflectance greater than one
selected from 70%, 80%, 90%, or 95%. In one embodiment of
this invention, a light emitting device comprises a light
reflecting film disclosed in at least one of U.S. Pat. Nos.
4,377,616, 4,767,675, 5,188,777, 6,497,946, 6,177,153, and
U.S. patent application Ser. No. 10/020,404, the contents of
each are incorporated by reference herein.

Diffusely Reflecting Optical Element

In one embodiment of this invention, the light reflecting
element is a diffusely reflecting optical element. A diffusely
reflecting element is one wherein a significant portion of the
incident light changes angular direction upon reflecting from
the element. In one embodiment of this invention, the angular
full-width at half maximum intensity of light reflected from a
diffusely reflecting element from a collimated laser light from
a 532 nm laser diode is greater than 2 degrees in at least one
plane of reflection. If a reflecting element is optically coupled
to a lightguide, a diffusely reflecting element will typically
couple more light out of the lightguide than a specularly
reflecting optical element. The design of the amount of dif-
fusion or angular spread (FWHM) of light reflected from a
diffusely reflecting element can be chosen to balance unifor-
mity of the light emitting surface and the optical extraction
efficiency. In one embodiment of this invention, the light
reflecting element is not optically coupled to the volumetric
scattering lightguide. In other embodiment of this invention,
a diffusely reflecting optical element is optically coupled to
the volumetric scattering lightguide.

Specularly Reflecting Optical Element

In other embodiment of this invention, a specularly reflect-
ing optical element is optically coupled to the volumetric
scattering lightguide. A specularly reflecting element is one
wherein only a very small portion of the incident light
changes angular direction upon reflecting from the element.
In one embodiment of this invention, the angular full-width at
half maximum intensity of light reflected from a specular
reflecting element from a collimated laser light from a 532 nm
laser diode is less than 2 degrees in at least one plane of
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reflection. If a reflecting element is optically coupled to a
lightguide, a specularly reflecting element will typically
couple less light out of the lightguide than a diffusely reflect-
ing optical element. The design of the amount of diffusion or
angular spread (FWHM) of light reflected from a specularly
reflecting element can be chosen to balance uniformity of the
light emitting surface and the optical extraction efficiency. In
one embodiment of this invention, a specularly reflecting
optical element is optically coupled to the volumetric scatter-
ing lightguide.

Reflector

In one embodiment of this invention, a light emitting
device comprises a reflector disposed to receive direct and
indirect light from a light source which does not satisfy the
total internal reflection condition. In one embodiment of this
invention, the reflector is a light reflecting element which
reflects or reflects and absorbs substantially all of the incident
light from a light source. An example of a reflector used in a
light emitting device can include a bezel or frame on a light-
guide. The light source may be disposed substantially within
the reflector and the reflector may extend out over a portion of
one or both faces or surfaces of a lightguide. The reflector
may be ametal such as aluminum or aluminum composite and
may be thermally coupled to the thermal transfer element. In
one embodiment of this invention, the reflector is at least one
thermal transfer element in the light emitting device system.
Reflectors can also be composed of light transmitting mate-
rials.

Optical Axis of the Light Emitting Device

For light emitting devices with luminous intensity output
profiles that are substantially symmetric about a first angular
direction, the optical axis of the light emitting device is the
first angular direction. In the case of light emitting devices
with luminous intensity output profiles that not are not sub-
stantially symmetric about a first angular direction, the opti-
cal axis of the light emitting device is the angle or angular
range of peak luminous intensity. Similarly, for light emitting
devices in applications where the emitted light is designed to
comprise light in the non-visible portion of the electromag-
netic spectrum, the optical axis of the light emitting device is
the first angular direction of symmetry of the radiant intensity
or angle or angular range of peak radiant intensity for sym-
metric and asymmetric light output profiles, respectively.

In cases where the luminescent intensity output profile is
symmetric in a first output plane and asymmetric in a second
plane orthogonal to the first, the optical axis of the light
emitting device is the central angle of symmetry in the first
plane and the angle of peak luminous intensity in the second
plane. For downlights, troffers, pendants, backlights and
many other light fixture light emitting devices, the optical axis
is typically normal to the output surface or mounting element
and in a vertical direction. For wall-washing applications,
however, the optical axis of the light emitting device may be
at an angle relative to the housing, mounting or other compo-
nent such as lightguide. In one embodiment of this invention,
the optical axis of the light emitting device is aligned parallel,
perpendicular, or at an angle, 61, with respect to at least one
of'the optical axis of at least one light source, the normal to the
light output surface or first or second light output region, the
output plane, the edge or surface of an element (optical ele-
ment or otherwise such as a mechanical mount or housing
surface) of the light emitting device, or the edge or surface of
an object of illumination such as a desk, hallway floor, wall,
or window. In one embodiment of this invention, the angle 61
is in a range selected from the group: greater than 10 degrees;
greater than 45 degrees; greater than 80 degrees; greater than
90 degrees; greater than 130 degrees; 0 degrees to 5 degrees;
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10 degrees to 30 degrees; 30 degrees to 45 degrees; 45 degrees
to 60 degrees; 60 degrees to 90 degrees; and 90 degrees to 170
degrees.
Thermal Transfer Element

In one embodiment of this invention, a light emitting
device comprises a thermal transfer element selected from the
group heat sink, heat pipe, forced air based cooling system,
liquid based cooling system, active cooling systems, passive
cooling systems, forced air systems, thermoelectric cooler,
phase change cooler, and synthetic jet system such as sold by
Nuventix. In another embodiment of this invention, the ther-
mal transfer element extends farther in a first direction which
is in a first plane than a largest dimension of the upper housing
of the light emitting device in any plane which is parallel to
the first plane. In another embodiment of this invention, the
thermal transfer element extends farther than a portion of the
light emitting surface of the lightguide or light emitting sur-
face of the light emitting device in the same direction as the
optical axis of the light emitting device. Other thermal trans-
fer elements or cooling systems may be used such as those
used for light fixtures or light emitting devices such as dis-
closed in U.S. patent application Ser. Nos. 12/116,348 and
12/154,691, and U.S. Pat. No. 7,095,110, the contents of each
are incorporated by reference herein. In one embodiment of
this invention, the thermal transfer element comprises a solid
metal block mounting substrate such as disclosed in U.S. Pat.
No. 7,183,587, the contents of which are incorporated by
reference herein. In one embodiment of this invention, the
thermal transfer element has a dimension extending past the
light output plane in the direction of the optical axis of the
light emitting device as shown in FIG. 22. The thermal trans-
fer element may extend pass the light output plane and may
also extend into a region disposed between two lightguides,
between two points on the inner surface of a light transmitting
material, lightguide, or light scattering lens, or between a first
and second light output regions on a light output surface of a
lightguide as shown in FIG. 20a. In another embodiment, the
thermal transfer element extends into a region between the
lightguide and a light scattering lens. The thermal transfer
element may be an electrical component. In one embodiment
of'this invention, the thermal transfer element comprises one
selected from the group aluminum, aluminum alloy, steel,
carbon, ceramic, a metal, and an alloy. In a further embodi-
ment of this invention, the thermal transfer element has a
thermal conductivity greater than one selected from the group
0of' 0.6 W/(m-K), 1 W/(m'K), 10 W/(m'K), 100 W/(m'K), and
200 W/(m-K). The thermal transfer element may be opaque
and non-optical. A non-optical component is a component
which does not perform an optical function essential to the
desired operation of the device such that if any optical func-
tionality of the component were removed, the device would
function in substantially the same manner optically. In one
embodiment of this invention, the luminous transmittance of
the thermal transfer element is less than one selected from the
group of 10%, 5%, 1%, and 0.5%.
Mounting Element

In one embodiment of this invention, the light emitting
devices comprises a housing. The housing can be of any
desired shape, and can be made of any desired material, a
wide variety of both of which are well-known to persons
skilled in the art. Representative examples of a material out of
which the light engine housing can be made include, among a
wide variety of other materials, extruded aluminum, die cast
aluminum, liquid crystal polymer, polyphenylene sulfide
(PPS), thermoset bulk molded compound or other composite
material, any of which would provide excellent heat transfer
properties, which would assist in dissipating heat generated
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by the light emitting device. In some embodiments, the light
engine housing has a plurality of fin elements which increase
the surface area of the light engine housing, thereby increas-
ing the heat dissipation characteristics of the light emitting
device. In one embodiment of this invention, the mounting
element comprises a first mounting surface such that the
mounting surface is substantially parallel to the surface to
which the light emitting device is mounted or designed to be
mounted on. In another embodiment of this invention, the
mounting surface is substantially parallel to the circuit board
comprising at least one light source. In a further embodiment
of'this invention, the first mounting surface of the light emit-
ting device is substantially planar and at an angle, 1, to the
optical axis of the light emitting device. In one embodiment of
this invention, the angle 1 is in a range selected from the
group: greater than 10 degrees; greater than 45 degrees;
greater than 80 degrees; greater than 90 degrees; greater than
130 degrees; 0 degrees to 5 degrees; 10 degrees to 30 degrees;
30degrees to 45 degrees; 45 degrees to 60 degrees; 60 degrees
to 90 degrees; and 90 degrees to 170 degrees. In a further
embodiment of this invention, the mounting element includes
the thermal transfer element.
Driver and Other Electronics

In one embodiment of this invention, the light emitting
device comprises driving electronics for the light source. In
one embodiment of this invention, the driving electronics
includes at least one of an electrical ballast, LED driver,
AC-DC transformer, DC-AC transformer, DC-DC trans-
former, switching electronics, pulsing or modulating elec-
tronics, color control electronics, safety electronics, fuses,
breakers, surge-protection electronics, optical sensing elec-
tronics, color based feedback electronics, sensors (optical,
electrical, mechanical, thermal, pressure, motion, etc.), elec-
trical connectors, plugs, power cords, switches, displays, lig-
uid crystal panels and drivers, and other electrical compo-
nents known in the lighting and display industry to be suitable
for use in a light fixture or light emitting device. In one
embodiment of this invention, a light emitting device com-
prises an electrical component selected from U.S. Pat. Nos.
6,016,038, 6,016,038, 6,528,954, 6,211,626, 7,441,934, and
7,407,307, the contents of each are incorporated by reference
herein. In one embodiment of this invention, the thermal
transfer element comprises at least of the aforementioned
electrical components. The electrical component may be
opaque and non-optical. In one embodiment of this invention,
the luminous transmittance of the electrical component is less
than one selected from the group of 10%, 5%, 1%, and 0.5%.

In another embodiment of this invention, a light emitting
device comprises an electrical device for controlling the color
(such as individually adjusting the output from a red, green,
amber, yellow, purple, or blue LED), angular light output
profile (such as by moving a lens), direction of the light output
profile, intensity of the light output, and mode of operation
(such as switching between mirror mode or light mode).
Light Scattering Lens

In one embodiment of this invention, a light emitting
device comprises a light scattering lens. A light scattering
lens can be composed of light transmitting materials. In one
embodiment of this invention, the light scattering lens is
disposed to receive light from one or more lightguides or
lightguide output regions and further scatter the light and
increase luminance uniformity of the output surface. In one
embodiment of this invention, the luminance uniformity of
the light output surface on a light scattering lens of a light
emitting device is greater than one of 70%, 80% and 90%. The
light scattering lens may also serve to protect the lightguides
which can be sensitive to scratching depending on the mate-
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rial. The shape of the light scattering lens may be planar,
curved, quadric, hemispherical, partially spherical, spherical,
polyhedral or other multifaceted, curved, or combination fac-
eted and curved surface. More than one light scattering lens
may be used to provide uniformity and the lenses may be
co-axial or have an axial separation distance of greater than 2
millimeters. In one embodiment, the lenses are placed with
their axes separated by greater than 2 mm and the inner lens
modifies the light distribution reaching the outer lens to
improve one of angular directionality, uniformity in on or
more directions, or a designed luminance from a specific
viewing angle.

The light scattering lens may be surface relief, volumetric,
combination surface relief and volumetric, absorption and
re-emission scattering type or other light scattering type. Sur-
face relief type diffusers and lenses may comprise surfaces
with features with spatially varying surface normals such that
the angular FWHM intensity of collimated light transmitted
through surface is greater than 1 degree in a first output plane.
The pattern may be regular, random, substantially random,
mathematically generated, optically generated (such as holo-
graphic diffusers) etc. For purposes used herein, all surface
relief patterns may be used in an embodiment of this invention
regardless of the specifics of the individual undulations and
variances of the surface normal. A surface relief pattern, as
used herein, is considered to be independent of how it was
made and such relief surfaces include those referred to as
holographic diffusers, light shaping diffusers, diffractive dif-
fusers, elliptical diffusers, embossed diffusers, microlens
arrays, diffractive optical elements, holographic optical ele-
ments, prismatic arrays, pyramid arrays, arrays of cones,
sandblasted diffusers, etched diffusers, collimation films and
other patterns which direct light into more than one direction
such that the angular FWHM of the intensity of the output
light profile is larger than the angular FWHM of the intensity
of the input light profile in a first plane or second plane
orthogonal to the first.

In one embodiment of this invention, a light emitting
device comprises a volumetric light scattering lens that com-
prises a volumetric light scattering region that anisotropically
or isotropically scatters light.

In one embodiment of this invention, the light scattering
lens comprises a wavelength conversion material that con-
verts a first portion of light of a first wavelength into a second
wavelength different than the first. The wavelength conver-
sion material may be a phosphor material, down-conversion
material, up-conversion material, frequency doubling mate-
rials, quantum dot material, nanodispersed material such as
nanodispersions of gold, or other materials known to convert
light of one wavelength into another. Phosphors or other light
conversion materials are known in the field of light emitting
sources, CRT phosphor materials, LED phosphor materials,
laser photonics and other optical fields. Lenses comprising
light conversion materials include those disclosed in U.S.
patent application Ser. Nos. 11/398,214, 10/659,240 and
11/614,180, and U.S. Pat. No. 7,355,284, the contents of each
are incorporated by reference herein.

In another embodiment of this invention, a light scattering
lens comprises a wavelength conversion region and a non-
absorbing light scattering region. In a further embodiment,
the lens comprises wavelength conversion materials dis-
persed in a region comprising non-absorbing light scattering
domains.

In one embodiment of this invention, a light emitting
device comprises a light scattering lens wherein at least a
portion of the inner or outer surface of the light scattering lens
is a quadric surface in the form selected from one of a full or
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partial ellipsoid, spheroid, paraboloid, circular paraboloid,
elliptic paraboloid, hyperbolic paraboloid, hyperboloid of
one sheet, cone, elliptic cylinder, circular cylinder, or para-
bolic cylinder.

Light Redirecting Elements (LRE)

In one embodiment of this invention, a light emitting
device comprises a light source, a lightguide and a light
redirecting element. Light redirecting optical elements are
optical elements that direct a first portion of incident light
from a first angular direction into a second angular direction
different from the first. Light redirecting elements can be
composed of light transmitting materials. Light redirecting
elements include diffusive or scattering elements, refracting
elements, reflecting elements, re-emitting elements, diffrac-
tive elements, holographic elements, or a combination of two
or more of the aforementioned elements. The elements may
be grouped into regions spatially or the features may be
hybrid components such as a refractive-TIR fresnel lens
hybrid structure. Other light redirecting elements include col-
limating films such as BEF film from 3M Company and
beaded bottom diffusers such as BS-700 light diffusing film
from Keiwa and embossed light diffusing film UTE-22 from
Wellstech Optical Company Ltd, off-axis directing films such
as IDF film from 3M company, lenticular lens arrays, micro-
lens arrays, volumetric diffusers, surface relief diffusers, light
filtering directional control elements, voided diffusers,
voided reflective films or materials, multi-layer reflective
films such as ESR from 3M, polarization reflective films such
as DBEF from 3M, reflective polarizers, scattering polarizers
and NPDALS or PDALS, lightguides, diffractive or holo-
graphic surface relief diffusers or elements, holographic
volumetric diffusers or elements, microlenses, lenses, and
other optical elements known in the optical industry to redi-
rect light or a combination of two or more of the aforemen-
tioned elements or regions of elements.

The light redirecting element may be optically coupled to
one or more element, optical elements, lightguide, or light
source of the light emitting device. In one embodiment of this
invention, the light redirecting optical element is separated by
an air gap in a first region from a second optical element or
lightguide of the light emitting device. The light redirecting
optical element may be optically coupled to a support sub-
strate to position or hold in a predetermined location within
the light emitting device. In another embodiment of this
invention, the light redirecting element is separated from
another optical element or lightguide within the device by
standoff regions. In one embodiment, the longest dimension
of' the standoffs in a plane perpendicular to the light emitting
device optical axis is less than one selected from 1 mm, 0.5
mm, 0.2 mm and 0.1 mm. In one embodiment of this inven-
tion, the standoffs are small beads or particles disposed in
region between the LRE and the lightguide. By using beads or
particles that are sufficiently small, mechanically coupling
between the LRE and lightguide can occur without visible
sight of the light extracting from the beaded region. In one
embodiment of this invention, the beads or domains have an
average dimensional size less than one selected from the
group of 200 um, 100 pm, 75 pm, 25 um and 10 pm. In a
further embodiment of this invention, the small beads or
particles are dispersed between the lightguide and LRE such
that the light extracted from the lightguide due to the coupling
from the beads creates a defined or random pattern of higher
luminance regions at angles further from the light output
surface normal. In a further embodiment of this invention, a
light emitting device comprises a lightguide and a light redi-
recting optical element optically coupled to the lightguide in
predetermined regions on the surface of the lightguide. In a
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further embodiment, a first portion of light in the lightguide is
coupled out of the lightguide in the regions where the light
redirecting element is optically coupled to the lightguide. The
optically coupling in regions can be achieve through pat-
terned adhesive deposition (such as ink jettype deposition
systems, screenprinting systems and other systems suitable
for depositing adhesives in a pattern) onto the lightguide and
or the light redirecting element and laminating them or press-
ing them together and curing if necessary. Other methods for
optical coupling include laser welding in specific regions,
ultrasonic welding in specific regions, localized thermal
bonding and other techniques known in the glass and plastic
bonding field to bond light transmitting materials.
LRE—Collimation Properties

One or more surfaces or region of a surface of the light
transmitting material, lightguide light redirecting element,
light scattering element, or surface relief scattering element
may include surface profiles that provide collimation proper-
ties. The collimation properties direct light rays incident from
large angles into angles closer to the normal (smaller angles)
of at least one region of the light output surface of the light
emitting device. The features may be in the form of a linear
array of prisms, an array of pyramids, an array of cones, an
array of hemispheres or other feature that is known to direct
more light into the direction normal to the surface of the
backlight. The array of features may be regular, irregular,
random, ordered, semi-random or other arrangement where
light can be collimated through refraction, reflection, total
internal reflection, diffraction, or scattering.
LRE Surface-Relief Structure

One or more surfaces of the light redirecting element,
lightguide, light source, or optical composite may contain a
non-planar surface. The surface profile may contain protru-
sions or pits that may range from 1 nm to 10 mm in the x, y,
or z directions. The profile or individual features may have
periodic, random, semi-random, or other uniform or non-
uniform structure. The surface features may be designed to
provide functions to the light redirecting element, such as
collimation, anti-blocking, refraction, lightguide output cou-
pling or extraction, symmetric diffusion, asymmetric diffu-
sion or diffraction. In some embodiments, the surface features
are a linear array of prismatic structures that provide collima-
tion properties. In another embodiment, the surface includes
hemispherical protrusions that prevent wet-out or provide
anti-blocking properties or light-collimating properties.
LRE—Lenticular Lens

In one embodiment of this invention, the light redirecting
element is a lenticular lens array surface relief structure com-
prise a substantially linear array of convex refractive elements
which redirect light from a first angular range into a second
angular range. In another embodiment of this invention, the
light redirecting element is a light filtering directional control
element comprising a lenticular element. As used herein, a
lenticular elements or structures include, but are not limited to
elements with cross-sectional surface relief profiles where the
cross-section structure is hemispherical, aspherical, conical,
triangular, rectangular, polygonal, or in the form of an arc or
other parametrically defined curve or polygon or combination
thereof. Lenticular structures may be linear arrays, two-di-
mension arrays such as a microlens array, close-packed hex-
agonal or other two-dimensional array. The features may
employ refraction along with total internal reflection such
that the output angular range is less than the input angular
range within one or more light output planes. Lenticular
structures may also be used to redirect light to an angle
substantially off-axis from the optical axis of the element. As
used herein, lenticular may refer to any shape of element
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which refracts or reflects light through total internal reflection
and includes elements referred to as “non-lenticular” in U.S.
Pat. No. 6,317,263, the contents of which are incorporated by
reference herein. The lenticular structure may be disposed on
a supporting substrate. In one embodiment, the focal point of
the structures is substantially near the opposite surface of the
supporting substrate. The lenticular element may have a first
focal point in the near field and a group of lenticular elements
may collectively have a far-field focal point defined as a
region where the spatial cross-sectional area normal to the
optical axis of the light emitting device of the incident light
flux is at a minimum. The material, methods of making and
structures of lenticular lens arrays, microlens arrays, pris-
matic films, etc. are known in the art of light fixtures, back-
lights, projection screens and lenticular and 3D imaging.

In one embodiment of this invention, the light emitting
device comprises more than one lenticular structure disposed
on the same or opposite side of a substrate. In one embodi-
ment of this invention, a light emitting device comprises a
light filtering directional control element wherein a lenticular
element disposed on the input surface can focus more light
through the light transmitting regions and change the direc-
tion or FWHM angular width of the light output profile from
the light filtering directional control element. The structures
can be convex or concave and similar to those used in double-
lenticular rear projections screens such as those described in
U.S. Pat. Nos. 5,611,611, 5,675,434, 5,687,024, 6,034,817,
6,940,644, and 5,196,960, the contents of each are incorpo-
rated herein by reference. The design of the lenticular shape
on one or more surfaces is not limited to these features and
includes other designs known in the rear-projection screen
and lenticular imaging industry and the design may include
lens, refractive, or reflective elements referenced in other
patents referred to in other sections of this application and
incorporated by reference herein.

Substantially clear lens substrates are known in the art and
are used in the production of lenticular screens for rear-
projection screens. In one embodiment of this invention, a
volumetric diffuser is used as the supporting substrate for a
light redirecting element. In this embodiment, the number of
films may be reduced or the thickness reduces by alleviating
or reducing the need for a substrate which is not optically
active and replacing it with a diffuser which improves the
uniformity. By using an anisotropic volumetric diffuser
(which scatters light into higher angles in a first output plane
parallel to the lenticules, and has very little or on effect on the
scattering of light along the plane perpendicular to the lenti-
cules), the focusing or collimating power of the lenticular lens
array in the second light output plane perpendicular to the
lenticules can be maintained while the spatial luminance uni-
formity of the light emitting device is improved. In one
embodiment of this invention, the angular FWHM of the
diffusion profile of the anisotropic diffuser used as the len-
ticular lens array substrate in the plane parallel to the lenti-
cules is greater than one selected from the group of 5, 10, 20,
30 and 50 and the angular FWHM of the diffusion profile of
the anisotropic diffuser used as the lenticular lens array sub-
strate in the plane perpendicular to the lenticules is less than
one selected from the group of 10, 5, 4, 2, and 1. In a further
embodiment, the asymmetry ratio of the anisotropic light
scattering diffuser disposed as a substrate to the lenticular
lens array in a light filtering directional control element is
greater than one selected from the group 5, 10, 20, 40, 50, and
60. Additionally, the FWHM of the total scattering angles in
the first and second output planes of a light emitting device
comprising the light filtering directional control element of
one embodiment of this invention can be independently con-
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trolled by use of an anisotropic diftfuser. In a further embodi-
ment of this invention, a light filtering directional control
element within the light emitting device comprises a lenticu-
lar lens array wherein the lenticular lenses have a conformal
low refractive index region disposed on the curved surface of
the lenticule such that the output surface is substantially pla-
narized. In a further embodiment of this invention, the output
surface of a planarized light filtering directional control ele-
ment is the output surface, or a substantially co-planar surface
coupled to a protective lens output surface of a light fixture.

In another embodiment of this invention, a light redirecting
element comprises a layer of beads, at least one of a light
transmitting region or light reflecting region disposed to
refractincident light from a light transmitting region disposed
between or substantially within in at least one of the light
transmitting or light reflecting regions. Analogous to the len-
ticular lens array, an array comprising a randomized assort-
ment of beads may be used to collimate or substantially
reduce the angular extent of light exiting from a light trans-
mitting region and filter the light. The primary differences
include the fact that the bead type light filtering directional
control element will reduce the angular extent of the output
light in all planes of the output light normal to the exiting
surface. However, the ability to achieve very high levels of
collimation is limited and the fill-factor, and ultimate trans-
mission is limited due to the cross-sectional area limitations
of close-packing an array of spheres (or hemispheres or sphe-
roidal lens-like structures). In another embodiment of this
invention, a light filtering directional control element com-
prises lenticular or bead based elements and light transmitting
regions and light absorbing regions in common with rear
projection screens such as those described elsewhere herein
and those described in 6,466,368, except that when used with
projection screens, the input light is typically collimated or of
areduced angular extent and is incident first upon the lenticu-
lar or bead elements and the output light is of a larger angular
extent and exits through the light transmitting apertures. In
one embodiment of the present invention, the incident light
within a light emitting device on the light filtering directional
control element has an angular FWHM greater than 30
degrees in a first plane and is incident first on the light trans-
mitting regions and the output light from the light filtering
directional control element has a FWHM less than 30 degrees
in the first plane and exits through the lenticular or bead based
refractive elements.

Common materials such as those used to manufacture len-
ticular screens such as vinyl, APET, PETG, or other materials
described in patents referenced elsewhere herein may be used
in the present invention for a light filtering directional control
element. Light filtering directional control elements may
comprise light transmitting materials. In a further embodi-
ment, a material capable of surviving temperature exposures
higher than 85 degrees Celsius may used as the lenticular lens
or substrate to the lenticular lens or bead based element such
as biaxially oriented PET or polycarbonate. By using a mate-
rial capable of withstanding high temperature exposure,
manufacturing processes such as heating during a pressure
application stage or heating during an exposure stage may be
used to decrease the production time.

In one embodiment of this invention a light emitting device
comprises a lenticular light redirecting element that colli-
mates light such as a 90 degree apex angle prismatic film. By
pre-conditioning the light incident on the light filtering direc-
tional control element, more light is transmitted and the
FWHM angular output angles of the light emitting device
along one or more output planes is reduced relative to a light
emitting device comprising just the light filtering directional
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control element. In one embodiment of this invention, a light
emitting device comprises two crossed 90 degree prismatic
collimating films and a light filtering directional control ele-
ment such that the angular width of the FWHM intensity
profile within one light emitting device output plane is less
that 15 degrees. In a additional embodiment of this invention,
a light emitting device comprises two crossed 90 degree pris-
matic collimating films and a light filtering directional control
element such that the angular width of the FWHM intensity
profile within one light emitting device output plane is less
that 10 degrees. In another embodiment of this invention, a
light emitting device comprises two crossed 90 degree pris-
matic collimating films and a light filtering directional control
element such that the FWHM along one light emitting device
output plane is less than 8 degrees. In another embodiment of
this invention, a light emitting device comprises a light filter-
ing directional control element, a first 90 degree prismatic
collimating film and a second 90 degree prismatic film pro-
viding brightness enhancement with anisotropic light scatter-
ing phase domains dispersed within the substrate as describe
in U.S. patent application Ser. No. 11/679,628, the contents of
which is incorporated herein by reference. In the previous
embodiment, the angular width of the FWHM intensity pro-
file within one light emitting device output plane is less than
one selected from the group of 8 degrees, 10 degrees, 15
degrees or 20 degrees. In another embodiment of this inven-
tion, a light emitting device comprises a 90 degree prismatic
collimating film disposed above a light filtering directional
control element wherein the prisms are oriented substantially
orthogonal to the lenticules and further comprises a second 90
degree prismatic film disposed on the opposite side of the
light filtering collimating film providing brightness and uni-
formity enhancement with anisotropic light scattering phase
domains dispersed within the substrate and a lightguide and at
least one light emitting diode. In one embodiment of this
invention, the use of at least one brightness enhancing or
collimating film along with a light filtering directional control
element which comprises a light absorbing region permits
more light to pass through the light filtering directional con-
trol element due to the more highly collimated incident light
profile upon the light filtering directional control element. In
one embodiment of this invention, a light emitting device
comprises a light redirecting element that is a collimating film
selected from the group of BEF, BEF II, BEF III, TBEF,
BEF-RP, BEFII 90/24, BEF II 90/50, DBEF-MF1-650,
DBEF-MF2-470, BEFRP2-RC, TBEF2 T 62i 90/24, TBEF2
M 651 90/24, NBEF, NBEF M, Thick RBEF, WBEF-520,
WBEF-818, OLF-KR-1, and 3637T OLF Transport sold by
3M, PORTGRAM V7 sold by Dai Nippon Printing Co., Ltd.,
LUMTHRU that sold by Sumitomo Chemical Co., Ltd.,
ESTINAWAVE W518 and W425 DI sold by Sekisui Chemi-
cal Co., L.td, and RCF90 collimating film sold by Reflexite
Inc.

The light emitting device may also comprise a light redi-
recting element that re-directs a substantially portion of the
light into an off-axis orientation. In one embodiment of this
invention, a light emitting device comprises a non-symmetri-
cal prismatic film such as a Image Directing Film (IDF or
IDFII) or Transmissive Right Angle Film (TRAF or TRAFII)
sold by 3M. In one embodiment of this invention, a wall
washing light fixture comprises a non-symmetrical prismatic
film. In one embodiment of this invention, a light emitting
device comprises a symmetrical prismatic film to re-distrib-
ute the light symmetrically about an axis such as a prismatic
film with a 60 degree apex angle with the prisms oriented
toward the output surface. In other embodiment of this inven-
tion, a light emitting device comprises a lenticular lens array,
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a light reflecting region, light transmitting regions, and a
linear prism film with an apex angle between 45 degrees and
75 degrees where the substrate of the linear prism film is
coupled directly or through another layer to the light reflect-
ing regions with the prisms oriented away from the lenticules.
In another embodiment of this invention, the linear prism film
or light redirecting element is a “reverse prism film” such as
sold by Mitsubishi Rayon Co., L.td. under the trade names of
DIA ART H150, H210, P150 and P210, or is a prismatic film
of'a similar type as disclosed in the embodiments within U.S.
Pat. Nos. 6,545,827, 6,151,169, 6,746,130, and 5,126,882,
the contents of each are incorporated by reference herein.
LRE—Pitch

The pitch of the light redirecting element or lenticular lens
structure will have an effect on the focusing power, the thick-
ness of the lenticular lens array and substrate and other optical
properties such as moiré. In one embodiment of this inven-
tion, the lenticular lens array structure is in the form of con-
centric lenticular lenses. In this embodiment, the lenses are
parallel, but are arranged in an arc or circle. The pitch of the
lenses and other properties may vary similarly to linear len-
ticular lenses. A light emitting device comprising a light
filtering directional control element comprising concentric
lenticular lenses can provide a spatial filtering along radial
directions as opposed to linear directions. In one embodiment
of this invention, a light emitting device comprising a sub-
stantially centrally located light source and a light filtering
directional control element comprising a concentric lenticu-
lar lens has a spatial luminance uniformity greater than one
selected from 60%, 70%, 80% and 90%. The concentric len-
ticular lens may be manufactured using injection molding,
stamping, embossing or other similar techniques known in
the optical industry suitable for making Fresnel lenses. In one
embodiment of this invention, a light filtering directional
control element, or light emitting device comprising the
same, comprises a concentric lenticular lens array and at least
one of a light reflecting, light absorbing, or light transmitting
region wherein the regions are substantially ring or arc-
shaped corresponding to the concentric lenticular lens.
Light Redirecting Element (LRE) Alignment

In an additional embodiment of this invention, the align-
ment of the light redirecting element is rotated with respect to
an exit aperture of the light emitting device. In one embodi-
ment, the light redirecting element is aligned at an angle ¢1 to
the longer dimension of the light exiting aperture of the light
emitting device. In an additional embodiment, ¢1 is one
selected from the group consisting of 0 degrees, 45 degrees,
and 90 degrees. In another embodiment of this invention, a
light emitting device comprises a light filtering directional
control element wherein the lenticular lens array is aligned at
an angle ¢2 relative to a 90 degree apex angle prismatic
collimating film wherein 90 degrees>¢2>0 degrees and the
contrast of the spatial luminance moiré pattern of the light
fixture is less than one selected from the group consisting of
0.8,0.5,0.2,0.1 and 0.05.
Light Output Surface

In one embodiment of this invention, a light emitting
device comprises a lightguide and at least one light output
surface. The light output surface, or light emitting surface,
comprises the last optical elements from which the light
leaves the light emitting device. In one embodiment of this
invention, the light output surface comprises at least one
selected from a light scattering lens, lightguide, light reflect-
ing element, reflector, housing, volumetric light scattering
element, diffuser surface relief diffuser, optical film, sub-
strate, substantially transparent lens or protective or holding
cover material, and glass lens. The light output surface may be
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planer, curved, domed, arcuate, quadric, radially symmetric,
more than half of a sphere, or other surface shape. A light
emitting device may comprise more than one light output
surface. For example, an edge-lit lightguide may emit light
substantially in opposite directions from opposite planar light
output surfaces. The light output surface may comprise more
than one lightguide in a light emitting device and may include
a reflector or transparent, non-scattering lens.

Light Filtering Directional Control Element (LFDCE)

In one embodiment of this invention, a light emitting
devices comprises a light redirecting element that is a Light
Filtering Directional Control Element (LFDCE). In one
embodiment of this invention, a LFDCE comprises a light
transmitting layer disposed between lenticular elements and a
first input surface. In another embodiment of'this invention, a
LFDCE comprises a light transmitting layer disposed
between microlens array elements and a first input surface. In
one embodiment of this invention, a light emitting device
comprises a light filtering directional control element
(LFDCE) with a first input surface disposed to receive light
and an first output surface disposed to output light wherein the
light filtering directional control element collimates the light
within a first plane and the light emitting device further com-
prises an anisotropic light scattering element disposed in the
optical path after the first light output surface and has a higher
angular FWHM diftusion profile in the first plane than in a
second plane orthogonal to the first. In this embodiment, the
light filtering directional control element, filters out the
unwanted non-uniformities of the incident light in a very thin
profile and substantially collimates the incident light (such as
providing an output light with an angular FWHM of less than
10 degrees FWHM in the first output plane). The anisotropic
diffuser can be provided with a range of angles to provide a
customizable light output profile. In one embodiment of this
invention, a light emitting device with an angular FWHM of
less than 10 degrees in at least one output plane and an
anisotropic light scattering film is provided as a kit wherein
the combination of the two provides a pre-determined light
output profile.

In another embodiment of this invention, the portion of
incident light on the light reflecting region side of the light
filtering directional control element which is not reflected is
substantially absorbed by the light absorbing region. In a
further embodiment of this invention, the light reflecting
region reflectively scatters light anisotropically into a larger
angular FWHM in the plane perpendicular to the lenticules
than parallel to the lenticules due to scattering from the asym-
metrically shaped disperse phased domains oriented with
their larger axis substantially parallel to the lenticules. By
reflectively scattering the light more in the plane perpendicu-
lar to the lenticules, the light will more likely reach a neigh-
boring light transmitting region through fewer bounces and
reflections from the light reflecting region. Since the light
reflecting region is less than 100% reflective and some light is
either absorbed in the light reflecting region or passes through
(into undesirable angles or into a light absorbing region where
it can be absorbed), it is desirable for the light to travel
through the lightguide such that it will reach a neighboring
aperture through a minimal number of reflections from the
light reflecting region.

In one embodiment of this invention, a light filtering direc-
tional control element comprises a lenticular lens array and a
light reflecting region comprising asymmetrically shaped dis-
perse phase domains that reflectively scatter anisotropically
such that the angular FWHM of the light scattering in the
plane perpendicular to the lenticules is greater than the angu-
lar FWHM of the light parallel to the lenticules, and light
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transmitting regions disposed near the focus of the lenticules
such that light transmitted through the light transmitting aper-
tures has a smaller angular FWHM than the light incident on
the light filtering directional control element. In a further
embodiment, a light emitting device comprises the light fil-
tering directional control element of the previously described
embodiment.

In one embodiment of this invention, a light emitting
device comprises a linear array of LED’s illuminating a light-
guide from a least two opposing sides of a lightguide through
the edges. In another embodiment of this invention a light
filtering directional control element comprises a lenticular
lens array disposed on a substrate, light reflecting regions
disposed on the other side of the substrate than the lenticules,
light transmitting regions disposed to filter and transmit a
portion of light incident to the lenticular lens array from the
light reflection region side and a lightguide wherein the light
reflecting region is adhered to the lightguide and the light-
guide comprises at least one selected from the group of light
extraction features, an anisotropic light scattering region, and
a spatially modified reflective region (departure in one or
more regions from a regular linear array of clear apertures to
an array of dots for example) to provide increased uniformity
and light extraction from the lightguide. In one embodiment
of this invention, a light emitting device comprises a light
filtering directional control element comprising a reflective
region that defines light transmitting apertures that vary in
length and width in the directions parallel and perpendicular
to the lenticules and are disposed substantially near the opti-
cal axes of the lenticules such that the light exits the lightguide
through the apertures and exits the light emitting device
within an angular FWHM of less that 70 degrees in at least
one output plane.

In another embodiment of this invention, the first light
transmitting layer has a diffuse reflectance measured in the
d/8 geometry with the specular component included of
greater than 70%. In another embodiment of this invention,
the light blocking region is a light reflection region and the
diffuse reflectance of the light reflecting region, DR, is greater
than 70% as calculated by

DR DRT
~ (1-ART)

where DRT is the total diffuse reflectance of the light trans-
mitting layer measured in the d/8 geometry with the specular
component included and ART is the percentage area ratio of
the total of the light blocking and light transmitting regions
that is occupied by the light transmitting region.

In another embodiment of this invention, the first light
blocking regions absorb light and the diffuse reflectance of
the light transmitting layer measured in the d/8 geometry with
the specular component included is less than 20%. In one
embodiment of this invention, the first light blocking regions
are light absorbing regions and the light transmitting layer
further comprises light reflecting regions disposed substan-
tially in-between the light absorbing regions and the input
surface. In one embodiment of this invention, the light reflect-
ing regions comprise a volumetric anisotropic light scattering
element.

In a further embodiment of this invention, the pitch of the
first group of lenticular elements is equal to the pitch of the
second group of lenticular elements and the width of the first
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light transmitting regions is not equal to the width of the
second light transmitting regions in a first direction orthogo-
nal to the first optical axes.

In a further embodiment of this invention, a fixture com-
prises a light filtering directional control element comprising
the light output surface of the light emitting device, an optical
lightguide, and a white diffusely reflecting film opposite the
light output side of the lightguide.

In one embodiment of this invention the light filtering
directional control element comprises: an input surface; an
output surface; first light transmitting regions; first light
blocking regions; lenticular elements formed in a first light
transmitting material; a first group of lenticular elements with
first lenticular apexes and first optical axes; a light transmit-
ting layer disposed in an optical path between the input sur-
face and the first group of lenticular elements comprising the
first light blocking regions disposed in-between the first light
transmitting regions; a first angle gamma, defined as the angle
between the line formed between the apexes of the first group
of lenticular elements and the center of the light transmitting
regions and the optical axes of the first group of lenticular
elements; a lightguide comprising light extraction features
disposed to receive light from the input surface and transmit
light to the first light transmitting layer; wherein the first
group of light blocking regions are disposed to intersect the
optical axes of the first group of lenticular elements and
gamma is greater than 5 degrees. In a further embodiment of
this invention, a light emitting device comprises the light
filtering directional control element of the previous embodi-
ment with a peak angle of illuminance greater than 0 degrees
from the light output surface.

In a further embodiment of this invention, a light emitting
device comprises a light filtering directional control element
and a luminaire device disclosed in an embodiment of U.S.
Pat. No. 5,594,830, the contents of which are incorporated by
reference herein.

LFDCE—Light Transmitting Layer

In one embodiment of this invention, a LFDCE comprises
a light transmitting layer disposed between lenticular ele-
ments and a first input surface. The light transmitting region
may comprise light blocking regions and light transmitting
regions. The light blocking regions may be light absorbing,
light reflecting, partially light absorbing, partially light
reflecting or a combination thereof. The light transmitting
layer may comprise a light blocking region comprising a light
absorbing region disposed between a light reflecting region
and the lenticular elements. The light reflecting regions may
be diffusely reflective or specularly reflective and the light
transmitting regions may be specularly transmitting or dif-
fusely transmitting. A light absorbing region or light blocking
region, as used herein, may include a region that absorbs a
first portion of light and transmits or reflects a second portion
of light. A light reflecting or light blocking region, as used
herein, may include a region that reflects a first portion of light
and transmits or absorbs a second portion of light.
LFDCE—Light Transmitting Regions

The light transmitting regions permit light from a specific
spatial region to be transmitted through to the lenticular lens
array. In order to provide a light filtering directional control
element with high light throughput efficiency, a sufficient
amount of light must be able to be transmitted through the
light transmissive regions. In one embodiment of this inven-
tion, the total luminous transmittance of the clear light trans-
mitting regions measured according to ASTM D1003 before
the application of the light blocking regions is at least one of
50%, 70%, 80%, 85%, 90%, 95% when measured with the
incident light passing through the lenticular lens before the
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transmissive aperture region. In one embodiment of this
invention, the aperture region is diffusely transmissive such
that the light is diffused as it passes through the aperture
region. In one embodiment of this invention, the haze of the of
the clear aperture regions measured according to ASTM
D1003 with a BYK Gardner Hazemeter before the applica-
tion of the light blocking regions is at least one of 5%, 10%,
20%, 50%, 80%, 90%, or 99% when measured with the
incident light passing through the lenticular lens before the
transmissive aperture region. In another embodiment of this
invention, the aperture region comprises an anisotropic light
scattering region. The anisotropic light scattering region
transmits and scatters light anisotropically to provide
improved uniformity and a predetermined angular light dis-
tribution performance. In a further embodiment of this inven-
tion, the asymmetry ratio of the FWHM diffusion profiles of
the anisotropic light scattering region is greater than one
selected from the group consisting of 2, 5, 10, 30, 50, and 60.

The width of the light transmitting region is selected to
provide a predetermined light output angular profile while
maintaining a sufficient level light filtering and light trans-
mission through the light filtering collimating lens. The fill
factor is defined as the ratio of the light transmitting region
width to the width of the light absorbing or reflecting region
between the apertures along a first axis parallel to the array of
lenticules. In order for the light filtering collimating lens to
provide a high degree of collimation, the Collimation Factor,
CF, should be sufficiently high assuming a constant focal
point, lens shape and refractive index. The Collimation Factor
is arelational metric used to compare the ability of a lenticular
lens array to collimate light from a specific light transmitting
region assuming a constant lenticule curvature and focal dis-
tance. The Collimation Factor is defined as the ratio of the
pitch of the lenticular lens P1, to the aperture width, Al, or
P1/A1. In one embodiment of this invention, the pitch of the
lenticular lens is approximately 187 um, the aperture width of
the light transmitting region is 25 pm and the linewidth of'the
light absorbing (or reflecting) region is 162 um and the CF is
6.5. In one embodiment of this invention, the CF is greater
than one element selected from the group consisting of 1.5, 3,
5,6, 8 and 10.

The location of the aperture in relation to the lenticular lens
elements or arrays determines the directionality of the output
light. In one embodiment of this invention, the aperture is
centered along the optical axis of the lenticules in an optical
element. In another embodiment of this invention, the light
output distribution is off-axis and is defined by an angle, y1,
defined from the apex of the lenticule to the center of the
apertures and measured from the normal of the substantially
planar optical element. In one embodiment of this invention,
the angle v1 is greater than one angle selected from the group
comprising 5°, 10°, 15°,20° 30° and 40°. In one embodiment
of this invention, a light emitting device comprises a light
filtering directional control element wherein v1 is greater than
5 degrees and the angle of peak intensity of light output from
the light emitting device is at an angle 61 measured from a
normal to the light output surface of the light emitting device
where 01 is greater than 0 degrees. In another embodiment of
this invention, 01 is greater than 5 degrees and the light
emitting device is a wall-washing type light fixture wherein
less light is directed into the room directly and more light is
directed onto the wall than is the case when 61=0 degrees. In
one embodiment of this invention, the light filtering direc-
tional control element (or light emitting device comprising
the same) has a positive far-field focus greater than a first
linear dimension of the light output surface. In one embodi-
ment of this invention, the light filtering directional control
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(or light emitting device comprising the same) has a positive
far-field focus less than a first linear dimension of the light
output surface. As used herein, far-field refers to the distance
from the light emitting device light output surface that is
greater than at least 10 times the separation of the smallest
separation between the lenticular elements. In a further
embodiment of this invention, the aperture is located substan-
tially near the midpoint between the lenticules. In this
embodiment, upon wide angle input illumination, the light
filtering directional control element produces a twin-lobe
output with two maximums intensities. In a further embodi-
ment of this invention, the angular intensity profile resembles
that of a batwing light distribution such as commonly desired
for in a light fixture to provide a uniform illuminance distri-
bution.

In one embodiment of this invention, the angular light
output profile of the light filtering directional control element
or light emitting device is controlled by spatially varying at
least one of the size, shape, pitch, and transmittance of the
light transmitting apertures. By having regions, with wider
apertures, for example, the light output from that region will
have a lower degree of collimation and higher flux output
through less recycling. This technique may be used to spa-
tially adjust the uniformity of light emitting device. In one
embodiment, an edge-illuminated light emitting device com-
prises a light filtering directional control element wherein the
aperture width increases in the region the further the distance
from light source lightguide entrance edge. In this embodi-
ment, the method used to create the linewidths of at least one
of'the light blocking, light reflecting, light absorbing, or light
transmitting regions can be used to improve the spatial lumi-
nance uniformity of the light emitting device. Additionally,
the angular output in different regions may be controlled
more easily by increasing the aperture width in some regions
and reducing the aperture width along at least one axis in
order to provide a light emitting device with a precisely tai-
lored output profile. In one embodiment of this invention, the
angular output in different spatial regions is varied by adjust-
ing the locations of the apertures or light transmitting regions
in a first direction in a first plane relative to the optical axes of
the corresponding lenticular elements where the first plane is
perpendicular to the optical axes.

In one embodiment, the angular output from a light emit-
ting device or optical element is modified in one or more
regions by converting it to a spatial adjustment in the printing,
transfer, exposure, etc. method used to create the size or
location of lines, patterns circular holes, etc. and thus aper-
tures. In another embodiment of this invention, at least one of
the linewidth and location relative to the optical axis of its
respective lenticule of the light transmitting region varies
along a direction parallel to the lenticular array to provide a
focusing or concentrating affect to the light output profile. As
discussed herein, by shifting the light transmitting region to
one side of the axis of a lenticule, light can be directed
off-axis. By shifting the light transmitting regions spatially in
two opposite regions in away from each other in different
areas of a light emitting device, the light exiting the lenticules
from those corresponding regions can be directed toward a
specific location off-axis at an angle theta, thus essentially
creating a positive focal point for the light output. In the case
where the light transmitting regions move closer towards each
other, the light output from the corresponding lenticular lens
array regions diverges relative to each other, thus creating a
type of negative, or virtual focus.

In one embodiment of this invention a light filtering direc-
tional control element comprises an input surface, an output
surface, first light transmitting regions, first light blocking
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regions, a first group of lenticular elements formed in a first
light transmitting material with first lenticular apexes and first
optical axes, a light transmitting layer disposed in an optical
path between the input surface and the first group of lenticular
elements comprising the first light blocking regions disposed
in-between the first light transmitting regions, a first angle v,
defined as the angle between the line formed between the
apexes of the first group of lenticular elements and the center
of the light transmitting regions and the optical axes of the
first group of lenticular elements wherein the first group of
light blocking regions are disposed to intersect the optical
axes of the first group of lenticular elements and y is greater
than 5 degrees, a second group of lenticular elements formed
in the first transmitting material with second lenticular apexes
and second optical axes, and further comprises: a second light
blocking regions disposed in the first light transmitting layer,
second light transmitting regions disposed in the first light
transmitting layer and in-between the second light blocking
regions, a second angle 81, defined as the angle between the
line formed between the apexes of the second group of len-
ticular elements and the center of the second light transmit-
ting regions and the second optical axes of the second group
of lenticular elements, wherein y is not equal to d1. In one
embodiment of this invention, the optical element comprises
a lenticular element with different groups of light transmit-
ting regions that vary in their location with respect to the
corresponding optical axes of the lenticular elements. By
varying the relative locations of the light transmitting aper-
tures, the far-field angular light output can be controlled to
provide a far-field focal point and off-axis directionality.

In one embodiment of this invention, a substantially planar
light emitting device comprises a light filtering direction con-
trol element with a positive focal distance. In one embodi-
ment of this invention, a substantially planar light emitting
device comprises a light filtering direction control element
with a negative focal distance. A positive or negative focal
distance can be used in a light emitting device to provide
increased control over the light output and can be used to
concentrate or further spread out light within one or more
output planes.

In one embodiment of this invention, the angular light
output profile of the light filtering directional control element
or light emitting device comprising the same is controlled by
spatially varying at least one of the size, shape, pitch, and
transmittance ofthe lenticular elements and/or the light trans-
mitting regions.

LFDCE—Light Reflective Region

In one embodiment of this invention, light reflecting
regions are disposed substantially in-between the light trans-
mitting aperture regions in a light filtering directional control
element. The reflective regions may be diffusely reflective or
specularly reflective and the diffusely reflective profile may
be symmetric or anisotropic. Typically in light fixtures, the
light reaching the optical elements arrives from a wide range
of angles and therefore, the diffuse luminance reflectance
measured in a d/8 geometry (shortened here to diffuse reflec-
tance) is a more representative measurement of the reflec-
tance from the component in a light fixture application than 1
minus the specular transmittance such as defined and some-
times measured according to the ASTM D1003 standard. The
diffuse reflectance of an element, region, or combination of
regions can be measured placing the element or region(s) over
an aperture of a “dark box” wherein the interior is filled with
light absorbing material such as a black felt and measuring the
diffuse reflectance (specular component included) of the ele-
ment using a Minolta CM-508d diffuse reflectance meter.
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A diffusely reflecting region as defined herein is one
wherein 532 nm laser light with a divergence less than 10
milliradians incident upon the region reflects with a larger
angular intensity diffusion profile such that the FWHM of the
diffuse reflecting intensity profile is greater than 2 degrees
within at least one plane of reflection. In one embodiment of
this invention, the diffusely reflecting region anisotropically
reflects light such that the angular FWHM of the reflected
intensity profile is higher in a first reflectance output plane
than a second reflectance output plane orthogonal to the first.
In one embodiment of this invention, a light filtering direc-
tional control element comprises light reflecting regions of an
anisotropically reflecting diffuser with a FWHM diffusion
profile of at least 5 degrees within a first reflecting plane and
an asymmetry ratio of greater than 1. In this embodiment, the
light transmitting apertures are disposed between the aniso-
tropic light scattering regions. In another embodiment of this
invention, a light filtering collimating lens comprises light
reflecting regions of an anisotropically reflecting diffuser
with a FWHM diffusion intensity profile of at least 5 degrees
within a first reflecting output plane and an asymmetry ratio
of greater than 1 wherein the diffusely reflecting output plane
with the larger FWHM angular intensity diffusion profile is
oriented perpendicular to the lenticules in the lenticular lens
array. In this embodiment, the light reflected from the aniso-
tropically reflecting regions is more efficiently directed angu-
larly toward the clear apertures wherein more light may pass
through the light transmitting apertures than in the case of a
symmetrically diffusing light reflecting region wherein light
is additionally diffused in a direction parallel to the lenticules
and parallel to the diffusely reflecting region. In the case of
the symmetrically diffusing light reflecting region, light scat-
tering parallel to the reflecting regions will require signifi-
cantly more reflections in order to exit through the light
transmitting apertures. These multiple reflections cause more
of the light to be absorbed within the materials.

In one embodiment of this invention, a light filtering direc-
tional control element comprises a substantially diffusely
reflecting region. In a further embodiment of this invention, a
light emitting device comprises a light filtering directional
control element with substantially transparent regions dis-
posed between light reflecting regions wherein the diffuse
reflectance of the light filtering directional control element is
greater than one selected from the group consisting of 40%,
50%, 60%, 70%, 80%, 90%, and 95% when measured with
diffusely incident light on the side of the lenticular lens array
comprising the light reflecting region.

The light transmitting regions can reflect a portion of the
incident light in a specular, symmetrically diffuse, or aniso-
tropic scattering reflecting profile. In light filtering direc-
tional control elements comprising light reflecting regions
and light transmitting regions which are partially transmitting
and partially reflecting, the reflectance from the combination
will increase the luminance and color uniformity when used
in a light emitting device. In one embodiment of this inven-
tion, a light emitting device comprises a light filtering direc-
tional control element with partially transparent regions dis-
posed between diffusely reflecting regions wherein the
diffuse reflectance of the combination of the light reflecting
region and the light transmitting region is greater than one
selected from the group consisting of 40%, 50%, 60%, 70%,
80%, 90%, and 95%. In one embodiment of this invention, a
light emitting device comprises a light filtering directional
control element with light transmitting regions disposed
between light reflecting regions wherein the light transmit-
ting regions have a diffuse reflectance greater than 10% and
the diftuse reflectance of the combination of the light reflect-
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ing region and the light transmitting apertures is greater than
80%. In this embodiment, more light is recycled than in the
case of substantially transparent or low reflectance light trans-
mitting regions and therefore the luminance and color unifor-
mity of a light emitting device incorporating the element is
improved while still providing a sufficient amount of light to
pass through the apertures and exit the light emitting device.
In a further embodiment of this invention, a light emitting
device comprises a light filtering directional control element
with a lenticular lens array and light reflecting regions dis-
posed in-between light transmitting regions wherein the light
transmitting regions contain asymmetric particles and the
reflected light from the light transmitting region is reflected
anisotropically and the diffuse reflectance of the light trans-
mitting region is greater than 10% and less than 80%.

In another embodiment of this invention, a light emitting
device comprises a light filtering directional control element
comprising a lenticular lens array and light transmitting
regions disposed between light reflecting regions wherein the
diffuse reflectance of the light reflecting region and the light
transmitting region is greater than one selected from the
group consisting of 40%, 50%, 60%, 70%, 80%, 90%, and
95%.

In light filtering directional control elements which have
light transmitting regions made of substantially transparent
material where the total luminous transmittance is greater
than approximately 92% (including Fresnel reflections), the
diffuse reflectance of the light reflecting regions disposed
between the light transmitting regions can be calculated. The
diftuse reflectance of the light reflecting region DR, , can be
calculated by dividing the diffuse reflectance of the total of
both regions (DR,) by the area ratio of the light reflecting
region, 1-AR ,where AR ,is the percentage of area of the total
region occupied by the light transmitting region and thus the
diftuse reflectance of the light reflecting region, DR, ;=DR/
(1-AR). In another embodiment of this invention, a light
emitting device comprises a light filtering directional control
element which comprises a lenticular lens array and light
transmitting regions disposed between light reflecting
regions wherein the diffuse reflectance of the light reflecting
regions is greater than one selected from the group consisting
ot 80%, 90%, and 95% as measured by the aforementioned
method.

In one embodiment of this invention, the diffuse reflec-
tance of the diffusely reflecting regions is less than 95% such
that more than 5% of the light is transmitted through the
diffusely reflecting regions. By increasing the light transmit-
tance (lowering the diffuse reflectance), light is transmitted at
the higher angles from the normal in addition to the light
passing through the clear apertures which is more collimated.
The light transmitting through the diffuse regions will lower
the moiré contrast between the light filtering directional con-
trol element and another optical element in the system. In one
embodiment of this invention, the light output profile of a
light emitting device comprising a light filtering directional
control element has a softer angular cut-off due to the dif-
fusely reflecting regions having a light transmittance greater
than 5%. In a further embodiment of this invention, the light
output profile of a light emitting device comprising a light
filtering directional control element comprising reflecting
regions having a light transmittance greater than 5% has an
angular output region with a slope of less than one selected
from the group of 10% per degree, 5% per degree, 2% per
degree, and 1% per degree where the % drop refers to the
percentage of the intensity relative to the peak intensity in the
angular region between the peak intensity and the angular
points at 10% intensity within at least one output plane.
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LFDCE—Mirror Mode

In a further embodiment of this invention, a light emitting
device comprises a light filtering direction control element
comprising a specularly reflecting region wherein the light
emitting device has specularly reflective properties similar to
a mirror in at least one of a spatial region, angular region, and
period of time (switchable to a mirror mode). In one embodi-
ment of this invention, the specularly reflecting region allows
the light emitting device to serve as a mirror when the light
emitting device is off and the light filtering directional control
element serves to recycle and provided increased uniformity
in a small form factor (reduced total thickness of the light
emitting device) as well as reducing the angular output of
light such that the output light is more collimated. In a further
embodiment of this invention, a light emitting device com-
prises a light filtering directional control element with a
specularly reflective region wherein the fill factor of the
specularly reflective region is greater than 50% area such that
the display can be used as a mirror as well as a light emitting
device simultaneously. This can allow the elimination of
shadows on a mirror viewer’s face and can reduce the form
factor by not needing an additional, separate light source near
one or more of the edges, and can also assist portability. In a
further embodiment of this invention, a lighted mirror com-
prises a light filtering directional control element comprising
a lenticular lens array, a specularly reflecting region and light
transmitting regions between the linear arrays of the light
reflecting regions such that the fill factor of the specularly
reflecting regions is greater than 75%. In a further embodi-
ment, the width of the light transmitting apertures is less than
100 microns such that the individual bright lines are not
readily discernable when emitting light.

In a further embodiment, the light emitting device with a
mirror mode further comprises red, green, and blue LED’s
such that the color of the light output can be adjusted to match
a desired illumination color (such as fluorescent office lights,
halogen lights, or daylight or a cloudy day). This is useful for
a user to discern their appearance (makeup, clothes, etc.) in
the expected illuminant color for the day. The intensity may
also be adjusted such that the brightness is at a pleasing level.
By being able to illuminate the viewer at an angle closer to or
at the normal to the mirror, fewer or no shadows are visible in
contrast to light disposed along the edges of a mirror. In a
further embodiment, the regions corresponding to the viewers
eyes has reduced light transmission by at least one of increas-
ing the width of the light reflecting lines and reducing the
transmission of the light transmitting apertures. In a further
embodiment of this light emitting device with a mirror mode,
the light output is collimated to an angular width of less than
15 degree FWHM in at least two orthogonal planes such that
less of the light output in the regions distant from the viewers
eyes will not reach their eyes and result in glare when viewing
in the mirror mode.

LFDCE—Light Blocking and Light Transmitting Region

In one embodiment of this invention, the light filtering
directional control element comprises light absorbing and
light transmitting regions disposed in a light transmitting
layer substantially in-between light transmitting apertures or
regions. Some methods of manufacturing limit the diffuse
reflectance of a light reflecting regions (such as in the case of
a mostly reflecting, partially transmitting light reflecting
region) to less than 90%. The light transmitted through the
reflective regions is less collimated in some configurations
and as a result the angular spread of light may be larger than
desired. In one embodiment of this invention, a light absorb-
ing region is disposed between the lenticules and the light
reflecting region, and substantially over the light reflecting
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regions. In this embodiment, the light absorbing regions will
absorb a substantial amount of residual light transmitted
through the light reflecting regions. In another embodiment of
this invention, the light reflecting layers reflect a portion of
incident light such that the uniformity of the incident light
pattern is increased without absorbing a significant amount of
light that would prohibit recycling and increase light output.

In a further embodiment of this invention, a light emitting
device comprising a light filtering directional control element
with a light absorbing region disposed between the lenticules
and a light reflecting region has a diffuse reflectance mea-
sured from the light exiting surface of the light emitting
device of less than one selected from the group of 80%, 60%,
40% 30%, 20%, 10% and 5%. In a further embodiment of this
invention, a light emitting device comprising a light filtering
collimating lens has a diffuse reflectance of less than 20% and
appears substantially black when viewed in a first angular
range in the off-state and the on-state. In some applications, it
is desirable to minimize ambient light reflections (in the on,
off or both states) from the light fixture such as in movie
theaters, airplane cockpits, etc. By employing a light absorb-
ing region along with a light reflecting region, the recycling
due to the light reflecting region and the light transmitting
apertures provides the increased efficiency, uniformity and
angular control, while the light absorbing regions provide
reduced ambient light reflections and lower transmittance
above the light reflecting regions which can reduce light
levels in the predetermined angular range.

Light emitting devices with high efficiencies may often
appear non-white such as silver or gray. This can occur
because optical elements such as diffusers with high forward
light transmission for efficiently directing light from inside
the fixture to the appropriate angles and uniformity profiles
outside of the fixture do not reflect ambient light. By not
reflecting ambient light, the fixtures, when not turned on,
often have a gray or silver appearance depending on the
remaining optical elements within the fixture. In one embodi-
ment of this invention, a light emitting device has a sufficient
diffuse luminous reflectance of ambient light while maintain-
ing a high luminous transmittance of light from the light
filtering collimating lens. The diffuse reflectance of the light
emitting device can be measured in a (d/8 geometry) using a
Minolta CM-508d with the specular component included and
measuring the reflectance from the light exiting surface on the
light exiting side. The forward luminous transmittance of the
light filtering directional control element used in a light emit-
ting device can be measured by according to ASTM D1003
measured with the light incident on the diffuse reflecting side
of the light filtering directional control element. In one
embodiment of this invention, a light filtering directional
control element has a diffuse reflectance measured on the
light exiting surface of greater than 30% and a forward lumi-
nous transmittance of greater than 50%. In another embodi-
ment of this invention, a light filtering directional control
element has a diffuse reflectance measured on the light exit-
ing surface of greater than 20% and a forward luminous
transmittance of greater than 40%. In another embodiment of
this invention, the optical system efficiency of a light emitting
device incorporating a light filtering directional control ele-
ment is greater than 60% as measured comparing the light
source flux output and the flux output of a light emitting
device incorporating the same light source in a sufficiently
large integrating sphere according to IES LM-79-80 standard.

In another embodiment of this invention, the reflected color
of the light emitting device output surface sufficiently
matches that of the housing. In some environments, it is
desirable to match the color of the light emitting device hous-
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ing to the light emitting surface. Normally, this is difficult to
achieve without introducing a light absorbing filter into the
path which significantly reduces the output luminous flux of
the fixture. In one embodiment of this invention, a light emit-
ting device comprises a light filtering collimating lens with a
light absorbing region disposed between a lenticular lens
array and a light reflecting region wherein the light absorbing
region has a color difference from a region of the light emit-
ting device housing of Au'v' of less than 0.1 on the 1976 u', v'
Uniform Chromaticity Scale as described in VESA Flat Panel
Display Measurements Standard version 2.0, Jun. 1, 2001
(Appendix 201, page 249) and measured with a Minolta
CM-508d spectrometer under d/8 conditions, specular com-
ponent included. In another embodiment of this invention, a
light emitting device comprising a light filtering directional
control element has a color difference Au'v' of less than 0.04
between at least one region of the light emitting surface and at
least one region of the housing. In another embodiment of this
invention, a light emitting device comprises a light filtering
directional control element wherein the difference between
the diffuse reflectance of at least one region of the light
emitting surface and at least one region of the housing is less
than 20%. In a further embodiment of this invention, a light
emitting device comprises a light filtering directional control
element wherein the difference between the diffuse reflec-
tance of at least one region of the light emitting surface and at
least one region of the housing is less than 10%. In a further
embodiment of this invention, a light emitting device com-
prises a light filtering directional control element wherein the
difference between the diffuse reflectance of at least one
region of the light emitting output surface and at least one
region of the housing is less than 20% and the color difference
Au'v'is less than 0.2. In one embodiment of this invention, the
difference (Au'v') between the integrated light output color of
a light emitting device and the average color of the output
surface when viewed at an angle greater than 10 degrees from
the peak output angle is greater than 0.01 when emitting light.
In a further embodiment of this invention, the difference
(Au'v") between the integrated light output color of a light
emitting device when emitting light and the average color of
the output surface when the light emitting device is not emit-
ting light and is illuminated by a standard illuminant A when
viewed at a first angle is greater than 0.01. In one embodiment
of this invention, the light emitting device is a sign, display,
information device, or mirror which emits light of a first color
when turned on and the output surface has a second color (or
mirrored look or information content) when turned off or
viewed from a second angle where the color difference (Au'v')
between the first and second colors is greater than 0.01.

In a further embodiment of this invention, the view of the
surface of the light emitting device comprising a light filtering
directional control element has information bearing content
such as graphics, text, icons, indicia, etc. In one embodiment,
the information is visible outside of the illumination angles.
In one embodiment, the light absorbing regions vary in
absorption such that at least one of the ambient reflected light
or transmitted light exiting the light emitting device carries
information in the form of text, graphics, icons or other indi-
cia. In one embodiment of this invention, the light emitting
device also functions as a sign. In one embodiment of this
invention, the light emitting device is an exit sign wherein the
sign can efficiently be read when the light source is off due to
diffuse reflectance from the light reflecting region. In one
embodiment of this invention, a light emitting device com-
prises a lenticular lens array with a striped, printed, light
reflecting region and striped light transmitting clear region
such that the light exiting the light transmitting region is
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refracted into a smaller angular range and the ambient light
reflected displays information content through reflection
from the light reflecting regions. In a further embodiment of
this invention, a light emitting device, light fixture, or light
emitting sign comprises a light absorbing information region
between a lenticular lens array and a light reflecting region.

In one embodiment of'this invention, a light filtering direc-
tional control element comprises a light absorbing region
disposed between a lenticular lens array and a light reflecting
region such that the separation between the light reflecting
region and the light absorbing region is greater than the thick-
ness of the thinner of the two regions. By spatially separating
the two regions, the angular output of the light exiting the
light filtering directional control element will have a reduced
angular width. By separating the light reflecting and light
absorbing regions they form a parallax barrier which can be
used to limit the angular output without requiring a reduction
in aperture width.

In a further embodiment of this invention, the focal point of
the lenticules is substantially near at least one of the light
absorbing region or the light reflecting region. In a further
embodiment, the focal point is substantially in-between the
light absorbing region and the light reflecting region. By
designing the substrate thickness, curvature and surface pro-
file of the lenticules such that the focal point is located at the
midpoint between the light reflecting and light absorbing
regions, the light throughput is optimized due to the angular
spread from the focal point to the light absorbing region being
equal to the angular spread from the focal point to the light
reflecting region.

In a further embodiment of this invention, the light reflect-
ing regions and the light absorbing regions are in contact with
each other such as white ink printed on a cured black ink or a
black toner transferred onto a white toner or a co-extruded
polyester film with a black light absorbing layer and a white
light reflecting layer.

LFDCE—Area Ratios

In one embodiment of this invention, the light filtering
directional control element comprises at least one of light
absorbing region with light transmitting regions and a light
reflecting region with light transmitting regions. The light
transmitting aperture ratio, ART, is the ratio of the surface
area of the light transmitting region to the total area of either
the light absorbing region or the light reflecting region plus
the area of the light transmitting region. This area ratio affects
the total optical efficiency, angular output, the spatial color
and luminance uniformity, and the angular color and illumi-
nance uniformity of the light filtering directional control ele-
ment or a light emitting device employing the same. For an
element comprising a light reflecting region, the light trans-
mitting aperture ratio, ART is defined by the equation:

Ar

ARp= —
"= Az + Ar

where AT is the area of the light transmitting region and AR
is the area of the light reflecting region. Similarly, for an
element comprising a light absorbing region, the ratio of the
surface areas is

Ar

ARp= —L
"= A, +Ar

where AT is the area of the light transmitting region and AA
is the area of the light absorbing region.
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For linear lenticular lens arrays and linear light transmit-
ting apertures, the ratio of the areas can also be determined by
the ratio of the width of the light transmitting aperture to the
pitch where the pitch is the width of the light transmitting
region plus either the width of the light absorbing region or
the light reflecting region.

Light filtering directional control elements having small
light transmitting aperture ratios will output more collimated
light (light with a smaller angular FWHM cross-section of the
intensity) within the plane perpendicular to the output surface
and parallel to the array the lenticular lenses (parallel to the
plane comprising the refraction due to the refractive lenses).
Also, light filtering directional control elements with small
light transmitting aperture ratios may filter out more spatial
light intensity irregularities (non-uniformities such as blem-
ishes) and when the element comprises a light reflecting
region, the recycling will improve the spatial color and lumi-
nance uniformity and enable more thinner optical designs of
light emitting devices.

In edge-lit light emitting devices, the light extracted near
the incident edge is often much brighter than that at the far
edge. In edge-lit LED light fixtures, the same can be true and
the regions of the lightguide corresponding to the regions
between the LED’s may less bright than the regions closer to
the LED’s. The type, size, shape, and spatial arrangement of
the light extraction features in edge-lit designs is typically
adjusted to result in more uniform output from the light emit-
ting device. Recycling films such as 90 degree prism films,
diffusers, light scattering films, and white reflective films aid
the uniformity through recycling and scattering, however, for
a given size light entrance edge, the fewer the LED’s, the
more difficult it is to create a spatially uniform light extraction
profile.

A term that can be used to measure the distance required to
mix and extract the light from the lightguide is the Luminance
Mixing Distance (LMD). For light emitting devices, it is
desirable to have a luminance uniformity of at least 70%, or
more preferably 80%. The sampled luminance uniformity is
defined as 100%*(Lmin/(L.max) where Lmin is the minimum
measured luminance and Lmax is the maximum measured
spot luminance. For use as a metric for the luminance mixing
distance, the luminance uniformity is measured in the direc-
tion parallel to the entrance edge (typically parallel to the
LED array) or in the direction perpendicular to the entrance
edge. The LMD)| is the distance measured from the entrance
edge of the lightguide to the point where the linear spatial
luminance cross-section on the output surface of the light
emitting device along direction parallel to the entrance edge
has a luminance uniformity of at least 80%. Secondary optics
on the LED’s or optical components such as reflectors, len-
ticular lens arrays and anisotropic diffusers may be used on
the entrance edge to reduce the LMD)||. The length in the plane
parallel to the entrance edge of the incident light profile which
is incident on the edge of a substantially planar lightguide is
termed Entrance Source Length (ESL). The Entrance Source
Length is defined as the maximum spatial length on the
entrance edge surface of a lightguide along a direction paral-
lel to the edge of the lightguide enclosed by the angular
FWHM of the intensity profile of the light incident on the
edge. For light emitting devices with a constant LED pitch
and constant intensity profile incident on the edge, the ESL
can be measured from the LED pitch, the angular intensity
profile from the LED (or LED plus secondary optics) and the
distance from the LED (or LED plus secondary optics) to the
edge of the lightguide. A larger ESL will have a higher lumi-
nance uniformity near the edge of the lightguide and thus the
LMD)||is reduced. In the case of a multiple-LED edge-lit light
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emitting device, the larger the spacing or pitch (PL) between
the LED’s along one edge of a light emitting device, the larger
the LMD)|| will be for a fixed optical system (same lightguide
and optical components). As a result, one metric for describ-
ing the incident light profile on the edge of a lightguide in
relationship to its affect on the uniformity is the Input Light
Ratio, ILR, defined as

Light emitting devices with a small Input Light Ratio will
require more light recycling to achieve a fixed LMD)|| than a
those with a high ILR. In cases where the LED’s are spaced
from the edge and the input profiles overlap, the ILR ratio can
be greater than 1. In the special case where a single LED is
used, the ILR is the ESL divided by the length of the dimen-
sion of the output surface substantially parallel to the entrance
edge. In one embodiment of this invention, a light emitting
device has an ILR less than one selected from the group of 1,
0.7, 0.5, 0.3, 0.2 and 0.1. In another embodiment of this
invention, a light filtering directional control element com-
prises a lenticular lens array, a light reflecting region, and a
light transmitting region wherein the ILR is less than one
selected from the group of 1, 0.7, 0.5, 0.3, 0.2 and 0.1. A
metric for evaluating the effectiveness of a light emitting
device to mix the light is the Source Adjusted Luminance
Mixing Distance (LMDJ||SA) which adjusts the LMD|| by the
Input Light Ratio and is defined as

LMD5,~LMDxILR.

A light emitting device with a high level of “fast mixing”
(mixing the light well over a short distance from the edge) has
a very low LMD, and has a higher performance value.
These high performance “fast mixing” light emitting devices
have a small LMDy, and a small ILR value and thus a very
small LMD . A light emitting device that has a large LMD,
and a small ILR or a small LMD, and a large ILR has an
average performance and medium LMDz, value. Light emit-
ting devices with a large LMD;; and a large ILR high have a
very large LMD, and poor mixing performance. In one
embodiment of this invention, a light emitting device has a
LMD, less than one selected from the group of 5 mm, 3 mm,
2 mm, and 1 mm. In another embodiment of this invention, a
light filtering directional control element comprises a lenticu-
lar lens array, a light reflecting region, and a light transmitting
region wherein the LMD, is less than one selected from the
group of 5 mm, 3 mm, 2 mm, and 1 mm.

The luminance of the light emitting device in the direction
perpendicular to the input edge will typically be very high
near the edge and fall-off the further the distance from the
edge. The luminance mixing distance of a light emitting
device in the direction perpendicular to the input edge,
LMD, is the distance measured along a line on the light
emitting surface perpendicular to the entrance edge (passing
through the midpoint of the light emitting surface in the
direction parallel to the edge) from the entrance edge of the
lightguide to the closest point at which the luminance at any
further point along the line is within 80% ofthe average ofthe
remaining points along the line. In one example, if the LED
array is on the left side of a light emitting device, then the
LMDL is the distance from the edge of the lightguide to the
first point along the middle of the light emitting device where
all other points to the right are within 80% of the average of
the remaining points to the right. Secondary optics on the
LED’s or optical components such as reflectors, lenticular
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lens arrays and anisotropic diffusers may be used on the
entrance edge to reduce the LMD.L. The length in the plane
parallel to the entrance edge of the incident light profile which
is incident on the edge of a substantially planar lightguide is
termed Entrance Source Length (ESL). The Entrance Source
Length is defined as the maximum spatial length on the
entrance edge along a direction parallel to the edge of the
lightguide enclosed by the angular FWHM of the intensity
profile of the light incident on the edge. For light emitting
devices with a constant LED pitch and constant intensity
profile incident on the edge, this can be measured from the
LED pitch, the angular intensity profile from the LED (or
LED plus secondary optics) and the distance from the LED
(or LED plus secondary optics) to the edge of the lightguide.
The location, size, spacing, shape, type, etc. of the light
extraction features will have a significant affect on the
LMDL.

A light emitting device with a high level of “fast mixing”
along a direction perpendicular to the LED array (mixing the
light uniformly across the light emitting device) has a very
high LMD.L. In one embodiment of this invention, a light
emitting device has an LMD less than one selected from the
group of 5 mm, 3 mm, 2 mm, and 1 mm. In another embodi-
ment of this invention, a light filtering directional control
element comprises a lenticular lens array, a light reflecting
region, and a light transmitting region wherein the LMD is
less than one selected from the group of 5 mm, 3 mm, 2 mm,
and 1 mm.

As disclosed above in relation to luminance uniformity,
one can also measure the performance in terms of color uni-
formity. For color uniformity, the Au'v' value is measured
between all points in the direction parallel to the entrance
edge (typically parallel to the LED array) or in the direction
perpendicular to the entrance edge. The Color Mixing Dis-
tance, CMD)is the distance measured from the entrance edge
of'the lightguide to the point where the color uniformity Au'v'
is less than 0.04 along a cross-section on the output surface of
the light emitting device along direction parallel to the
entrance edge. Similarly, the Color Mixing Distance (Source
Adjusted) is defined as

CMD;,~CMDxILR.

In one embodiment of this invention, a light emitting
device has a CMD), is less than one selected from the group
of 5 mm, 3 mm, 2 mm, and 1 mm.

In another embodiment of this invention, a light emitting
device comprises a light filtering directional control element
comprising a lenticular lens array, a light reflecting region,
and a light transmitting region wherein the CMD), is less
than one selected from the group of 5 mm, 3 mm, 2 mm, and
1 mm.

In the direction perpendicular to the entrance edge, the
Color Mixing Distance, CMDL, is the distance measured
along a line on the light emitting surface perpendicular to the
entrance edge (passing through the midpoint of the light
emitting surface in the direction parallel to the edge) from the
entrance edge of the lightguide to the closest point at which
the color uniformity Au'v' at any point further point along the
line is less than 0.1 from the remaining points along the line.
In one embodiment of this invention, a light emitting device
has a CMDLL less than one selected from the group of 5 mm,
3 mm, 2 mm, and 1 mm. In another embodiment of this
invention, a light filtering directional control element com-
prises a lenticular lens array, a light reflecting region, and a
light transmitting region wherein the CMDLL is less than one
selected from the group of 5 mm, 3 mm, 2 mm, and 1 mm.
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LFDCE—Protective Layer

In one embodiment of'this invention, a light filtering direc-
tional control element further comprises a protective layer to
protect at least one of the light reflecting or light absorbing
region from being scratched during assembly or operation.
The protective layer may be a laminated PET layer adhered
using a pressure sensitive adhesive, a protective hardcoating
such as those used in the projection screen and polarizer
industry or other protective layers or coatings known to
increase scratch resistance. In one embodiment of this inven-
tion, the protective layer also provides the spacing between
the lenticular lens array and a light collimating element.
LFDCE—Alignment

In one embodiment of this invention, a light emitting
device comprises two light filtering directional control ele-
ments wherein the lenticules are arranged substantially
orthogonal to each other. When a light emitting device com-
prises a first light filtering directional control element on the
output side of the light emitting device from a second light
filtering directional control element wherein the lenticules are
arranged substantially orthogonal to each other and the first
light filtering directional control element comprises sym-
metrically diffuse reflecting region, the reflected light will
reflectively scatter in a plane parallel to the lenticules, which
increases the angular FWHM output profile in that plane. In
applications where highly collimated light emitting device
output profiles in two orthogonal planes are desired, this
increase in the FWHM in a plane relative to the output from
the second light filtering directional control element is unde-
sirable. In one embodiment of this invention, a light emitting
device comprises a first light filtering directional control ele-
ment on the output side of the light emitting device from a
second light filtering directional control element wherein the
lenticules are arranged substantially orthogonal to each other
and the first light filtering directional control element com-
prises an anisotropically reflecting region where the major
axis of diffusion is oriented in a plane perpendicular to the
lenticules of the first light filtering directional control element
and the reflected light will reflectively scatter in a plane per-
pendicular to the lenticules and maintain the collimation in
the plane parallel to the lenticules.

Light Emitting Device Thickness

In one embodiment of this invention, the light emitting
device is a direct-lit type. In another embodiment of this
invention, the light emitting device is an edge-lit type. Edge-
lit light emitting devices can generally be made thinner than a
direct-lit type or in some cases occupy less volume when a
tapered lightguide is used. In one embodiment of this inven-
tion, the light filtering directional control element increases
the uniformity, reduces the thickness and provides increased
collimation. In one embodiment of this invention, the light
recycling and uniformity derived from the light reflecting
region and the spatial filtering from the light transmitting
region and lenticular lens array reduces the thickness of an
edge-lit light emitting device. In one embodiment of this
invention, a light emitting device comprises at least one LED
light source, a lightguide, and a light filtering directional
control element and the distance between an outer surface of
the lightguide and light output surface of the light emitting
device is less than one selected from the group of 1.5 milli-
meters, 1 millimeter and 0.5 millimeters.

In one embodiment of this invention, a light emitting
device comprises a light filtering directional control element
and the thickness of the device, t, is less than 20 millimeters
thick.

In a further embodiments, the thickness is less than 10
millimeters, 8 millimeters or 5 millimeters. In one embodi-
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ment of this invention, the light emitting device is a wall
washing light fixture comprises a first side disposed to be
coupled to a wall. In a further embodiment, the distance, L,
along a line parallel to the first side from the light emitting
device output surface to the point of peak luminance is greater
than 20 centimeters. In one embodiment, the thickness of the
light emitting device is less than 10 millimeters and the dis-
tance along the line parallel to the first side from the output
surface to the point of peak illuminance is greater than 20
centimeters. In a further embodiment, d is equal to L.

The light filtering directional control element used in one
embodiment of this invention enables the light to be direc-
tionally controlled toward a specific off-axis positive far-field
focal point and have a point of peak illuminance relative to the
output surface that results in a more uniform illuminance
distribution upon a surface such as a wall at an angle to the
output surface of the light emitting device. In one embodi-
ments of this invention, the light filtering directional control
element permits the thickness of the light emitting device
relative to the width of the device to be reduced. In another
embodiment of this invention, the thickness of the light emit-
ting device comprising a light filtering directional control
element. can be reduced relative to the distance, L. In a further
embodiment of this invention, the light emitting device has a
width, w, such that

w w w
—>5o0r —>100or — >20.
1 1 1

In a further embodiment of this invention

L L L L
—>5o0r —>10o0r — >20 or — > 50.
1 1 1 1

Other Films and Components

In one embodiment of this invention, a light emitting
device comprises a light filtering directional control element
which comprises a lenticular lens array, at least one of a light
absorbing or light reflecting region, and a lightguide designed
to direct light along a direction such that the light can effec-
tively be outcoupled from the lightguide spatially such that
the uniformity of the light exiting the element is improved
when illuminated from the edge. In one embodiment of this
invention, a light filtering directional control element com-
prises a lenticular lens array optically coupled to at least one
of'a light reflecting region with light transmitting apertures or
a light absorbing region with light transmitting apertures,
where one region is optically coupled to a lightguide.

One or more elements or films within the light emitting
device or light filtering directional control element may be
combined by using adhesives (such as pressure sensitive
adhesives), thermally bonding, co-extrusion, insert molding,
and other techniques known to combine two polymeric films
or elements. In one embodiment of this invention, a light
filtering directional control element, lenticular lens, or light
redirecting element comprises an element with surface relief
structures of'a first material with a first refractive index ns that
is at least one of a lenticular lens array and light collimating
element wherein the element is physically coupled to second
optical element by using second material with a second
refractive index nc such that ns—nc>0.01. In this embodiment,
the lenticular lens or light redirecting element can be physi-
cally coupled to another element while still retaining a level
of refraction or reflection. In another embodiment, the value
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ns—nc is greater than one selected from the group of 0.05, 0.1,
0.2, 0.4 or 0.5. In one embodiment of this invention, at least
one of the lightguide, the light filtering directional control
element, the lenticular lens array, light redirecting element, or
volumetric light scattering element comprises a high refrac-
tive index UV curable material such as known in the optical
film industry and described in U.S. Pat. Nos. 6,107,364,
6,355,754, 6,359,170, 6,533,959, 6,541,591, 6,953,623 and
international patent application number PCT/GB2004/
000667, the contents of each are incorporated by reference
herein.

In one embodiment of this invention, a light emitting
device comprises a light source, a lightguide and further
comprises at least one additional coating or film selected from
anti-reflection coating, anti-glare coating, capping layers,
capping layers designed to protect metal metallic layers from
oxidization or from other compounds such as adhesives,
adhesives, glues, reflective films, tinted films, protective
films, graphic films, patterned films, tinted films, colored or
tinted coating, light scattering coating or film, hard coating or
film comprising a hardcoating, housing element, decorative
films, support lenses, metallic support baskets, glass compo-
nents, light transmitting components, housing or element to
hold more than one component together, element to enable
rotation or translation of one or more elements relative to the
other and other components known to be usable within a light
fixture in the lighting industry and a backlight in the display
industry orknown to be usable in other light emitting devices.

In another embodiment of this invention a light emitting
device comprises a lightguide and at least one additional
collimating element such as a 90 degree apex angle prismatic
film. In one embodiment of this invention, pre-conditioning
the light incident on the light filtering collimating element,
transmits more light and the FWHM angular output angles of
the light emitting device along one or more output planes is
reduced relative to a light emitting device comprising just the
light recycling directional control element. In one embodi-
ment of this invention, a light emitting device comprises two
crossed 90 degree prismatic collimating films and a optical
composite such that the angular width of the FWHM intensity
profile within one output plane is less that 15 degrees. In a
additional embodiment of this invention, a light emitting
device comprises two crossed 90 degree prismatic collimat-
ing films and a optical composite such that the angular width
of'the FWHM intensity profile within one output plane is less
that 10 degrees. In another embodiment of this invention, a
light emitting device comprises two crossed 90 degree pris-
matic collimating films and a optical composite such that the
FWHM along one output plane is less than 8 degrees. In
another embodiment of this invention, a light emitting device
comprises a light filtering collimating element, a first 90
degree prismatic collimating film and a second 90 degree
prismatic film providing brightness enhancement with aniso-
tropic light scattering phase domains dispersed within the
substrate as describe in U.S. patent application Ser. No.
11/679,628, the contents of which is incorporated herein by
reference. In this embodiment, the angular width of the
FWHM intensity profile within one output plane is less than
one selected from the group of 8 degrees, 10 degrees, 15
degrees or 20 degrees. In another embodiment of this inven-
tion, a light emitting device comprises a 90 degree prismatic
collimating film disposed above an optical composite
wherein the prisms are oriented substantially orthogonal to
the lenticules and further comprises a second 90 degree pris-
matic film disposed on the opposite side of the optical com-
posite providing brightness and uniformity enhancement
with anisotropic light scattering phase domains dispersed
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within the substrate and a lightguide and at least one light
emitting diode. In one embodiment of this invention, the use
of at least one brightness enhancing or collimating film along
with a optical composite which comprises a light absorbing
region permits more light to pass through the optical compos-
ite due to the more highly collimated incident light profile
upon the light recycling directional control element. In one
embodiment of this invention, a light emitting device com-
prises at least one collimating film selected from the group of
BEF, BEF II, BEF 111, TBEF, BEF-RP, BEFII 90/24, BEF 1I
90/50, DBEF-MF1-650, DBEF-MF2-470, BEFRP2-RC,
TBEF2 T 62i 90/24, TBEF2 M 65i 90/24, NBEF, NBEF M,
Thick RBEF, WBEF-520, WBEF-818, OLF-KR-1, and
3637T OLF Transport sold by 3M, PORTGRAM V7 sold by
Dai Nippon Printing Co., Ltd., LUMTHRU that sold by
Sumitomo Chemical Co., Ltd. and ESTINAWAVE W518 and
W425 DI sold by Sekisui Chemical Co., Ltd.

The light emitting device may also comprise an optical
composite and a light re-directing component that re-directs a
substantially portion of the light into an off-axis orientation.
In one embodiment of this invention, a light emitting device
comprises a optical composite and a non-symmetrical pris-
matic film such as a Image Directing Film (IDF or IDFII) or
Transmissive Right Angle Film (TRAF or TRAFII) sold by
3M. In one embodiment of this invention, a light emitting
device comprises a optical composite and a non-symmetrical
prismatic film. In one embodiment of this invention, a light
emitting device comprises an optical composite and a sym-
metrical prismatic film to re-distribute the light symmetri-
cally about an axis such as a prismatic film with a 60 degree
apex angle with the prisms oriented toward the output surface.
In other embodiment of this invention, a light emitting device
comprises a lenticular lens array, a light reflecting region,
light transmitting regions, and a linear prism film with an apex
angle between 45 degrees and 75 degrees where the substrate
of'the linear prism film is coupled directly or through another
layer to the light reflecting regions with the prisms oriented
away from the lenticules. In another embodiment of this
invention, the linear prism film is a “reverse prism film” such
as sold by Mitsubishi Rayon Co., Ltd. under the trade names
of DIA ART H150, H210, P150 and P210, or is a prismatic
film of a similar type as disclosed in the embodiments within
U.S. Pat. Nos. 6,545,827, 6,151,169, 6,746,130, and 5,126,
882, the contents of which are incorporated by reference
herein.

In one embodiment of this invention, a light emitting
device comprises an LED array on a flexible circuit disposed
in a circular or arc shape in proximity to a lightguide within an
optical composite or as a separate component from the light
recycling directional control element. In one embodiment of
this invention, a light emitting device comprises a circular
array of LED’s on flexible circuit such that the light from the
LED’s is directed inward toward the center of a circular
disc-shaped lightguide comprising light extraction elements
of at least one type selected from the group of embossed
features, laser-ablated features, stamped features, inked sur-
face patterns, injection molded features, etched surface pat-
terns, sand or glass-blasted micro-patterns, uv cured emboss-
ing patterns, dispersed phase particle scattering, scattering
from region comprising beads, fibers or light scattering or
diffracting shapes or other surface relief pattern. In one
embodiment of this invention, the light emitting device in the
previous embodiment further comprises a light recycling
directional control element. In this embodiment, the light
emitting device illuminates a circular display.

One or more elements or films within the light emitting
device or optical composite may be combined by using adhe-
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sives (such as pressure sensitive adhesives), thermally bond-
ing, co-extrusion, insert molding, and other techniques
known to combine two polymeric films or elements. In one
embodiment of this invention, a optical composite comprises
an element with surface relief structures of a first material
with a first refractive index n, that is at least one of a lenticular
lens array and light collimating element wherein the element
is physically coupled to second optical element by using
second material with a second refractive index n_ such that
n,~n_>0.01. In this embodiment, the lenticular lens array or
collimating element can be physically coupled to another
element while still retaining a level of refraction or reflection.
In another embodiment, the value nn, is greater than one
selected from the group of 0.05, 0.1, 0.2, 0.4 or 0.5. In one
embodiment, the lenticular lens array or collimating element
is made of a high refractive index UV curable material (such
as known in the optical film industry and described in U.S.
Pat. Nos. 6,107,364, 6,355,754, 6,359,170, 6,533,959, 6,541,
591, 6,953,623 and international patent application PCT/
GB2004/000667, the contents of each are incorporated by
reference herein.

Light Transmitting Material Composition

In an embodiment of this invention, at least one of the
lightguide, optical film or element, light scattering element,
light redirecting optical element, light filtering directional
control element, light scattering lens, protective lens, hous-
ing, mounting element, thermal transfer element, volumetric
light scattering element comprises a light transmitting mate-
rial.

In one embodiment of this invention, the light transmitting
material is a polymer or a polymer blend or alloy material
comprising multiple polymers, glass, rubbers, or other mate-
rials. Each material may be a single phase or multiple phase
material. In another embodiment of this invention, a light
transmitting material is a material that transmits over 5% of
light between a wavelength range of 400 nm and 700 nm with
a refractive index at the sodium wavelength of greater than
1.01.

Such polymers include, but are not limited to acrylics,
styrenics, olefins, polycarbonates, polyesters, cellulosics, and
the like. Specific examples include poly(methyl methacry-
late) and copolymers thereof, polystyrene and copolymers
thereof, poly(styrene-co-acrylonitrile), polyethylene and
copolymers thereof, polypropylene and copolymers thereof,
poly(ethylene-propylene) copolymers, poly(vinyl acetate)
and copolymers thereof, poly(vinyl alcohol) and copolymers
thereof, bisphenol-A polycarbonate and copolymers thereof,
poly(ethylene terephthalate) and copolymers thereof; poly
(ethylene 2.6-naphthalenedicarboxylate) and copolymers
thereof, polyarylates, polyamide copolymers, poly(vinyl
chloride), cellulose acetate, cellulose acetate butyrate, cellu-
lose acetate propionate, polyetherimide and copolymers
thereof, polyethersulfone and copolymers thereof, polysul-
fone and copolymers thereof, and polysiloxanes.

Numerous methacrylate and acrylate resins are suitable for
one or more phases of the present invention. The methacry-
lates include but are not limited to polymethacrylates such as
poly(methyl methacrylate), poly(ethyl methacrylate), poly
(propyl methacrylate), poly(butyl methacrylate), poly(isobu-
tyl methacrylate), methyl methacrylate-methacrylic acid
copolymer, methyl methacrylate-acrylate copolymers, and
methyl methacrylate-styrene copolymers (e.g., MS resins).
Suitable methacrylic resins include poly(alkyl methacry-
late)s and copolymers thereof. In particular embodiments,
methacrylic resins include poly(methyl methacrylate) and
copolymers thereof. The acrylates include but are not limited






